


VersaPoint

Motor Starter Modules

VersaPoint motor starter modules enable the user to easily connect directly to three phase
motors. The starter control (ON/OFF) and diagnostics is via the VersaPoint bus and no addi-
tional 1/0 modules required. The motor starter modules reduce wiring and installation.

1C220STRO01

1C220STR002

1C220STR003

Product Name

Motor Starter Direct,
up to 1.5 kW/ 400 VAC (No UL)

Motor Starter Direct,
up to 3.7 kW/ 480 VAC (UL Approved)

Motor Starter Reversing,
up to 1.5 kW/ 400 VAC (No UL)

Number of Points N/A N/A N/A
Connection Style 3 - Phase 3 - Phase 3 - Phase
Output Voltage 400 VAC 480 VAC (+10%) 400 VAC
Power Voltage Range 187 VAC to 440 VAC 187 VAC to 519 VAC 187 VAC to 440 VAC
Frequency 50/60Hz 50/60Hz 50/60Hz
Motor Current Range 02t036A 02t080A 02t036A

Protection Electronic - Configurable Over Current Electronic - Configurable Over Current Electronic - Configurable Over Current
Switching Method Electronic Mechanical Contactor Electronic
Current Consumption 45 mA 50 mA 45 mA

from Local Bus UL (mA)

LED Indicators

Bus Diagnostics, Motor Protection
(group error message), Motor (on/off),
Manual Mode (on/off)

Bus Diagnostics, Motor Protection
(group error message), Motor (on/off),
Manual Mode (on/off)

Bus Diagnostics, Motor Protection
(group error message), Motor (on/off),
Manual Mode (on/off)

Required Terminal Strip

(1) IC220ACC105 (Contains 10 strips)
and (1) IC220ACC103 or IC220ACC104

(1) IC220ACC105 (Contains 10 strips)
and (1) IC220ACC103 or IC220ACC104

(1) IC220ACC105 (Contains 10 strips)
and (1) IC220ACC103 or IC220ACC104

www.ge-ip.com
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VersaPoint

Serial Communications Modules

* Serial I/0 channel
* Supports various protocols

* Adjustable number of data bits, stop bits,
and parity

* 4 kbyte receive buffer, 1 kbyte transmit buffer

1C220BEM232

The serial interface modules enable the VersaPoint to connect to serial devices via RS-232 or
RS-485/422. The modules support the following features:

* Supports DTR/CTS handshake
¢ Baud rate adjustable up to 38400 baud
« Configuration and data exchange using

PCP communications services.

¢ LED diagnostic and status indicators

1C220BEM485

Product Name RS-232 Communications Module
interfaces serial 1/0 devices to a

VersaPoint 1/0 Station.

RS-485/422 Communications Module
interfaces serial I/0 devices to a
VersaPoint I/O Station.

Number of Points 1

1

Connection Style RS-232

RS-485 half duplex/422 full duplex

Protocol Transparent, End-to-end, Transparent, End-to-end,
Dual buffer, 3964R, XON/XOFF Dual buffer, 3964R, XON/XOFF,
Modbus RTU, Modbus ASCII
Data Rate 110, 300, 600, 1200, 1800, 2400, 4800, 9600, 19200, 38400 110, 300, 600, 1200, 1800, 2400, 4800, 9600, 19200, 38400
Data Buffer 4-kbyte receive buffer and 1-kbyte transmit buffer 4-kbyte receive buffer and 1-kbyte transmit buffer
Current Consumption 155 mA typical, 225 mA maximum 170 mA typical, 260 mA maximum

for Local Bus UL (mA)

LED Indicators Bus Diagnostics, Transmit and Receive

Bus Diagnostics, Transmit and Receive

Required Terminal Strip 1C220TBK203

1C220TBK203
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VersaPoint

Accessories

1C220ACC001 Module Labels Narrow, Qty 10

1C220ACC002 Module Labels Wide, Qty 10

1C220ACC003 Point Labels Numbered 1-100, Qty 10

1C220ACC004 Point Labels Blank, Qty 1000

1C220ACC005 Module Keying Tabs, Qty 100

1C220ACC100 Motor Starter Brake Module DC

1C220ACC101 Motor Starter Brake Module AC/DC

1C220ACC103 Motor Starter Power Connector

IC220ACC104 Motor Starter Power Bridge

1C220ACC105 Motor Circuit Connector, Qty 10

1C220ACC201 Relay Module Isolation Set (Requires 1 1C220TBK206)
1C220DEM001 VersaPoint Demo Case, DEVICENET NIU

1C220DEM002 VersaPoint Demo Case, PROFIBUS NIU

IC220DEMO011 VersaPoint Static Demo, DEVICENET NIU

1C220DEM012 VersaPoint Static Demo, PROFIBUS NIU

1C220TBK061 I/0 W/Shield, 6 Position Spring Style, Qty 5

1C220TBK062 I/0 Terminal Strip W/Dual Shield, 6 Position Spring Style, Qty 5
1C220TBK082 1/0 Terminal Strip, 8 Position Spring Style, Qty 10
1C220TBK083 I/0 Terminal Strip, 8 Position Spring Style, AC Input, Qty 10
1C220TBK084 I/0 Terminal Strip, 8 Position Spring Style, AC Output, Qty 10
1C220TBK085 I/0 Terminal Strip, 8 Position Spring Style, Relay, Qty 10
1C220TBK087 Power Terminal Strip, 8 Position Spring Style, Qty 10
1C220TBK122 I/0 Terminal Strip, 12 Position Spring Style, Input, Qty 10
1C220TBK123 1/0 Terminal Strip, 12 Position Spring Style, Output, Qty 10
1C220TBK201 Terminal Strip Set, Spring Style, DEVICENET NIU
1C220TBK202 Terminal Strip Set, Spring Style, Encoder

1C220TBK203 Terminal Strip Set, Spring Style, Analog Out/HSC
1C220TBK204 Terminal Strip Set, Spring Style, AC Power Terminal
1C220TBK206 Terminal Strip Set, Spring Style, Relay Isolation

www.ge-ip.com
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VersaPoint

Configuration Guidelines

When configuring a VersaPoint the following guidelines should be considered:

1

2
3.
4.
5

VersaPoint is limited to 63 modules per Network Interface Unit.

Each module requires a terminal strip.
Each voltage requires a Power Terminal to separate voltages.

Segment Terminals can be used to easily group points within a voltage segment.

Internal power/current rating of connectors is 2 amps. A power terminal is required if this rating is exceeded.

Cable Selection
Examples of Typical Application

Configuration for Controller (Example application requiring (120) 24 VDC inputs and (80) Relay outputs AC power supply) for local control. System also has five remote
cabinets, with each cabinet requiring (8) 24 VDC Inputs, (4) 24 VDC 0.5 Amp, Source Outputs and (2) current inputs and (2) current outputs (24 VDC power source) over Profibus DP.

Control Cabinet

Backplane Slots Required Power Supply Qty Part Number Description
Current Required (mA)
2 1250mA@ 3.3 VDC; 1000mA@ 5 VDC 1 IC695CPU310 CPU with two built-in serial ports
2 1 IC695PSA040 120/240 VAC, 125 VDC Power Supply, current available
9 Amps @ 3.3 VDC; 6 Amps @ 5 VDC; 1.6 Amps @ 24 VDC maximum
600mA@ 3.3 VDC; 240 mA@ 5 VDC 1 IC695CHS016 16 Slot Universal Base
4 1200mA @ 5V 4 1C694MDL660 Discrete Input Module, 24 VDC Positive Logic,
32 points (Requires terminal block)
5 35mA @ 5V; 110mA @ 24 VDC Relay 5 1C694MDL940 Discrete Output Module, Relay 2.0 A per point Form A,
16 points (Terminal block included).
4 1C694TBB032 Terminal Block, Box Style
1 420 mA @ 5VDC 1 1C695PBM300 Profibus DP Master Module
1 BC646MPP001 Logic Developer - PLC Professional
14 Total current from power supply required: 2895mA @ 5V; 1850 @ 3.3V; 110mA @ 24 VDC Relay . Only one power supplied needed.
Remote Cabinets (Qty 5)
5 1C220PBI001 PROFIBUS-DP Network Interface Unit (Requires 1 1C220TBK087)
5 1C220MDL643 Input, 24 VDC Positive Logic, 8pt (Requires 4 IC220TBK082)
5 1C220MDL752 Output, 24 VDC Positive Logic 0.5A, 4pt (Requires 1 IC220TBK123)
5 IC220ALG220 Analog In, 15 Bit, Voltage/Current, 2ch (Requires 1 IC220TBK061)
10 IC220ALG320 Analog Out, 16 Bit, Voltage/Current, 1ch (Requires 1 1C220TBK203)
5 IC220PWR003 Power Terminal, Fused with diag 24 VDC Requires 1 1C220TBK087)
1 1C220TBK087 Power Terminal Strip, 8 Position Spring Style, Qty 10
2 1C220TBK082 1/0 Terminal Strip, 8 Position Spring Style, Qty 10
1 1C220TBK123 1/0 Terminal Strip, 12 Position Spring Style, Output, Qty 10
1 1C220TBK061 1/0 Terminal Strip with Shield, 6 Position Spring Style, Qty 5
1 1C220TBK203 Terminal Strip Set, Spring Style, Analog Out/HSC
Options to Consider
840mA @ 3.3 VDC; 614 mA @ 5 VDC 1 IC695ETM001 RX3i Ethernet module 10/100 Mbits 2 RJ45 connections
one IP address occupies one slot on system base
6 IC690PWR024 24 VDC, 5 Amp Output Power and 120/230 VAC
Input Power Power Supply
1 IC693ACC302 RX3i Long term battery for CPU
1 IC754VSI06STD QuickPanel View Intermediate 6 inch STN Touch Operator Interface
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VersaMax IP Introduction

VersaMax IP

VersaMax IP is designed to offer the
ruggedness and reliability of a standard
I/0 system installed in a NEMA 4 cabi-
net, without the cost and effort to build
the cabinet. VersaMax IP is IP67 rated
so it can be bolted right to the equip-
ment it controls without the need for an
enclosure. I/O, communications, and
power connections are made to the
blocks with off-the-shelf cordsets -
reducing design and installation time
and possible wiring errors.

Once installed, VersaMax IP’'s diagnos-
tics make troubleshooting a snap. In
the event of a failure, the connector-
style wiring interface comes into play

Stand Alone Input and Output Modules  page 304

VersaMax IP Modular pages 305-306

Accessories page 307

Configuration Guidelines page 308

Publication Reference Chart

GFK-2307 VersaMax IP Installation Manual

www.ge-ip.com

once again, greatly reducing replace-
ment time and the possibility of wiring
errors.

The initial release of VersaMax IP
includes Profibus 1/0 blocks, Profibus
Cordsets, and Power Cordsets. The
Profibus 1/0 blocks provide the following:

¢ Connection to Profibus-DP using M12
connectors
¢ Baud rates up to 12 MB - autoselect

¢ Connections to digital sensors using
M12 connectors (Input Blocks)

¢ Connection to digital actuators using
M12 connectors, each with load
capacity up to 2A (Output Blocks)

Flexible voltage supply

Diagnostics and Status indicators

Short Circuit and Overload protection
of Sensor Supply and/or outputs

IP65 and IP67 Protection
Operating Temperature: -25°C to 60°C

Proficy Machine Edition

Proficy Machine Edition is an
advanced software environment for
the development and maintenance
of machine level automation.
Visualization, motion control, and
execution logic are developed with
a single programmer.

GE Intelligent Platforms Control Systems Solutions 303



VersaMax IP

Stand Alone Input and Output Modules

VersaMax IP modules are designed for distributed automation tasks in harsh environmental
conditions. Modules meet the requirements for both IP65/IP67 protection. They enable the
direct connection of sensors and actuators in an environment close to the station. Every
VersaMax IP device is connected directly to the bus system.

1C676PBI008

1C676PBI016

1C676PBM442

1C676PBO082

Product Name

8 Point Input Module,

16 Point Input Module,

4 Point Input and 4 Point

8 Point (2 Amp) Output

Profibus Profibus (2 Amp) Output Module, Profibus Module, Profibus
Protocol Profibus DP Profibus DP Profibus DP Profibus DP
Module Power 24 VDC 24 VDC 24 VDC 24 VDC
Module Power Range 18 VDC to 30 VDC 18 VDC to 30 VDC 18 VDC to 30 VDC 18 VDC to 30 VDC
Module Current Consumption UL at 24VDC 35maA typical, 35maA typical, 40maA typical, 40maA typical,

100mA maximum

100mA maximum

100mA maximum

100mA maximum

Module Current Consumption

4.5mA typical plus sensor

8maA typical plus sensor

4.5mA typical plus sensor

3mA typical plus sensor

US at 24 VDC current 700mA maximum current 1.2A maximum current 700mA maximum current 700mA maximum
Module Current Consumption UAXX at 24VDC N/A N/A 6mA typical plus 12maA typical plus
actuator current, actuator current,
4A maximum 4A maximum
Connection Style (M12) 2-,3-, and 4-wire 2-, 3-, and 4-wire 2- or 3-wire 2- or 3-wire

(Y connector to support
two sensors per connector)

Operating Temperature

Range: -25°C to +60°C
(-13°F to +131°F)

Range: -25°C to +60°C
(-13°F to +131°F)

Range: -25°C to +60°C
(-13°F to +131°F)

Range: -25°C to +60°C
(-13°F to +131°F)

Degree of Protection

95%. Slight condensation
is permitted occasionally
on the outer housing,
for short periods

95%. Slight condensation
is permitted occasionally
on the outer housing,
for short periods

95%. Slight condensation
is permitted occasionally
on the outer housing,
for short periods

95%. Slight condensation
is permitted occasionally
on the outer housing,
for short periods

Class of Protection

IP65 and IP67
according to IEC 60529

IP65 and IP67
according to IEC 60529

IP65 and IP67
according to IEC 60529

IP65 and IP67
according to IEC 60529

Housing Dimensions (WxHxD)

60mm x 160mm x 44.5mm

60mm x 160mm x 44.5mm

60mm x 178mm x 49.3mm

60mm x 178mm x 49.3mm
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VersaMax IP

VersaMax IP Modular

1C677PBI001

1C677D8BI008

VersaMax IP Modular modules are designed for distributed automation tasks in harsh
environmental conditions. Modules meet the requirements for both IP65/IP67 protection.
They enable the direct connection of sensors and actuators in an environment close to
the station. Every VersaMax IP device is connected directly to the bus system. Up to

16 expansion modules can be connected to one Profibus VersaMax IP Modular local bus
master, supporting up to 136 digital or 64 analog signals or a combination of the two.

1C677DBO085

Profibus VersaMax IP Modular local
bus master with (8) 24 VDC inputs

Product Name

Expansion VersaMax IP Modular
slave with (8) 24 VDC inputs

Expansion VersaMax IP Modular
slave with (8) 24 VDC outputs

Protocol Profibus DP Profibus DP Profibus DP
Number of Points 8 8 8
Module Power 24 VDC 24 VDC 24 VDC
Module Power Range 18 VDC to 30 VDC 18 VDC to 30 VDC 18 VDC to 30 VDC

Module Current Consumption UL at 24 VDC 75mA typical, 100mA maximum

35mA typical (50mA maximum)
@ 500Kbaud;
40mA typical (50mA maximum)
@ 2Mbaud

40mA typical (50mA maximum)
@ 500Kbaud;
45mA typical (50mA maximum)
@ 2Mbaud

Module Current Consumption US at 24 VDC 15mA typical plus sensor current

600mA maximum

5mA typical plus sensor current
600mA maximum

5mA typical plus actuator current,
600mMA maximum

Module Current Consumption UAXX at 24 VDC  12mA typical plus actuator current,

4A maximum

N/A

N/A

Connection Style (M12) 2-, 3-, and 4-wire
(Y connector to support

two sensors per connector)

2-, 3-, and 4-wire

2-, 3-, and 4-wire

Operating Temperature Range: -25°C to +60°C

(-13°F to +131°F)

Range: -25°C to +60°C
(-13°F to +131°F)

Range: -25°C to +60°C
(-13°F to +131°F)

Degree of Protection 95%. Slight condensation is permitted
occasionally on the outer housing,

for short periods

95%. Slight condensation is permitted
occasionally on the outer housing,
for short periods

95%. Slight condensation is permitted
occasionally on the outer housing,
for short periods

Class of Protection IP65 and IP67 according to IEC 60529

IP65 and IP67 according to IEC 60529

IP65 and IP67 according to IEC 60529

Housing Dimensions (WxHxD) 70mm X 178mm X 49.3mm

70mm x 178mm X 49.3mm

70mm x 178mm X 49.3mm

www.ge-ip.com
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VersaMax IP

VersaMax IP Modular

VersaMax IP Modular modules are designed for distributed automation tasks in harsh
environmental conditions. Modules meet the requirements for both IP65/IP67 protection.
They enable the direct connection of sensors and actuators in an environment close to
the station. Every VersaMax IP device is connected directly to the bus system. Up to

16 expansion modules can be connected to one Profibus VersaMax IP Modular local bus
master, supporting up to 136 digital or 64 analog signals or a combination of the two.

1IC677DBM442

1C677ABI004

1C677ABO004

Product Name

Expansion VersaMax IP Modular
slave with (4) 24VDC inputs and
4 outputs (2 amp)

Expansion VersaMax IP Modular
slave with (4) analog inputs

Expansion VersaMax IP Modular
slave with (4) analog outputs

Protocol Profibus DP Profibus DP Profibus DP
Number of Points 41n/ 4 Out 4 4
Module Power 24 VDC 24 VDC 24 VDC

Module Power Range

18 VDC to 30 VDC

18 VDC to 30 VDC

18 VDC to 30 VDC

Module Current Consumption UL at 24 VDC

40mA typical (50mA maximum)
@ 500Kbaud;
45maA typical (50mA maximum)
@ 2Mbaud

70 mA, typical

70 mA, typical

Module Current Consumption US at 24 VDC

5mA typical plus sensor current
600mMA maximum

500mA typical plus sensor current
400mA maximum

5mA typical plus actuator current
400mA maximum

Module Current Consumption UAXX at 24 VDC

3mA typical plus actuator current,
4A maximum

N/A

N/A

Connection Style (M12)

2-, 3-, and 4-wire for sensor;
2 or 3-wire actuator control

2 or 4 wire technology (shielded)

2 or 4 wire technology (shielded)

Operating Temperature

Range: -25°C to +60°C
(-13°F to +131°F)

Range: -25°C to +60°C
(-13°F to +131°F)

Range: -25°C to +60°C
(-13°F to +131°F)

Degree of Protection

95%. Slight condensation is permitted

occasionally on the outer housing,
for short periods

95%. Slight condensation is permitted
occasionally on the outer housing,
for short periods

95%. Slight condensation is permitted
occasionally on the outer housing,
for short periods

Class of Protection

IP65 and IP67 according to IEC 60529

IP65 and IP67 according to IEC 60529

IP65 and IP67 according to IEC 60529

Housing Dimensions (WxHxD)

70mm X 178mm X 49.3mm

70mm x 178mm X 49.3mm

70mm x 178mm X 49.3mm
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VersaMax IP

Accessories and Cables

1C676ACC001 VersaMax IP Point Labels - Qty 50

1C676ACC002 Protective Caps - Male (For unused /0 connectors and/or outgoing bus & power connectors) - Qty 5
1C676ACC003 Protective Caps - Female (For unused incoming power connectors) - Qty 5
IC676ACC004 Profibus Network Termination Resistor

1C676ACCO05 Profibus Network Tee

1C676CBLPBB003 IP67 Profibus Cordset - 0.3 Meters

1C676CBLPBB00S IP67 Profibus Cordset - 0.5 Meters

1C676CBLPBB010 IP67 Profibus Cordset - 1 Meter

1C676CBLPBB020 IP67 Profibus Cordset - 2 Meters

1C676CBLPBB050 IP67 Profibus Cordset - 5 Meters

1C676CBLPBB100 IP67 Profibus Cordset - 10 Meters

1C676CBLPBF020 IP67 Profibus Cordset - 2 Meters - Female Connector w/Leads
1C676CBLPBF050 IP67 Profibus Cordset - 5 Meters - Female Connector w/Leads
1C676CBLPBF100 IP67 Profibus Cordset - 10 Meters - Female Connector w/Leads
1C676CBLPBM020 IP67 Profibus Cordset - 2 Meters, Male Connector w/Leads
1C676CBLPBM050 IP67 Profibus Cordset - 5 Meters, Male Connector w/Leads
1C676CBLPBM100 IP67 Profibus Cordset - 10 Meters - Male Connector w/Leads
1C676CBLPWB003 IP67 Power Cordset - 0.3 Meters

1C676CBLPWB005 IP67 Power Cordset - 0.5 Meters

1C676CBLPWB010 IP67 Power Cordset - 1 Meter

1C676CBLPWB020 IP67 Power Cordset - 2 Meters

1C676CBLPWB050 IP67 Power Cordset - 5 Meters

1C676CBLPWB100 IP67 Power Cordset - 10 Meters

1C676CBLPWF020 IP67 Power Cordset - 2 Meters - Female Connector w/Leads
1C676CBLPWFO050 IP67 Power Cordset - 5 Meters - Female Connector w/Leads
1IC676CBLPWF100 IP67 Power Cordset - 10 Meters - Female Connector w/Leads
1C676CBLPWMO020 IP67 Power Cordset - 2 Meters - Male Connector w/Leads
1C676CBLPWMO050 IP67 Power Cordset - 5 Meters - Male Connector w/Leads
1IC676CBLPWM100 IP67 Power Cordset - 10 Meters - Male Connector w/Leads

VersaMax IP Modular Inter-connection Cables

1C677CBLPWB0013

IP67 Voltage supply cable for local bus; A-coded, 5 position, unshielded 13.5 cm.

1C677CBLLBB0013

IP67 Local communications cable for local bus; B-coded, 5 position, shielded 13.5 cm.

www.ge-ip.com
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VersaMax IP

Configuration Guidelines

When configuring a VersaMax IP the following guidelines should be considered
1. Remember to select the proper cord set and termination resistor

2. VersaMax IP Modular can support up to 16 Modular expansions with a total expansion length of 20 meters

Examples of Typical Application

Configuration for Controller (Example application requiring (120) 24VDC inputs and (80) Relay outputs AC power supply) for local control. System also has five remote
drops that will be mounted external to the machine. Each remote drop requires (8) 24VDC Inputs, (4) 24VDC 0.5 Amp, Source Outputs and (2) current inputs and (2) current outputs
(24VDC power source) over Profibus DP.

Control Cabinet

Backplane Slots Power Supply Qty  Part Number Description
Required Current Required (mA)
2 1250 mA @ 3.3 VDC; 1000mA @ 5 VDC 1 IC695CPU310 CPU with two built-in serial ports
2 1 IC695PSA040 120/240 VAC, 125 VDC Power Supply, current available 9 Amps @
3.3VDC; 6 Amps @ 5 VDC; 1.6 Amps @ 24 VDC maximum
600 mA @ 3.3 VDC; 240 mA @ 5 VDC 1 IC695CHS016 16 Slot Universal Base
4 1200 mA @ 5V 4 1C694MDL660 Discrete Input Module, 24 VDC Positive Logic, 32 points
(Requires terminal block)
5 35mA @ 5V; 110mA @ 24 VDC Relay 5 1C694MDL940 Discrete Output Module, Relay 2.0 A per point Form A, 16 points
(Terminal block included).
4 1C694TBB032 Terminal Block, Box Style
1 420 mA @ 5VDC 1 1C695PBM300 Profibus DP Master Module
1 BC646MPP0O01 Logic Developer - PLC Professional
14 Total current from power supply required: 2895mA @ 5V; 1850 @ 3.3V; 110mA @ 24 VDC Relay. Only one power supplied needed.
Remote Cabinets (Qty 5)
5 IC677PBI001 Profibus VersaMax IP Modular local bus master with (8) 24 VDC inputs
5 IC677DB0O085 Expansion VersaMax IP Modular slave with (8) 24 VDC outputs
5 IC677ABI004 Expansion VersaMax IP Modular slave with (4) analog inputs
5 IC677ABO004 Expansion VersaMax IP Modular slave with (4) analog outputs
5 IC676CBLPBB100 IP67 Profibus Cordset - 10 Meters
5 IC676CBLPWB100 IP67 Power Cordset - 10 Meters
15 IC677CBLPWB0013  IP67 Voltage supply cable for local bus; A-coded, 5 position,
unshielded 13.5 cm.
15 IC677CBLLBB0013 IP67 Local communications cable for local bus; B-coded,
5 position, shielded 13.5 cm.
Options to Consider
840mA @ 3.3VDC; 614 mA @ 5 VDC 1 IC695ETM001 RX3i Ethernet module 10/100 Mbits 2 RJ45 connections one
IP address occupies one slot on system base
6 IC690PWR024 24 VDC, 5 Amp Output Power and 120/230 VAC Input Power Power Supply
1 IC693ACC302 RX3i Long term battery for CPU
1 IC754VSI06STD QuickPanel View Intermediate 6 inch STN Touch Operator Interface

308  GE Intelligent Platforms Control Systems Solutions

www.ge-ip.com



QuickPanel View Introduction

QuickPanel View

GE Intelligent Platforms markets and

sells QuickPanel View products that
are designed to meet the market
needs of companies in the Americas
and Asia Pacific.

QuickPanel View bundled visualization
solution provides the tools required for
today’s application needs. By integrat-

ing the QuickPanel family of touch
screens with Proficy Machine Edition
software, QuickPanel View delivers
flexible, scalable performance on a

 Microsoft Windows® CE operating
system

Expandable memory and Fieldbus
cards'

CompactFlash?

Functions from data collection
and trending to system security
and alarming

Built-in web server for access

to data, and panels using any
standard browser?
Communication over serial,

* Extensive library of pre-configured
animation objects

e UL Class 1 Div 2 (A, B, C, D), ATEX
Class 1, Zone 2, CE Mark

* Web publishing

*Available on select models. See following pages
for availability.

Proficy Machine Edition
Proficy Machine Edition is an
advanced software environment for
the development and maintenance

of machine level automation.
Visualization, motion control and
execution logic are developed with
a single programmer.

rugged hardware platform. The intui-
tive environment of Proficy View -
Machine Edition software helps reduce
application development time, and
connectivity is made easy with a
family of serial, Ethernet and

Fieldbus interfaces.

Ethernet, and communication
expansion cards’

Multi-language support selectable
by the operator when the system
is online

Shared tags for increased
productivity - applications developed
for QuickPanel View can share tags
with other Proficy Machine Edition
applications, eliminating the need to
enter the data more than once

Migration of applications developed
with QuickDesigner

Features include:

« Display sizes from 6" to 15"

¢ Choice of Monochrome, Color-STN,
or Color-TFT display

Operator Interfaces pages 310-313

Starter Kits pages 314-316 = 1844

Communication Hardware
and Accessories page 317

i -
L Foniinn B e s Ewrstiesed el
e M ot o xom

BE

Publication Reference Chart

GFK-2327 6 Inch QuickPanel View (Basic) Hardware Reference Guide

GFK-2325 6 Inch QuickPanel View (Intermediate) Hardware Reference Guide
GFK-2243 6 Inch QuickPanel View (Loaded) Hardware Reference Guide

GFK-2306 12 Inch QuickPanel View (Intermediate) Hardware Reference Guide
GFK-2284 12 Inch QuickPanel View (Loaded) Hardware Reference Guide
GFK-2402 15 Inch QuickPanel View (Loaded) Hardware Reference Guide
GFK-2297 Genius 1/0 Communication Card Hardware Reference Guide

GFK-2270 DeviceNet Master & Slave Communication Card Hardware Reference Guide
GFK-2291 PROFIBUS Slave Communication Card Hardware Reference Guide
GFK-2276 Expanded User Memory Installation Guide

GFK-2368 PCMCIA Adaptor Hardware Reference Guide
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QuickPanel View

Operator Interfaces

Available in a variety of display sizes, the QuickPanel View bundled visualization solution
provides the tools required for today’s application needs. By integrating the best-selling
QuickPanel family of touch screens with award-winning Proficy Machine Edition soft-
ware, QuickPanel View delivers flexible, scalable performance on a rugged hardware
platform. The intuitive environment of Proficy View - Machine Edition software helps
reduce application development time, and connectivity is made easy with a family of
serial, Ethernet and Fieldbus interfaces.

1C754VSBO6MTD

1C754VSB06CTD

1C754VSI06MTD

1C754VSI06STD

Product Name

QuickPanel View Display,

QuickPanel View Display,

QuickPanel View Display,

QuickPanel View Display,

6" Monochrome 6" TFT 6" Monochrome 6" STN-Color
Basic Basic Intermediate Intermediate

Display Size 5.7” (Diagonal) 5.7” (Diagonal) 5.7” (Diagonal) 5.7” (Diagonal)
Display Type 6" Mono 6" TFT 6" Mono 6" Color-STN
Resolution 320 x 240 pixels 320 x 240 pixels 320 x 240 pixels 320 x 240 pixels
Memory: DRAM 16 MB 32 MB 32 MB 32 MB
Memory: Expandable No To 96 MB To 96 MB To 96 MB
Serial: Com #1 RS232/RS485 RS232/RS485 RS232/RS485 RS232/RS485
Serial: Com #2 None None None None

Ethernet: LAN #1

Download Only

10/100 Mbps

10/100 Mbps

10/100 Mbps

Ethernet: LAN #2 None None None None
Communication Expansion None GE Genius, GE Genius, GE Genius,
Data Highway Plus', Data Highway Plus', Data Highway Plus',
DeviceNet Slave, & DeviceNet Slave, & DeviceNet Slave, &
PROFIBUS Slave PROFIBUS Slave PROFIBUS Slave
Compact Flash None One, Type 2 One, Type 2 One, Type 2

Agency Approvals

UL-Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL-Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL-Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL-Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

Environmental Rating

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

Panel Cut-Out (W x H x D)

6.14" x 4.86" x 2.03"
(158mm x 126mm x 52mm)

6.14" x 4.86" X 2.76"
(158mm x 126mm x 70mm

6.14" x 4.86" X 2.76"
(158mm x 126mm x 70mm)

6.14" x 4.86" X 2.76"
(158mm x 126mm x 70mm)

Front of Panel & Depth (W x H x D)

8.00" x 6.17" x 0.85"
(203mm x 157mm x 22mm)

8.00" x 6.17" x 0.85"
(203mm x 157mm x 22mm)

8.00" x 6.17" x 0.85"
(203mm x 157mm x 22mm)

8.00" x 6.17" x 0.85"
(203mm x 157mm x 22mm)

Input Voltage

10.8 to 30.0 VDC

10.8 to 30.0 VDC

10.8 to 30.0 VDC

10.8 to 30.0 VDC

Power Consumption

Less than 24W @ 24 VDC

Less than 24W @ 24 VDC

Less than 24W @ 24 VDC

Less than 24W @ 24 VDC

Operating Temperature

-10 to 60°C (14 to 140°F)

-10 to 60°C (14 to 140°F)

-10 to 60°C (14 to 140°F)

0 to 60°C (32 to 140°F)

Storage Temperature

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

Operating Humidity

10% to 85%
non-condensing

10% to 85%
non-condensing

10% to 85%
non-condensing

10% to 90%
non-condensing

Indicators - LEDs

bi-color (pwr), tri-color (user)

bi-color (pwrl), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

'Consult factory for availability.
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QuickPanel View

Operator Interfaces

Available in a variety of display sizes, the QuickPanel View bundled visualization solution
provides the tools required for today’s application needs. By integrating the best-selling
QuickPanel family of touch screens with award-winning Proficy Machine Edition soft-
ware, QuickPanel View delivers flexible, scalable performance on a rugged hardware
platform. The intuitive environment of Proficy View - Machine Edition software helps
reduce application development time, and connectivity is made easy with a family of
serial, Ethernet and Fieldbus interfaces.

1C754VSI06SKD

1C754VSI08CTD

1C754VSI12MTD

1C754VSI12CTD

Product Name

QuickPanel View Display,
6" STN-Color
Intermediate with Keypad

QuickPanel View Display,
8" TFT-Color
Intermediate

QuickPanel View Display,
12" Monochrome
Intermediate

QuickPanel View Display,
12" TFT-Color
Intermediate

Display Size 5.7" (Diagonal) 8.5” (Diagonal) 12.1" (Diagonal) 12.1" (Diagonal)
Display Type 6" Color-STN 8" Color-TFT 12" Mono 12" Color-TFT
Resolution 320 x 240 pixels 800 x 600 pixels 800 x 600 pixels 800 x 600 pixels
Memory: DRAM 32 MB 32 MB 32 MB 32 MB
Memory: Expandable To 96 MB To 64 MB or 96 MB To 96 MB To 96 MB
Serial: Com #1 RS232/RS485 RS232/RS485 RS232/RS485 RS232/RS485
Serial: Com #2 None None None None

Ethernet: LAN #1

10/100 Mbps

10/100 Mbps

10/100 Mbps

10/100 Mbps

Ethernet: LAN #2

None

None

None

None

Communication Expansion

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

GE Genius,
Data Highway Plust,
DeviceNet Slave, &

PROFIBUS Slave

GE Genius,
Data Highway Plust,
DeviceNet Slave, &

PROFIBUS Slave

GE Genius,
Data Highway Plust,
DeviceNet Slave, &

PROFIBUS Slave

Compact Flash

One, Type 2

One, Type 2

One, Type 2

One, Type 2

Agency Approvals

UL-Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL-Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL-Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL-Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

Environmental Rating

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

Panel Cut-Out (W x H x D)

11.88" % 896" x 2.37"
(302mm x 228mm x 60mm)

8.97" % 7.34" x 3.03"
(228mm x 186mm x 77mm)

11.88" % 896" x 2.37"
(302mm % 228mm x 60mm)

11.88" % 896" x 2.37"
(302mm x 228mm x 60mm)

Front of Panel & Depth (W x H x D)

13.26" x 10.34" x 0.38"
(337mm x 263mm x 10mm)

9.8" x 8.18" x 0.196"
(249mm x 208mm x 5mm)

13.26" x 10.34" x 0.38"
(337mm x 263mm x 10mm)

13.26" x 10.34" x 0.38"
(337mm x 263mm x 10mm)

Input Voltage

12 VDC @ +20% or
24 VDC @ +20%

10.8 to 30.0 VDC

12 VDC @ +20% or
24 VDC @ +20%

12 VDC @ +20% or
24 VDC @ +20%

Power Consumption

Less than 24W @ 24 VDC

24W

Less than 48W @ 24 VDC

Less than 48W @ 24 VDC

Operating Temperature

0to 60°C (32 to 140°F)

0to 60°C (32 to 140°F)

0to 50°C (32 to 122°F)

0to 50°C (32 to 122°F)

Storage Temperature

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

Operating Humidity

10% to 90%
non-condensing

10% to 90%
non-condensing

10% to 90%
non-condensing

10% to 90%
non-condensing

Indicators - LEDs

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

'Consult factory for availability.
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QuickPanel View

Operator Interfaces

Available in a variety of display sizes, the QuickPanel View bundled visualization solution provides
the tools required for today’s application needs. By integrating the best-selling QuickPanel family
of touch screens with award-winning Proficy Machine Edition software, QuickPanel View delivers
flexible, scalable performance on a rugged hardware platform. The intuitive environment of Proficy
View - Machine Edition software helps reduce application development time, and connectivity is
made easy with a family of serial, Ethernet and Fieldbus interfaces. Full-featured QuickPanel View
modules take Operator Interface products to an entirely new level of openness. A built-in web
server provides access to data and graphics using any standard browser.

1C754VSLO6MTD

1C754VSLO6CTD

IC754VSFO8CTD

Product Name

QuickPanel View Display,
6" Mono Loaded

QuickPanel View Display,
6" TFT-Color Loaded

QuickPanel View Display,
8" TFT-Color Loaded

Display Size 5.7" (Diagonal) 5.7" (Diagonal) 8.5” (Diagonal)
Display Type 6" Mono 6" Color-TFT 8" Color-TFT
Resolution 320 x 240 pixels 320 x 240 pixels 800 x 600 pixels
Memory: DRAM 32 MB 32 MB 64 MB
Memory: Expandable To 96 MB To 96 MB To 96 MB or 128 MB
Serial: Com #1 RS232/RS485 RS232/RS485 RS232/RS485
Serial: Com #2 RS232 RS232 RS232

Ethernet: LAN #1

10/100 Mbps

10/100 Mbps

10/100 Mbps

Ethernet: LAN #2

None

None

None

Communication Expansion

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

GE Genius,
Data Highway Plust,
DeviceNet Slave, &

PROFIBUS Slave

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

Compact Flash

One, Type 2

One, Type 2

One, Type 2

Agency Approvals

UL - Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL - Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL - Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

Environmental Rating

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

Panel Cut-Out (W x H x D)

6.14" x 4.86" x 2.76"
(158mm x 126mm x 70mm)

6.14" x 4.86" x 2.76"
(158mm x 126mm x 70mm)

8.97" x 7.34" x 3.03"
(228mm x 186mm x 77mm)

Front of Panel & Depth (W x H x D)

8.00" x 6.17" x 0.85"
(203mm x 157mm x 22mm)

8.00" x 6.17" x 0.85"
(203mm x 157mm x 22mm)

9.8" % 8.18" x 0.196"
(249mm x 208mm x 5mm)

Input Voltage

10.8 to 30.0 VDC

10.8 to 30.0 VDC

10.8 to 30.0 VDC

Power Consumption

Less than 24W @ 24 VDC

Less than 24W @ 24 VDC

24W

Operating Temperature

-10 to 60°C (14 to 140°F)

0 to 60°C (32 to 140°F)

0 to 60°C (32 to 140°F)

Storage Temperature

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

Operating Humidity

10% to 90%
non-condensing

10% to 90%
non-condensing

10% to 90%
non-condensing

Indicators - LEDs

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

Consult factory for availability.
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QuickPanel View

Operator Interfaces

Available in a variety of display sizes, the QuickPanel View bundled visualization solution provides

the tools required for today’s application needs. By integrating the best-selling QuickPanel family
of touch screens with award-winning Proficy Machine Edition software, QuickPanel View delivers

flexible, scalable performance on a rugged hardware platform. The intuitive environment of Proficy

View - Machine Edition software helps reduce application development time, and connectivity is

made easy with a family of serial, Ethernet and Fieldbus interfaces. Full-featured QuickPanel View
modules take Operator Interface products to an entirely new level of openness. A built-in web
server provides access to data and graphics using any standard browser.

IC754VSL12CTD

IC754VSF15CTD

Product Name

QuickPanel View Display,
12" TFT-Color Loaded

QuickPanel View Display,
15" TFT-Color Loaded

Display Size 12.1" (Diagonal) 15.1" (Diagonal)
Display Type 12" Color-TFT 15" Color-TFT
Resolution 800 x 600 pixels 1024 % 768 pixels
Memory: DRAM 32 MB 64 MB
Memory: Expandable To 96 MB 128 MB
Serial: Com #1 RS232/RS485 RS232/RS485
Serial: Com #2 RS232 RS232

Ethernet: LAN #1

10/100 Mbps

10/100 Mbps

Ethernet: LAN #2

10 Mbps

10/100 Mbps

Communication Expansion

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

GE Genius,
Data Highway Plust,
DeviceNet Slave, &

PROFIBUS Slave

Compact Flash

One, Type 2

One, Type 2

Agency Approvals

UL - Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL - Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

Environmental Rating

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

Panel Cut-Out (W x H x D)

11.88"x 8.96" x 2.37"
(302mm x 228mm x 60mm)

14.93" x 12.03" x 2.78"
(379mm x 305mm x 71mm)

Front of Panel & Depth (W x H x D)

13.26" x 10.34" x 0.38"
(337mm x 263mm x 10mm)

15.70" x 12.73" x 0.40"
(399mm x 323mm x 10mm)

Input Voltage

12 VDC @ +20%
or 24 VDC @ +20%

12 VDC @ +20%
or 24 VDC @ +20%

Power Consumption

Less than 48W @ 24 VDC

Less than 60W @ 24 VDC

Operating Temperature

0t0 50°C (32 to 122°F)

0 to 50°C (32 to 122°F)

Storage Temperature

-20 to 70°C (-4 to 158°F)

-20 to 60°C (-4 to 140°F)

Operating Humidity

10% to 90%
non-condensing

10% to 90%
non-condensing

Indicators - LEDs

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

Consult factory for availability.
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QuickPanel View

Starter Kits

Available in a variety of display sizes, the QuickPanel View bundled visualization solution
provides the tools required for today’s application needs. By integrating the best-selling
QuickPanel family of touch screens with award-winning Proficy Machine Edition software,
QuickPanel View delivers flexible, scalable performance on a rugged hardware platform.
The intuitive environment of Proficy View - Machine Edition software helps reduce applica-
tion development time, and connectivity is made easy with a family of serial, Ethernet and

Fieldbus interfaces.

1C754VKBO6MTD

IC754VKIO6MTD

IC754VKI06STD

Product Name

QuickPanel View
Starter Kit, includes
6" Monochrome
Basic Display, Proficy ME
Development
Software, Ethernet
Cable and Power Supply

QuickPanel View
Starter Kit, includes
6" Monochrome
Intermediate
Display, Proficy ME
Development
Software, Ethernet
Cable and Power Supply

QuickPanel View
Starter Kit, includes
6" STN-Color
Intermediate
Display, Proficy ME
Development
Software, Ethernet
Cable and Power Supply

Display Size 5.7" (Diagonal) 5.7" (Diagonal) 5.7" (Diagonal)
Display Type 6" Mono 6" Mono 6" Color-STN
Resolution 320 x 240 pixels 320 x 240 pixels 320 x 240 pixels
Memory: DRAM 16 MB 32 MB 32 MB
Memory: Expandable No To 96 MB To 96 MB
Serial: Com #1 RS232/RS485 RS232/RS485 RS232/RS485
Serial: Com #2 None None None

Ethernet: LAN #1

Download Only

10/100 Mbps

10/100 Mbps

Ethernet: LAN #2 None None None
Communication Expansion None GE Genius, GE Genius,
Data Highway Plus', Data Highway Plus',
DeviceNet Slave, & DeviceNet Slave, &
PROFIBUS Slave PROFIBUS Slave
Compact Flash None One, Type 2 One, Type 2

Agency Approvals UL - Class 1 Div 2 (A, B, C, D) UL - Class 1 Div 2 (A, B, C, D) UL - Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2 ATEX - Class 1 Zone 2 ATEX - Class 1 Zone 2
CE Mark CE Mark CE Mark
Environmental Rating NEMA 4/12/4X, NEMA 4/12/4X, NEMA 4/12/4X,

IP65 when properly mounted
in an IP65 rated enclosure

IP65 when properly mounted
in an IP65 rated enclosure

IP65 when properly mounted
in an IP65 rated enclosure

Panel Cut-Out (W x H x D)

6.14" x 4.86" x 2.03"
(158mm x 126mm x 52mm)

6.14" x 4.86" x 2.76"
(158mm x 126mm x 70mm)

6.14" x 4.86" x 2.76"
(158mm x 126mm x 70mm)

Front of Panel & Depth (W x H x D)

8.00" x 6.17" x 0.85"
(203mm x 157mm x 22mm)

8.00" x 6.17" x 0.85"
(203mm x 157mm x 22mm)

8.00" x 6.17" x 0.85"
(203mm x 157mm x 22mm)

Input Voltage

10.8 to 30.0 VDC

10.8 to 30.0 VDC

10.8 to 30.0 VDC

Power Consumption

Less than 24W @ 24 VDC

Less than 24W @ 24 VDC

Less than 24W @ 24 VDC

Operating Temperature

-10 to 60°C (14 to 140°F)

-10 to 60°C (14 to 140°F)

0 to 60°C (32 to 140°F)

Storage Temperature

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

Operating Humidity

10% to 85%
non-condensing

10% to 85%
non-condensing

10% to 90%
non-condensing

Indicators - LEDs

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

Consult factory for availability.
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QuickPanel View

Starter Kits

Available in a variety of display sizes, the QuickPanel View bundled visualization solution
provides the tools required for today’s application needs. By integrating the best-selling
QuickPanel family of touch screens with award-winning Proficy Machine Edition software,
QuickPanel View delivers flexible, scalable performance on a rugged hardware platform.

The intuitive environment of Proficy View - Machine Edition software helps reduce applica-
tion development time, and connectivity is made easy with a family of serial, Ethernet and

Fieldbus interfaces.

1C754VKI06SKD

IC754VKI12MTD

1C754VKI12CTD

Product Name

QuickPanel View
Starter Kit, includes
6" STN-Color
Intermediate
Display with Keypad

QuickPanel View
Starter Kit, includes
12" Monochrome
Intermediate
Display, Proficy ME
Development
Software, Ethernet
Cable and Power Supply

QuickPanel View
Starter Kit, includes
12" TFT-Color
Intermediate
Display, Proficy ME
Development
Software, Ethernet
Cable and Power Supply

Display Size 5.7" (Diagonal) 12.1" (Diagonal) 12.1" (Diagonal)
Display Type 6" Color-STN 12" Mono 12" Color-TFT
Resolution 320 x 240 pixels 800 x 600 pixels 800 x 600 pixels
Memory: DRAM 32 MB 32 MB 32 MB
Memory: Expandable To 96 MB To 96 MB To 96 MB
Serial: Com #1 RS232/RS485 RS232/RS485 RS232/RS485
Serial: Com #2 None None None

Ethernet: LAN #1

10/100 Mbps

10/100 Mbps

10/100 Mbps

Ethernet: LAN #2

None

None

None

Communication Expansion

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

Compact Flash

One, Type 2

One, Type 2

One, Type 2

Agency Approvals

UL - Class 1 Div2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL -Class 1 Div2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL-Class 1 Div 2 (A, B, C, D),
ATEX - Class 1 Zone 2,
CE Mark

Environmental Rating

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

Panel Cut-Out (W x H x D)

11.88"x8.96" x 2.37"
(302mm x 228mm x 60mm)

11.88"x8.96" x 2.37"
(302mm x 228mm x 60mm)

11.88"x8.96" x 2.37"
(302mm x 228mm x 60mm)

Front of Panel & Depth (W x H x D)

13.26" x 10.34" % 0.38"
(337mm x 263mm x 10mm)

13.26" x 10.34" % 0.38"
(337mm x 263mm x 10mm)

13.26" x 10.34" % 0.38"
(337mm x 263mm x 10mm)

Input Voltage

12 VDC @ +20% or
24 VDC @ +20%

12 VDC @ +20% or
24 VDC @ +20%

12 VDC @ +20% or
24 VDC @ +20%

Power Consumption

Less than 24W @ 24 VDC

Less than 48W @ 24 VDC

Less than 48W @ 24 VDC

Operating Temperature

0to 60°C (32 to 140°F)

0to 50°C (32 to 122°F)

0to 50°C (32 to 122°F)

Storage Temperature

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

Operating Humidity

10% to 90%
non-condensing

10% to 90%
non-condensing

10% to 90%
non-condensing

Indicators - LEDs

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

Consult factory for availability.
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QuickPanel View

Starter Kits

Available in a variety of display sizes, the QuickPanel View bundled visualization solution provides
the tools required for today’s application needs. By integrating the best-selling QuickPanel family
of touch screens with award-winning Proficy Machine Edition software, QuickPanel View delivers
flexible, scalable performance on a rugged hardware platform. The intuitive environment of Proficy
View - Machine Edition software helps reduce application development time, and connectivity is
made easy with a family of serial, Ethernet and Fieldbus interfaces. Full-featured QuickPanel View
modules take Operator Interface products to an entirely new level of openness. A built-in web
server provides access to data and graphics using any standard browser.

1C754VKLO6MTD

IC754VKLO6CTD

1C754VKL12CTD

IC754VKF15CTD

Product Name

QuickPanel View
Starter Kit, includes
6" Mono Loaded
Display, Proficy ME

QuickPanel View
Starter Kit, includes
6" TFT-Color Loaded
Display, Proficy ME

QuickPanel View
Starter Kit, includes
12" TFT-Color Loaded
Display, Proficy ME

QuickPanel View
Starter Kit, includes
15" TFT-Color Loaded
Display, Proficy ME

Development Development Development Development
Software, Ethernet Software, Ethernet Software, Ethernet Software, Ethernet
Cable and Power Supply Cable and Power Supply Cable and Power Supply Cable and Power Supply

Display Size 5.7" (Diagonal) 5.7" (Diagonal) 12.1" (Diagonal) 15.1" (Diagonal)
Display Type 6" Mono 6" Color-TFT 12" Color-TFT 15" Color-TFT
Resolution 320 x 240 pixels 320 x 240 pixels 800 x 600 pixels 1024 x 768 pixels
Memory: DRAM 32 MB 32 MB 32 MB 64 MB
Memory: Expandable To 96 MB To 96 MB To 96 MB 128 MB
Serial: Com #1 RS232/RS485 RS232/RS485 RS232/RS485 RS232/RS485
Serial: Com #2 RS232 RS232 RS232 RS232
Ethernet: LAN #1 10/100 Mbps 10/100 Mbps 10/100 Mbps 10/100 Mbps
Ethernet: LAN #2 None None 10 Mbps 10/100 Mbps
Communication Expansion GE Genius, GE Genius, GE Genius, GE Genius,

Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

Compact Flash

One, Type 2

One, Type 2

One, Type 2

One, Type 2

Agency Approvals

UL-Class 1 Div 2 (A, B,C, D),
ATEX - Class 1 Zone 2,
CE Mark

UL-Class 1 Div 2 (A, B,C, D),
ATEX - Class 1 Zone 2,
CE Mark

UL-Class 1 Div 2 (A, B,C, D),
ATEX - Class 1 Zone 2,
CE Mark

UL-Class 1 Div 2 (A, B,C, D),
ATEX - Class 1 Zone 2,
CE Mark

Environmental Rating

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

Panel Cut-Out (W x H x D)

6.14" x 4.86" x 2.76"
(158mm x 126mm x 70mm)

6.14" x 4.86" x 2.76"
(158mm x 126mm x 70mm)

11.88"% 896" x 2.37"
(302mm x 228mm x 60mm)

1493" % 12.03"x 2.78"
(379mm x 305mm x 71mm)

Front of Panel & Depth (W x H x D)

8.00"x6.17"x 0.85"
(203mm x 157mm x 22mm)

8.00"x6.17"x 0.85"
(203mm x 157mm x 22mm)

13.26" % 10.34" x 0.38"
(337mm x 263mm x 10mm)

15.70" x 12.73" x 0.40"
(399mm x 323mm x 10mm)

Input Voltage 10.8 to 30.0 VDC 10.8 to 30.0 VDC 12 VDC @ +20% or 12 VDC @ +20% or
24 VDC @ +20% 24 VDC @ +20%
Power Consumption Less than 24W @ 24 VDC Less than 24W @ 24 VDC Less than 48W @ 24 VDC Less than 60W @ 24 VDC

Operating Temperature

-10 to 60°C (14 to 140°F)

0 to 60°C (32 to 140°F)

0to 50°C (32 to 122°F)

0to 50°C (32 to 122°F)

Storage Temperature

-20to 70°C (-4 to 158°F)

-20to 70°C (-4 to 158°F)

-20t0 70°C (-4 to 158°F)

-20 10 60°C (-4 to 140°F)

Operating Humidity

10% to 90%
non-condensing

10% to 90%
non-condensing

10% to 90%
non-condensing

10% to 90%
non-condensing

Indicators - LEDs

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

Consult factory for availability.
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QuickPanel View

QuickPanel View Communication Hardware

PLC Manufacturer PLC Type Part Number Description
Allen Bradley SLC500, 5/01, 5/02, 5/03 HMI-CAB-C83 DH-485 Program Port, 8-pin RJ-45Male, RS-422,
No simultaneous connection to program port
HMI-CAB-C84 DH-485 Program Port, 8-pin RJ-45 Male, RS-422,
with simultaneous connection to program port
SLC5/03, 5/04, ControlLogix HMI-CAB-C52 Channel 0, 9-pin Female, RS-232
PLC-5 HMI-CAB-C51 KF2 Module, 25-pin Female, RS-232
HMI-CAB-C53 Channel 0, 25-pin Male, RS-232
HMI-CAB-C55 KE Module, 15-pin Male, RS-232
HMI-CAB-C107 DF1, 25-pin Male, RS-422
MicrolLogix HMI-CAB-C106 DF1, 8-pin Circular DIN, RS-232
Data Highway Plus 1C754ABD001 Data Highway Plus communication card for QuickPanel View*
Automation Direct DL205 & DL305 HMI-CAB-C86 Programming Port, 6-pin Modular Male, RS-232
DL305 & DL405 HMI-CAB-C103 Programming Port, 4-pin Modular Male, RS-232
DL305 & DL405 w/ 25-pin comm. port  HMI-CAB-C53 Programming Port, 25-pin Male, RS-232
Fieldbus DeviceNet IC754DVNSO1 DeviceNet Slave Communication Card for QuickPanel View
PROFIBUS IC754PBSS01 PROFIBUS Slave Communication Card for QuickPanel View
GE Series 90 CMM Module HMI-CAB-C53 25-pin Male, RS-232
HMI-CAB-C93 25-pin Male, RS-422
Series 90-30 & 90-70 HMI-CAB-C82 Programming Port, 15-pin Male, RS-422
Series 90-30 CPU351, 352, 363 HMI-CAB-C120 Program Port, 6-pin Male RJ-11, RS-232
VersaMax CPU001, 002, 005 HMI-CAB-C111 Program Port, 9-pin Male, RS-232
VersaMax Nano/Micro HMI-CAB-C119 Program Port, 8-pin Male RJ-45, RS-232
Genius IC754GEN001 Genius Communication Card for QuickPanel View & Control
Mitsubishi Series A HMI-CAB-C53 25-pin Male, RS-232
HMI-CAB-C88 9-pin Male, RS-232
Series FX HMI-CAB-C91 25-pin Male, RS-422
Modicon 984 A, B, X HMI-CAB-C53 25-pin Male, RS-232
984 Slot and Compact HMI-CAB-C58 9-pin Male, RS-232
984 Micro HMI-CAB-C102 Program Port, 8-pin Male RJ-45, RS-232
Omron C200H HMI-CAB-C53 25-pin Male, RS-232
HMI-CAB-C108 9-pin Male, RS-422
C20H, CQM1 HMI-CAB-C67 9-pin Male, RS-232
Siemens 500 Series HMI-CAB-C53 Programming Port, 25-pin Male, RS-232
HMI-CAB-C101 Programming Port, 9-pin Female, RS-232
HMI-CAB-C92 9-pin Male, RS-422
TI545-1102 HMI-CAB-C100 Programming Port, 9-pin Female, RS-422
305 & 405 HMI-CAB-C53 Programming Port, 25-pin Male, RS-232
S7-200 PPI HMI-CAB-C110 9-pin Male, RS-422
Square D SY/MAX SY/MAX Model 100 & greater HMI-CAB-C9%4 9-pin Male, RS-422
SY/MAX Model 50 via link adaptor HMI-CAB-C53 25-pin Male, RS-232

Accessories

Part Number Description

IC754PCMCIA001 PCMCIA Adaptor for QuickPanel View

IC754ACC32MEM Expansion Memory 32 Mbytes

IC754ACC64MEM Expansion Memory 64 Mbytes

IC754ACCO06GAS Gasket for 6 Inch QuickPanel View

IC754ACC12GAS Gasket for 12 Inch QuickPanel View

IC754ACC15GAS Gasket for 15 Inch QuickPanel View

IC754ACCO6MNT Mounting Clips & Power Connector for 6 Inch QuickPanel View
IC754ACC12MNT Mounting Clips & Power Connector for 12 Inch QuickPanel View
IC754ACC15MNT Mounting Clips & Power Connector for 15 Inch QuickPanel View
IC754ACC06BEZ01 Stainless Steel Bezel for 6 Inch Mono & TFT-Color QuickPanel View
IC754ACCO6BEZ02 Stainless Steel Bezel for 6 Inch STN-Color QuickPanel View
IC754ACC12BEZ01 Stainless Steel Bezel for 12 Inch TFT-Color QuickPanel View
IC754BEZ06GAS Replacement Gasket for 6 Inch Stainless Steel Bezel
IC754BEZ12GAS Replacement Gasket for 12 Inch Stainless Steel Bezel
IC754ACC12ADP Adaptor Kit for 12 Inch QuickPanel View into CEllx Cut-out
IC754ACCO8ADP Adaptor Kit for 8 Inch QuickPanel View into 9" panel

Consult factory for availability.
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QuickPanel View Introduction-Europe, Middle East and Africa

QuickPanel View-Europe, Middle East and Africa

GE Intelligent Platforms markets and » Expandable memory and Fieldbus e UL Class 1 Div 2 (A, B, C, D), ATEX
sells QuickPanel View products that cardst Class 1, Zone 2, CE Mark, DNV!
are designed to meet the market . CompoctFlosh* ‘Avoilable on select models. See following pages
needs of companies in Europe, the * Functions from data collection foravalebily

Middle East and Africa. and trending to system security

Proficy Machine Edition

QuickPanel View bundled visualization and alarming _ . L
solution provides the tools required for ~ * Built-in web server for access Proficy Machine Edition is an
today’s application needs. By integrat- to data, and panels using any advanced software environment for

standard browsert the development and maintenance
of machine level automation.
Visualization, motion control and

ing the QuickPanel family of touch
screens with Proficy Machine Edition

Communication over serial,

software, QuickPanel View delivers Ethernet, and communication tion lodi develoned with
flexible, scalable performance on a expansion cards' exgcu||on 0gIc are aeveloped wi
rugged hardware platform. The intui- « Multi-language support selectable a singie programmer.

tive environment of Proficy View - by the operator when the system

Machine Edition software helps reduce is online

application development time, and
connectivity is made easy with a
family of serial, Ethernet and
Fieldbus interfaces.

Shared tags for increased
productivity - applications developed
for QuickPanel View can share tags
with other Proficy Machine Edition
applications, eliminating the need to
Features include: enter the data more than once

« Display sizes from 6" to 15" Migration of applications developed

* Choice of Monochrome, Color-STN, with QuickDesigner

or Color-TFT display * Extensive library of pre-configured
* Microsoft Windows® CE operating animation objects

system

Operator Interfaces pages 320-323

Communication Hardware
and Accessories page 324

Publication Reference Chart

GFK-2328 6 Inch QuickPanel View (Euro-Basic) Hardware Reference Guide

GFK-2326 6 Inch QuickPanel View (Euro-Intermediate) Hardware Reference Guide
GFK-2305 6 Inch QuickPanel View (Euro-Loaded) Hardware Reference Guide

GFK-2306 12 Inch QuickPanel View (Intermediate) Hardware Reference Guide
GFK-2284 12 Inch QuickPanel View (Loaded) Hardware Reference Guide
GFK-2402 15 Inch QuickPanel View (Loaded) Hardware Reference Guide

GFK-2297 Genius 1/0 Communication Card Hardware Reference Guide

GFK-2270 DeviceNet Master & Slave Communication Card Hardware Reference Guide
GFK-2291 PROFIBUS Slave Communication Card Hardware Reference Guide

GFK-2276 Expanded User Memory Installation Guide
GFK-2368 PCMCIA Adaptor Hardware Reference Guide
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QuickPanel View-Europe, Middle East and Africa

Operator Interfaces

Available in a variety of display sizes, the QuickPanel View bundled visualization solution
provides the tools required for today’s application needs. By integrating the best-selling

QuickPanel family of touch screens with award-winning Proficy Machine Edition soft-
ware, QuickPanel View delivers flexible, scalable performance on a rugged hardware
platform. The intuitive environment of Proficy View - Machine Edition software helps

reduce application development time, and connectivity is made easy with a family of
serial, Ethernet and Fieldbus interfaces.

1C754VGBO6MTD

1C754VGB06CTD

1C754VGI06MTD

1C754VGI06STD

Product Name

QuickPanel View Display,

QuickPanel View Display,

QuickPanel View Display,

QuickPanel View Display,

6" Monochrome 6" TFT 6" Monochrome 6" STN-Color
Basic Basic Intermediate Intermediate

Display Size 5.7 Inch (Diagonal) 5.7 Inch (Diagonal) 5.7 Inch (Diagonal) 5.7 Inch (Diagonal)
Display Type Monochrome 6" TFT Monochrome STN
Resolution 320 x 240 pixels 320 x 240 pixels 320 x 240 pixels 320 X 240 pixels
Memory: DRAM 16 MB 16 MB 32 MB 32 MB
Memory: Expandable N/A N/A To 96 MB To 96 MB
Serial: Com #1 RS232/RS485 RS232/RS485 RS232/RS485 RS232/RS485
Serial: Com # 2 N/A N/A N/A N/A

Ethernet: LAN #1

Download only

Download only

10/100 Mbps

10/100 Mbps

Ethernet: LAN #2 N/A N/A N/A N/A
Communication Expansion N/A N/A GE Genius, GE Genius,
Data Highway Plus', Data Highway Plus',
DeviceNet Slave, & DeviceNet Slave, &
PROFIBUS Slave PROFIBUS Slave
Compact Flash N/A N/A One, Type 2 One, Type 2

Agency Approval ULl/cUL-Class 1 Div 2 (A, B, C, D) UL/cUL-Class 1 Div 2 (A, B, C, D) UL/cUL-Class 1 Div 2 (A, B, C, D) UL/cUL-Class 1 Div 2 (A, B, C, D)
ATEX-Class 1 Zone 2 ATEX-Class 1 Zone 2 ATEX-Class 1 Zone 2 ATEX-Class 1 Zone 2
CE Mark CE Mark CE Mark CE Mark
Environmental Rating NEMA 4/12/4X, NEMA 4/12/4X, NEMA 4/12/4X, NEMA 4/12/4X,

IP65 when properly mounted
in an IP65 rated enclosure

IP65 when properly mounted
in an IP65 rated enclosure

IP65 when properly mounted
in an IP65 rated enclosure

IP65 when properly mounted
in an IP65 rated enclosure

Panel Cut Out (WxHxD)

158mm x 126mm x 52mm
(6.14" x 4.86" x 2.03") or
200mm x 155mm x 66mm
(7.95" x 6.12" x 2.60")

158mm x 126mm x 52mm
(6.14" x 4.86" x 2.03") or
200mm x 155mm x 66mm
(7.95" x 6.12" x 2.60")

158mm x 126mm x 70mm
(6.14" x 4.86" x 2.76") or
200mm x 155mm x 85mm
(7.95" x 6.12" x 3.33")

158mm x 126mm x 70mm
(6.14" x 4.86" x 2.76") or
200mm x 155mm x 85mm
(7.95" x 6.12" x 3.33")

Bezel Dimensions and Depth (WxHxD)

216mm x 170mm x 22mm
(8.50" x 6.68" x 0.85") or
216mm x 170mm x 7mm
(8.50" x 6.68”" x 0.28")

216mm x 170mm x 22mm
(8.50" x 6.68" x 0.85") or
216mm x 170mm x 7mm
(8.50" x 6.68”" x 0.28")

216mm x 170mm x 22mm
(8.50" x 6.68" x 0.85") or
216mm x 170mm x 7mm
(8.50" x 6.68" x 0.28")

216mm x 170mm x 22mm
(8.50" x 6.68" x 0.85”) or
216mm x 170mm x 7mm
(8.50" x 6.68”" x 0.28")

Input Voltage

10.8 to 30.0 VDC

10.8 to 30.0 VDC

10.8 to 30.0 VDC

10.8 to 30.0 VDC

Power Consumption

Less than 24W @ 24 VDC

Less than 24W @ 24 VDC

Less than 24W @ 24 VDC

Less than 24W @ 24 VDC

Operating Temperature

-10 to 60°C (14 to 140°F)

-10 to 60°C (14 to 140°F)

-10 to 60°C (14 to 140°F)

0 to 60°C (32 to 140°F)

Storage Temperature

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

Operating Humidity

10% to 85% non-condensing

10% to 85% non-condensing

10% to 85% non-condensing

10% to 90% non-condensing

Indicators - LEDs

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

*Consult factory for availability.
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QuickPanel View-Europe, Middle East and Africa

Operator Interfaces

Available in a variety of display sizes, the QuickPanel View bundled visualization solution
provides the tools required for today’s application needs. By integrating the best-selling
QuickPanel family of touch screens with award-winning Proficy Machine Edition soft-
ware, QuickPanel View delivers flexible, scalable performance on a rugged hardware
platform. The intuitive environment of Proficy View - Machine Edition software helps
reduce application development time, and connectivity is made easy with a family of
serial, Ethernet and Fieldbus interfaces.

IC754VGI06SKTD

1C754VGI08CTD

IC754VGI12MTD

1C754VGI12CTD

Product Name

QuickPanel View Display,
6" STN-Color
Intermediate with Keypad

QuickPanel View Display,
8" TFT-Color
Intermediate

QuickPanel View Display,
12" Monochrome
Intermediate

QuickPanel View Display,
12" TFT-Color
Intermediate

Display Size 5.7 Inch (Diagonal) 8.5” (Diagonal) 12.1 Inch (Diagonal) 12.1 Inch (Diagonal)
Display Type STN TFT Monochrome TFT
Resolution 320 x 240 pixels 800 x 600 pixels 800 x 600 pixels 800 x 600 pixels
Memory: DRAM 32 MB 32 MB 32 MB 32 MB
Memory: Expandable To 96 MB To 64 MB or 96 MB To 96 MB To 96 MB
Serial: Com #1 RS232/RS485 RS232/RS485 RS232/RS485 RS232/RS485
Serial: Com # 2 N/A N/A N/A N/A

Ethernet: LAN #1

10/100 Mbps

10/100 Mbps

10/100 Mbps

10/100 Mbps

Ethernet: LAN #2

N/A

N/A

N/A

N/A

Communication Expansion

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

GE Genius,
Data Highway Plust,
DeviceNet Slave, &

PROFIBUS Slave

GE Genius,
Data Highway Plust,
DeviceNet Slave, &

PROFIBUS Slave

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

Compact Flash

One, Type 2

One, Type 2

One, Type 2

One, Type 2

Agency Approval UL/cUL-Class 1 Div 2 (A,B,C, D) UL-Class 1 Div 2 (A, B,C,D)  UL/cUL-Class 1 Div 2 (A, B, C, D) UL/cUL-Class 1 Div 2 (A, B, C, D)
ATEX-Class 1 Zone 2 ATEX - Class 1 Zone 2 ATEX-Class 1 Zone 2 ATEX-Class 1 Zone 2
CE Mark CE Mark CE Mark CE Mark
Environmental Rating NEMA 4/12/4X, NEMA 4/12/4X, NEMA 4/12/4X, NEMA 4/12/4X,

IP65 when properly mounted
in an IP65 rated enclosure

IP65 when properly mounted
in an IP65 rated enclosure

IP65 when properly mounted
in an IP65 rated enclosure

IP65 when properly mounted

in an IP65 rated enclosure

Panel Cut Out (WxHxD)

302mm x 228mm x 60mm
(11.88" % 8.96" % 2.37")

228mm x 186mm X 77mm
(897" x 7.34" x 3.03")

302mm x 228mm x 60mm
(11.88" x 8.96" x 2.37")

302mm x 228mm x 60mm
(11.88" x 8.96" x 2.37")

Bezel Dimensions and Depth (WxHxD)

337mm x 263mm x 10mm
(13.26" x 10.34" x 0.38")

249mm x 208mm x 5mm
(9.8" x 8.18" x 0.196")

337mm x 263mm x 10mm
(13.26" x 10.34" % 0.38")

337mm x 263mm x 10mm
(13.26" x 10.34" % 0.38")

Input Voltage

12 VDC @ +20% or
24 VDC @ +20%

10.8 to 30.0 VDC

12 VDC @ +20% or
24 VDC @ +20%

12 VDC @ +20% or
24 VDC @ +20%

Power Consumption

Less than 24W @ 24 VDC

24W

Less than 48W @ 24 VDC

Less than 48W @ 24 VDC

Operating Temperature

0 to 60°C (32 to 140°F)

0 to 60°C (32 to 140°F)

0to 50°C (32 to 122°F)

0to 50°C (32 to 122°F)

Storage Temperature

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

Operating Humidity

10% to 90% non-condensing

10% to 90% non-condensing

10% to 90% non-condensing

10% to 90% non-condensing

Indicators - LEDs

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

*Consult factory for availability.
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QuickPanel View-Europe, Middle East and Africa

Operator Interfaces

Available in a variety of display sizes, the QuickPanel View bundled visualization solution provides
the tools required for today’s application needs. By integrating the best-selling QuickPanel family
of touch screens with award-winning Proficy Machine Edition software, QuickPanel View delivers
flexible, scalable performance on a rugged hardware platform. The intuitive environment of Proficy
View - Machine Edition software helps reduce application development time, and connectivity is
made easy with a family of serial, Ethernet and Fieldbus interfaces. Full-featured QuickPanel View
modules take Operator Interface products to an entirely new level of openness. A built-in web
server provides access to data and graphics using any standard browser.

IC754VGLO6MTD

IC754VGLO6CTD

IC754VGFO8CTD

Product Name

QuickPanel View Display,
6" Mono Loaded

QuickPanel View Display,
6" TFT-Color Loaded

QuickPanel View Display,
8" TFT-Color Loaded

Display Size 5.7 Inch (Diagonal) 5.7 Inch (Diagonal) 8.5” (Diagonal)
Display Type Monochrome TFT TFT
Resolution 320%240 320 x 240 pixels 800 x 600 pixels
Memory: DRAM 32 MB 32 MB 64 MB
Memory: Expandable N/A To 96 MB To 96 MB or 128 MB
Serial: Com #1 RS232/RS485 RS232/RS485 RS232/RS485
Serial: Com # 2 RS232 RS232 RS232

Ethernet: LAN #1

10/100 Mbps

10/100 Mbps

10/100 Mbps

Ethernet: LAN #2

N/A

N/A

N/A

Communication Expansion

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

GE Genius,
Data Highway Plust,
DeviceNet Slave, &

PROFIBUS Slave

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

Compact Flash

One, Type 2

One, Type 2

One, Type 2

Agency Approvals

UL - Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL - Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL - Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

Environmental Rating

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

Panel Cut Out (WxHxD)

158mm x 126mm x 70mm
(6.14" x 4.86" x 2.76") or
200mm x 155mm x 85mm
(7.95" x 6.12" x 3.33")

158mm x 126mm x 70mm
(6.14" x 4.86" x 2.76") or
200mm x 155mm x 85mm
(7.95" x 6.12" x 3.33")

228mm x 186mm x 77mm
(897" x 7.34" x 3.03")

Bezel Dimensions and Depth (WxHxD)

216mm x 170mm x 22mm
(8.50" x 6.68" x 0.85") or
216mm x 170mm x 7mm
(8.50" x 6.68" x 0.28")

216mm x 170mm x 22mm
(8.50" x 6.68" x 0.85") or
216mm x 170mm x 7mm
(8.50" x 6.68" x 0.28")

249mm x 208mm x 5mm
(9.8" % 8.18" x 0.196")

Input Voltage

10.8 to 30.0 VDC

10.8 to 30.0 VDC

10.8 to 30.0 VDC

Power Consumption

Less than 24W @ 24 VDC

Less than 24W @ 24 VDC

24W

Operating Temperature

-10 to 60°C (14 to 140°F)

0 to 60°C (32 to 140°F)

0to 60°C (32 to 140°F)

Storage Temperature

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

-20 to 70°C (-4 to 158°F)

Operating Humidity

10% to 85% non-condensing

5% - 95% non-condensing

10% to 90% non-condensing

Indicators - LEDs

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

Consult factory for availability.
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QuickPanel View-Europe, Middle East and Africa

Operator Interfaces

Available in a variety of display sizes, the QuickPanel View bundled visualization solution provides

the tools required for today’s application needs. By integrating the best-selling QuickPanel family
of touch screens with award-winning Proficy Machine Edition software, QuickPanel View delivers

flexible, scalable performance on a rugged hardware platform. The intuitive environment of Proficy

View - Machine Edition software helps reduce application development time, and connectivity is

made easy with a family of serial, Ethernet and Fieldbus interfaces. Full-featured QuickPanel View

modules take Operator Interface products to an entirely new level of openness. A built-in web
server provides access to data and graphics using any standard browser.

IC754VGL12CTD

IC754VGF15CTD

Product Name

QuickPanel View Display,
12" TFT-Color Loaded

QuickPanel View Display,
15" TFT-Color Loaded

Display Size 12.1 Inch (Diagonal) 15.1 Inch (Diagonal)
Display Type TFT TFT
Resolution 800 x 600 pixels 1024 x 768 pixels
Memory: DRAM 32 MB 64 MB
Memory: Expandable To 96 MB 128 MB
Serial: Com #1 RS232/RS485 RS232/RS485
Serial: Com # 2 RS232 RS232

Ethernet: LAN #1

10/100 Mbps

10/100 Mbps

Ethernet: LAN #2

10 Mbps

10/100 Mbps

Communication Expansion

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

GE Genius,
Data Highway Plus',
DeviceNet Slave, &
PROFIBUS Slave

Compact Flash

One, Type 2

One, Type 2

Agency Approvals

UL - Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

UL - Class 1 Div 2 (A, B, C, D)
ATEX - Class 1 Zone 2
CE Mark

Environmental Rating

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

NEMA 4/12/4X,
IP65 when properly mounted
in an IP65 rated enclosure

Panel Cut Out (WxHxD)

302mm x 228mm x 60mm
(11.88" x 8.96" x 2.37")

379mm x 305mm x 71mm
(14.93" x 12.03" x 2.78")

Bezel Dimensions and Depth (WxHxD)

337mm x 263mm x 10mm
(13.26" x 10.34" % 0.38")

399mm x 323mm x 10mm
(15.70" x 12.73" x 0.40")

Input Voltage

12 VDC @ +20% or
24 VDC @ +20%

12 VDC @ +20% or
24 VDC @ +20%

Power Consumption

Less than 48W @ 24 VDC

Less than 60W @ 24 VDC

Operating Temperature

0 to 50°C (32 to 122°F)

0to 50°C (32 to 122°F)

Storage Temperature

-20 to 70°C (-4 to 158°F)

-20 to 60°C (-4 to 140°F)

Operating Humidity

10% to 90% non-condensing

10% to 90% non-condensing

Indicators - LEDs

bi-color (pwr), tri-color (user)

bi-color (pwr), tri-color (user)

Consult factory for availability.
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QuickPanel View-Europe, Middle East and Africa

QuickPanel View Communication Hardware

PLC Manufacturer PLC Type Part Number Description
Allen Bradley SLC500, 5/01, 5/02, 5/03 HMI-CAB-C83 DH-485 Program Port, 8-pin RJ-45Male, RS-422,
No simultaneous connection to program port
HMI-CAB-C84 DH-485 Program Port, 8-pin RJ-45 Male, RS-422,
with simultaneous connection to program port
SLC5/03, 5/04, ControlLogix HMI-CAB-C52 Channel 0, 9-pin Female, RS-232
PLC-5 HMI-CAB-C51 KF2 Module, 25-pin Female, RS-232
HMI-CAB-C53 Channel 0, 25-pin Male, RS-232
HMI-CAB-C55 KE Module, 15-pin Male, RS-232
HMI-CAB-C107 DF1, 25-pin Male, RS-422
MicrolLogix HMI-CAB-C106 DF1, 8-pin Circular DIN, RS-232
Data Highway Plus 1C754ABD001 Data Highway Plus communication card for QuickPanel View*
Automation Direct DL205 & DL305 HMI-CAB-C86 Programming Port, 6-pin Modular Male, RS-232
DL305 & DL405 HMI-CAB-C103 Programming Port, 4-pin Modular Male, RS-232
DL305 & DL405 w/ 25-pin comm. port  HMI-CAB-C53 Programming Port, 25-pin Male, RS-232
Fieldbus DeviceNet IC754DVNSO1 DeviceNet Slave Communication Card for QuickPanel View
PROFIBUS IC754PBSS01 PROFIBUS Slave Communication Card for QuickPanel View
GE Series 90 CMM Module HMI-CAB-C53 25-pin Male, RS-232
HMI-CAB-C93 25-pin Male, RS-422
Series 90-30 & 90-70 HMI-CAB-C82 Programming Port, 15-pin Male, RS-422
Series 90-30 CPU351, 352, 363 HMI-CAB-C120 Program Port, 6-pin Male RJ-11, RS-232
VersaMax CPU001, 002, 005 HMI-CAB-C111 Program Port, 9-pin Male, RS-232
VersaMax Nano/Micro HMI-CAB-C119 Program Port, 8-pin Male RJ-45, RS-232
Genius IC754GEN001 Genius Communication Card for QuickPanel View & Control
Mitsubishi Series A HMI-CAB-C53 25-pin Male, RS-232
HMI-CAB-C88 9-pin Male, RS-232
Series FX HMI-CAB-C91 25-pin Male, RS-422
Modicon 984 A, B, X HMI-CAB-C53 25-pin Male, RS-232
984 Slot and Compact HMI-CAB-C58 9-pin Male, RS-232
984 Micro HMI-CAB-C102 Program Port, 8-pin Male RJ-45, RS-232
Omron C200H HMI-CAB-C53 25-pin Male, RS-232
HMI-CAB-C108 9-pin Male, RS-422
C20H, CQM1 HMI-CAB-C67 9-pin Male, RS-232
Siemens 500 Series HMI-CAB-C53 Programming Port, 25-pin Male, RS-232
HMI-CAB-C101 Programming Port, 9-pin Female, RS-232
HMI-CAB-C92 9-pin Male, RS-422
TI545-1102 HMI-CAB-C100 Programming Port, 9-pin Female, RS-422
305 & 405 HMI-CAB-C53 Programming Port, 25-pin Male, RS-232
§7-200 PPI HMI-CAB-C110 9-pin Male, RS-422
Square D SY/MAX SY/MAX Model 100 & greater HMI-CAB-C9%4 9-pin Male, RS-422
SY/MAX Model 50 via link adaptor HMI-CAB-C53 25-pin Male, RS-232

Accessories

Part Number Description

IC754PCMCIA001 PCMCIA Adaptor for QuickPanel View

IC754ACC32MEM Expansion Memory 32 Mbytes

IC754ACC64MEM Expansion Memory 64 Mbytes

IC754ACCO6GASE Gasket for 6 Inch QuickPanel View

IC754ACC12GAS Gasket for 12 Inch QuickPanel View

IC754ACC15GAS Gasket for 15 Inch QuickPanel View

IC754ACCO6MNTE Mounting Clips & Power Connector for 6 Inch QuickPanel View
IC754ACC12MNT Mounting Clips & Power Connector for 12 Inch QuickPanel View
IC754ACC15MNT Mounting Clips & Power Connector for 15 Inch QuickPanel View
IC754ACC06BEZ01 Stainless Steel Bezel for 6 Inch Mono & TFT-Color QuickPanel View
IC754ACCO6BEZ02 Stainless Steel Bezel for 6 Inch STN-Color QuickPanel View
IC754ACC12BEZ01 Stainless Steel Bezel for 12 Inch TFT-Color QuickPanel View
IC754BEZ06GAS Replacement Gasket for 6 Inch Stainless Steel Bezel
IC754BEZ12GAS Replacement Gasket for 12 Inch Stainless Steel Bezel
IC754ACC12ADP Adaptor Kit for 12 Inch QuickPanel View into CEllx Cutout
IC754ACCO8ADP Adaptor Kit for 8 Inch QuickPanel View into 9" panel

Consult factory for availability.
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GE Intelligent Platforms Services Overview

To succeed, businesses today must be able to rely on more
than just a product solution. From superior technical support,
to proper implementation of your technology and training
where and when you need it most, the services you receive
are every bit as important as the products you put into your
facility. GE Intelligent Platforms offer a complete array of
support services to help you attain the highest value possible
from your technology investments.

Technical Support and Maintenance

Comprehensive offerings to support the full range of your
hardware and software. Our unique support solutions provide
the tools, resources and experience you need to be successful.

Project and Engineering Services

Advanced engineering solutions that combine proven project
application skills, industry expertise and extensive product
knowledge with best-in-class partner resources.

Training Services

A flexible family of services that provides hands-on training
in the location, format and style that suits you best.

Field Services

A fast, reliable on-site engineering support system designed
to get your business up and running as quickly and efficiently
as possible.

Spare Parts / Warranty / Factory Repair

Repair and replacement part offerings designed to protect
your hardware investment.

Basic Support

In order to ensure your hardware investment is fully
protected, GE provides you with basic support for your
PLC, I/0 and Motion products, as well as the programming
software sold with these products. Basic support includes
callback telephone support consultation, online case man-
agement and access to the GlobalCare” support site.
Customers can search and download hardware product
manuals, articles, Frequently Asked Questions (FAQs), data
sheets (functional specs), CAD drawings, service packs,
firmware and IPIs from the support site, and can participate
in an active online forum. Additional services in support of
your complete product hardware and software investment
are available by enrolling in the GlobalCare Complete
Support program.

Optimizing Your Investment

Through GlobalCare Support Services, we continue to provide
our customers with a comprehensive support offering that
helps you realize the highest possible value from our prod-
ucts. And we stand behind our commitment 24 hours a day
to support your enterprise.

Just as a GE solution can optimize your business, a
GlobalCare Support contract can optimize your investment
in our software. Contact us today to learn what we can do
for you.

Note: An Extended Hardware Warranty is available upon
request. Contact your GE Sales Representative for more
information.

*Trademark of GE Intelligent Platforms. All other brands or names are property of their respective holders.

www.ge-ip.com
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GlobalCare Complete Support

Optimizing Your Investment

GlobalCare Complete Support is the best and most compre-
hensive way to optimize your investment in a GE software
solution. With GlobalCare Complete, you can be sure that
your software is always up to date, and that you have

access to the tools, applications and support to be successful.

A Network of Support Professionals

Whether it comes directly from GE or from our global net-
work of Certified Support Professionals around the world,
you'll receive the same high levels of service throughout a
support scenario from first-level response to advanced
troubleshooting. Our support team meets our strict criteria
for product knowledge and experience. And all of our sup-
port features are focused on providing you with the tools,
resources and assistance to be successful.

24 x 7 Emergency Support

Around the clock emergency support is available for critical
cases, through a comprehensive infrastructure of phone
and web-based support. To maximize effectiveness, our
support professionals are organized into specialized product
teams to ensure a high level of expertise in your particular
case area.

Product Maintenance

GlobalCare Complete Product Maintenance ensures that
you continue to have access to the latest product improve-
ments, enhancements, tools and features that can optimize
your investment in our software. In addition, you can go to
globalcare.ge-ip.com to download the latest Hot Fixes and
Service Packs for products and drivers.

Online Knowledge Center

Our Online Knowledge Center is accessible world-wide, with
24-hour access to a broad range of information and data
sources - including top support links, articles and white
papers, sample codes, user forums, developer downloads,
driver fact sheets and more. The Downloads section of the
Support Site provides a comprehensive storage facility for
proven tools and resources that can cut development time.
And a secure online forum allows you to see and benefit
from how customers around the globe are using our prod-
ucts in real-world environments.
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Online Case Management

We offer a sophisticated online case management system
that allows you to monitor, update and even escalate your
case 24 hours a day. When you log a case online, our inter-
face guides you through the process and prompts you to
provide our support professionals with relevant information
about your case and system. From there, the most qualified
professional is automatically assigned to your case and
has a working knowledge of your situation. Cases logged
outside of North America are delivered directly to local
representatives for immediate support.

Knowledge Base CD

We publish the Knowledge Base CD three times a year as
an additional resource for GlobalCare customers. It contains
an entire library of valuable articles, white papers, remote
diagnostic tools and other global and regional materials to
help solve your issue when you are not connected to the
Internet.

Electronic Newsletter - At Your Service

GlobalCare Complete customers receive our electronic
newsletter, which is filled with important updates and
helpful tips about using our products and services to
your greatest advantage.

For all your support needs contact:

Americas: 1800 433 2682 or 434978 5100
Asia Pacific: 86 21 3222 4555

Europe, Middle East and Africa:
8001433 26820r17804017717

Europe, Middle East and Africa (CNC): 352 727979 1
www.ge-ip.com/support

www.ge-ip.com
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Training Services

GE performance-based training combines practical lectures
with hands-on lab exercises to ensure that you get the value-
added skills you need. From product courses to custom classes
to application specific training, we can help you get the most
from your automation products by providing expert training
for your work force. Courses range from comprehensive
introductory level offerings to in-depth advanced level
offerings. Let GE Training Services be your one-stop shop for
technical training!

Technical training helps your employees set up, configure
and troubleshoot more efficiently, decreasing downtime and
increasing throughput. It also helps your employees stay cur-
rent with new technology as well as find new ways to apply
your technology, helping make your organization more pro-
ductive. Industry studies have shown that technical training
can lower production costs because of the subsequent
increases in employee efficiency and reductions in downtime.
Employee skill development and enhancement are invaluable
company assets, the benefits of which can be realized in a
very short time.

Open Enroliment Training

GE has an international network of regional training centers
offering world-class technical training for maintenance,
operations, and engineering personnel. Open Enroliment
Training allows students to interact and network with fellow
product users. GE ensures that class sizes enhance
student/instructor ratios. All classes are taught by GE factory-
certified instructors using GE authorized training materials.

GE continually exceeds customer satisfaction ratings in both
course content and in instructor experience, professionalism
and knowledge.

Course descriptions and schedule information are available at
www.ge-ip.com/ttc.

On-Site Training

In today’s fast moving, cost conscious world, on-site training
is an extremely effective tool to reduce your travel expenses
and ensure your key personnel remain accessible in the event
of a plant emergency. Depending on the class and your loca-
tion, on-site training can be quite cost effective when you take
into consideration how much you'll save on T&L expenses—
even for as few as four students. Add to this the benefits of
maintaining rapid access to your key teams (not to mention
the ability to customize and focus the training in order to
shorten the learning experience) and it's easy to see how
on-site training can be a powerful option.

www.ge-ip.com
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Online Training

The GE Online Institute offers visually engaging, interactive
courses to meet customer-training needs in today's
challenging business climate. With the same content as
instructor-led courses and available online with 24 x 7 access,
the Online Institute has all the training with none of the travel
expense. Each course is geared toward performance objec-
tives and provides users with both guided and independent
practice of concepts as well as interactive assessments with
immediate feedback. You can now meet your time and cost
budgets as well as your technical training requirements. Visit
the Online Institute today at http://onlineinstitute.ge-ip.com.

Needs Assessment

We will perform a training needs assessment for your organi-
zation to help us design customized courses and curriculums
to support the specific skill requirements of your operation.

Simulators

Train your personnel, test components and debug programs
without taking systems out of production. Our classroom
simulators are available to meet your training, development
and maintenance requirements. We also develop custom
simulators that match the equipment configuration in

your operation to maximize your benefits.

For all your technical training needs contact:

Americas: 1800 433 2682 or 434978 5100
Asia Pacific: 86 21 3222 4555

Europe, Middle East and Africa:
8001433 26820r17804017717

Europe, Middle East and Africa (CNC): 352 727979 1
Email: training@ge-ip.com
www.ge-ip.com/ttc
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GE Service on Demand

Hardware/Software Services When and Where
You Need Them

When your equipment is down, so is your business. And
whether your facility is impacted for a few hours or a few
weeks is largely dependent upon the quality and respon-
siveness of your support provider. At GE, we understand
your need for fast, reliable service for your hardware and
software investments. And we've responded to that need
with GE Service on Demand - a service offering designed
to get you back up and running as quickly and efficiently
as possible.

Superior Responsiveness

When your plant is down, time is money - literally. With
over 50 support locations spread throughout the world,
our expert engineers can typically be at your facility within
12 hours to begin handling your case. And whether we are
working independently or in tandem with your in-house
maintenance staff, one call to GE puts you on the short road
to being back online.

Have access to:

 Our extensive base of GE field engineers

 Primary and backup personnel

* Factory Authorized Service Providers

e 24 x 7 On-Site Emergency Support

Hardware and Software Expertise

Our engineers are experts in the design, specification and
implementation of your GE machines, software and

control products. That specialized expertise enables us to
troubleshoot your situation quickly, dependably, and accurately.

In addition to our expertise in GE's products and protocols, our
worldwide network offers a range of pre and post deployment
engineering services to provide the right solution to your busi-
ness, regardless of what products you decide to implement.

GE Service on Demand is available for a wide range
of products, including:

¢ Automation & Production Software

« Controllers & 1/0

e Servo Drives & Motors

¢ Motion Control

« Visualization (Ol) & PC Solutions
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Additional Services

Whether you require 24 x 7 on-site emergency services or d
long-term maintenance contract, GE can provide you with
the training, service and support you need to maximize your
automation technology investment. Our on-site training
enables your personnel to become experts in problem-solving
and general automation. In addition, our service agreements
are available on an hourly or yearly basis, providing the help
you need for the life of your operation.

GE offers a comprehensive array of services to fully support
your investment in our products, including:

e Technical Support & Maintenance (Including Proficy
GlobalCare)

» On-Site Emergency Services

e Legacy & Competitor System Conversions

e Startup Assistance

e Troubleshooting & Diagnostics

¢ Inspections & Reviews

e Training Services

* Spare Parts/Warranty/Repair

e Product Upgrade Services

Dispatching

Please contact GE for more information about our services,
capabilities, rates and products handled by our Service on

Demand team, or to schedule an appointment with one of
our engineers.

www.ge-ip.com



GE Intelligent Platforms Services

Products

Service On Demand is available for the following GE
products. If you don't see the product you're looking for.
Please call GE for a complete listing of the hardware and

software we support

Software

Custom Interface Drivers
Custom Scripting

DataViews’

FIxe

I/O Drivers

iClientTS™

LAN / WAN

Microsoft® Open Process’

Open I/O Protocols
OpenProcess’

PLC Programming Software
Proficy Batch Execution

Proficy Change Management
Proficy Enterprise Asset Management
Proficy Historian

Proficy HMI/SCADA - CIMPLICITY"
Proficy HMI/SCADA - ifIX’

Proficy Plant Applications

Proficy Real-Time Information Portal
Proficy Shop Floor SPC

Proficy Tracker

QuickDesigner & GP Pro

SOL / Access DB

Waltz & Process Window
Workinstruction™

Warranty Policy

GE warrants that the GE Programmable Logic Controller
and Operator Interface products are free from defects in
material, workmanship and title, and will conform with
applicable technical descriptions and specifications which
are set out in GE technical product data sheets. This
warranty shall apply only to defects or non-conformance.

Hardware

Critical Control & Redundancy
Field Control

Genius 1/0

HMI / Ol Devices

Industrial PC/Workstations
Legacy PLC Series 1, 3,5 &6
Open I/O Architectures
PACSystems RX7i, RX3i

PC Based Control

PLC Based Motion Control

Proficy Logic Developer -
Machine Edition

Redundancy & GMR
Series 1,3,5&6"

Series 90-20

Series 90-30/ 90-70
Series 90 1/0

VersaMax Nano & Micro
VersaPoint

Waltz

Refer to your standard GE warranty policy for details for

Operator Interface
DataPanel

FIX®

Intelligence Industrial PCs
Process Window®

Proficy HMI/SCADA - CIMPLICITY
Proficy Machine Edition
Proficy HMI/SCADA - iFIX
Proficy View - Machine Edition
QuickPanel

QuickPanel Control
QuickPanel View
Smartscreen®

For all your Service on Demand
needs contact:

Americas:
1800 433 2682 or 434978 5100
Asia Pacific: 86 21 3222 4555

Europe, Middle East and Africa:
800 1433 2682 or
17804017717

Europe, Middle East and Africa (CNC):
3527279791

www.ge-ip.com

your individual product. Your distributor can assist you with
any issues experienced during your warranty period.

Programs are available to extend your product warranty
coverage to up to 5 years from initial shipment. Check with
your local distributor for details on how to purchase.

*Trademark of GE Intelligent Platforms. All other brands or names are property of their respective holders.
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Appendix

Agency Approvals and Certifications
Agency Approvals

Marine Certifications

UL (UL508) C-uL CE Mark ATEX TUV American Lloyds DNV
(Class I, DIV I, A, Bureau of
B.C.D Shipping

RX7i . . . o of of of
RX3i . of . . of of of
Series 90-30 . of . . of of
Series 90-70 . of . . of of of
VersaMax Modular o . . . of of
VersaMax Micro and Nano . o .
Genius 1/0 . . . . of of
VersaPoint I/O . .
VersaMax IP and VersaMax IP Modular . .
Durus Controllers D .

'Selected modules meet these approvals and certificates. Check www.ge-ip.com for more information
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Index

Product Number Product Name

BC646MPM101

BC647PPSEWC
BC647PPSEWF
BC647PPSOCC
BC647PPSOCF
BC647PPSOPC
BC647PSC0O00
BC647PSCO50
BC647PSC100
BC647PSC200
BC647PSC300
BC647PSC500
BC647PSFO00
BC647PSFO50
BC647PSF100
BC647PSF200
BC647PSF300
BC647PSF500
CBL-12-MP-10
CBL-12-MP-20
CBL-12-MP-30
CBL-13-MP-10

CBL-13-MP-20

CBL-13-MP-30

HE693ADC405
HE693ADC409
HE693ADC410
HEG93ADC415
HE693ADC420
HEG93ADC816
HE693ASCI00
HEG93ASCI40
HE693DAC410
HE693DAC420
HE6931BS100
HE693I1BS313
HE6931BS323
HE693RLY100
HE6I3RLY110
HE693RTD600
HE693RTD601
HEG93RTD660
HE6I3RTD665
HEG93RTD666
HE693RTM705
HEB6I3RTU900
HEG93RTU940
HE693SNP900
HE693SNP940
HE693STG883
HE693STG884
HE693STP100
HE693STP101
HEG93STP110
HE693STP111
HE693STP113
HE693STP300
HE693STP301
HE693STP310
HE693STP311
HE693THM166
HE693THM409
HEG93THMA449
HE693THM665
HE693THM666
HE693THM668
HE693THMB809
HE693THM884
HE693THM888
HE693THM889
HMI-CAB-C100

Page Number
Proficy Logic Developer - PLC Nano/Micro and VersaMotion, ........... 94,170, 239, 250
Programming Cable (Includes 15 months of upgrades)

Additional Engineering Workstation - CIMPLICITY. ...
Additional Engineering Workstation - iFIX L
Additional Operator Console - CIMPLICITY ..ot
Additional Operator Console - iFIX
Proficy Process Systems EGD OPC Server
Proficy Process Systems - CIMPLICITY - 5000+ I/0 B
Proficy Process Systems - CIMPLICITY = 500 1/0 ...
Proficy Process Systems - CIMPLICITY - 1000 1/0......
Proficy Process Systems - CIMPLICITY - 20001/0........... B
Proficy Process Systems - CIMPLICITY = 3000 1/0 . ..ot
Proficy Process Systems - CIMPLICITY - 5000 1/0....
Proficy Process Systems - ifIX - 5000+ 1/0
Proficy Process Systems = iFIX - 500 1/0. .. .....ovivieeiie e
Proficy Process Systems - iFIX - 1000 1/0 ...

Proficy Process Systems - ifIX - 2000 1/0
Proficy Process Systems - iFIX - 3000 1/0 ...
Proficy Process Systems - iFIX - 5000 1/0
Power Cable, MTR-1216, 1221, or 1231 Stepping Motor, 10 Ft......
Power Cable, MTR-1216, 1221, or 1231 Stepping Motor, 20 Ft.
Power Cable, MTR-1216, 1221, or 1231 Stepping Motor, 30 Ft........................

Power Cable, MTR-1220, MTR-1235, MTR-13xx, MTR-14xx & MTR-1Nxx Series . ....... 239
Stepping Motors, 10 Ft.
Power Cable, MTR-1220, MTR-1235, MTR-13xx, MTR-14xx & MTR-1Nxx Series . ....... 239
Stepping Motors, 20 Ft.
Power Cable, MTR-1220, MTR-1235, MTR-13xx, MTR-14xx & MTR-1Nxx Series ........ 239

Stepping Motors, 30 Ft.

Isolated Analog Input Module, Voltage, 500 VAC, Isolation.......................
Analog 1/0 Module, Millivolt INpUt. ...
Isolated Analog Input Module, Voltage, 1500 VAC, Isolation
Isolated Analog Input Module, Current, 500 VAC, Isolation
Isolated Analog Input Module, Current, 1500 VAC, Isolation
Analog Input Module, Voltage . .
Horner ASCII Basic Module.....
Horner ASCII Basic Module .
Isolated Analog Output Module, Voltage . ...........oooviiiiii i
Isolated Analog Output Module, Current
1/0 Bus Module, Interbus-S Slave Module from Horner Electric
1/0 Bus Module, Interbus-S Slave 5 Slot Rack from Horner Electric ...................
1/0 Bus Module, Interbus-S Slave 10 Slot Rack from Horner Electric . ..

DC/AC Voltage Relay Output Module High Current (fused) . .
DC/AC Voltage Relay Output Module High Current (fused) ......... ..
RTD Input Module, Low RESOIULION. .. ... ..
RTD Input Module, High Resolution
RTD Input Module, Isolated .
RTD Input Module, Isolated. ... ..o
RTD Input Module, Isolated
Communications Module, Modbus RTU Master from Horner Electric ...
Communications Module, Modbus RTU Slave from Horner Electric...................
Communications Module, Modbus RTU Slave from Horner Electric....
Communications Module, SNP Slave Module from Horner Electric ... .
Communications Module, SNP Slave Module with modem from Horner Electric ....... 148
Analog 1/0 Module, Strain GagE . .. .. ...

Analog 1/0 Module, Strain Gage
Motion Control Stepper Index Module ...
Motion Control Stepper Index Module
Motion Control Stepper Index Module ...
Motion Control Stepper Index Module .
Motion Control Stepper Index Module ...
Motion Control Stepper Index Module
Motion Control Stepper Index Module ...
Motion Control Stepper Index Module ... .
Motion Control Stepper Index Module ... 75,155
Analog 1/0 Thermocouple Input Module . ...
Analog 1/0 Thermocouple Input Module .
Analog 1/0 Thermocouple Input Module . ...
Analog 1/0 Thermocouple Input Module (Enhanced)
Analog 1/0 Thermocouple Input Module (Enhanced)
Analog 1/0 Thermocouple Input Module (Enhanced) .
Analog /0 Thermocouple Input Module ...
Analog 1/0 Thermocouple Input Module (Enhanced)
Analog 1/0 Thermocouple Input Module (Enhanced)
Analog /0 Thermocouple Input Module ..............coviiiiii
Programming Port, 9-pin Female, RS-422............oooiiiiiiiii

www.ge-ip.com

Product Number

HMI-CAB-C101
HMI-CAB-C102
HMI-CAB-C103
HMI-CAB-C106
HMI-CAB-C107
HMI-CAB-C108
HMI-CAB-C110
HMI-CAB-C111
HMI-CAB-C119
HMI-CAB-C120
HMI-CAB-C51
HMI-CAB-C52
HMI-CAB-C53
HMI-CAB-C53
HMI-CAB-C53
HMI-CAB-C53
HMI-CAB-C53
HMI-CAB-C53
HMI-CAB-C53
HMI-CAB-C53
HMI-CAB-C53
HMI-CAB-C55
HMI-CAB-C58
HMI-CAB-C67
HMI-CAB-C82
HMI-CAB-C83

HMI-CAB-C84

HMI-CAB-C86
HMI-CAB-C88
HMI-CAB-C91
HMI-CAB-C92
HMI-CAB-C93
HMI-CAB-C94
IC200ACC001
IC200ACC003
IC200ACC201
IC200ACC202
IC200ACC301
IC200ACC302
IC200ACC303
IC200ACC304

IC200ACC313
IC200ACC402

IC200ACC403
IC200ACC404

IC200ACC414
IC200ACC415
IC200ACC450
IC200ACC451
IC200ALG230
IC200ALG240
IC200ALG260
IC200ALG261
IC200ALG262
IC200ALG263
IC200ALG264
IC200ALG320
IC200ALG321
IC200ALG322
IC200ALG325

IC200ALG326
IC200ALG327

IC200ALG328

IC200ALG331

IC200ALG430

IC200ALG431

Product Name Page Number

Programming Port, 9-pin Female, RS-232 , 324
Program Port, 8-pin Male RJ-45, RS-232 e , 324
Programming Port, 4-pin Modular Male, RS-232...........coooiiiiiiiin 317,324
DF1, 8-pin Circular DIN, RS-232..... , 324
DF1, 25-pin Male, RS-422 , 324
9-piN Male, RS-422 ...t , 324
9-pin Male, RS-422 , 324
Program Port, 9-pin Male, RS-232 ... , 324
Program Port, 8-pin Male RJ-45, RS-232 , 324
Program Port, 6-pin Male RJ-11, RS-232 324
KF2 Module, 25-pin Female, RS-232 , 324
Channel 0, 9-pin Female, RS-232 324
Channel 0, 25-pin Male, RS-232 ... ..ot , 324
Programming Port, 25-pin Male, RS-232 , 324
25-pin Male, RS-232 324
25-PINMalE, RS-232 ..ot , 324
25-pin Male, RS-232 ... ,324
25-pin Male, RS-232 . . , 324
Programming Port, 25-pin Male, RS-232 , 324
Programming Port, 25-pin Male, RS-232 , 324
25-pin Male, RS-232 , 324
KE Module, 15-pin Male, RS-232. .. 324
9-PIN Male, RS-232 ...t , 324
9-pin Male, RS-232 324

Programming Port, 15-pin Male, RS-422 .. . e . 317,324
DH-485 Program Port, 8-pin RJ-45Male, RS-422, No simultaneous.............. 317,324
connection to program port

DH-485 Program Port, 8-pin RJ-45 Male, RS-422, with simultaneous. ............ 317,324
connection to program port

Programming Port, 6-pin Modular Male, RS-232. ... 324
9-pin Male, RS-232 , 324

25-pinMale, RS-422 ... ..o , 324

9-pin Male, RS-422 ... 324
25-pin Male, RS-422 ... , 324
9-piN MalE, RS-422 ... 324
Replacement Battery for VersaMax CPUS . .........uiuveuiiiiiiiiiiaee 207
EZ Store Device, CPU374 program download without the need of a PC........... 159, 207
Expansion Terminator Oty 1........ooueii e 207
EXpansion Terminator Qty 2........o.vouiiit it e 207

1/0 Filler Module
1/0 Input Simulator ... e e .
1/0 ShOMING BAT QY 2 ..o

Cable Connector Kit, Qty 2, for connector base (IC200CHS003) I/0 Base. ............. 207
(IC200CHS011, CHS012, CHS014, CHS015 and CHS1xx bases)

DIN rail clips (Qty 2) to secure modules on DIN rail.......... ..o 207
Spare Removable Terminal Strips, 10 per pack. (Micro 14, Micro 23 and.............. 239

Micro 28 and all expansion units)
Battery for Micro 23 and Micro 28 for data retention

Spare parts kit. Two terminal strips and four plastic doors and four covers. ...
for Micro 14, Micro 23, and Micro 28

Long Term Battery for Micro 23, Micro 28 and Micro 64
RS-232 to RS-485 Converter requires IC200CBL500 or equivalent.
Simulator for VersaMax Nano 10. (6 INpULS)..........oovvvee i
Simulator for VersaMax Micro 14, Micro 23 and Micro 28. (8 Inputs)
VersaMax Analog Input Module, 12 Bit Voltage/Current, 4 Channels .
VersaMax Analog Input Module, 16 Bit Voltage/Current Isolated, 8 Channel.......... 195
VersaMax Analog Input Module, 12 Bit Voltage/Current, 8 Channel
VersaMax Analog Input Module, 15 Bit Differential Voltage, 8 Channel . ..
VersaMax Analog Input Module, 15 Bit Differential Current, 8 Channel
VersaMax Analog Input Module, 15 Bit Voltage, 15 Channel .........................
VersaMax Analog Input Module, 15 Bit Current, 15 Channel ...
VersaMax Analog Output Module, 12 Bit Current, 4 Channel. ... .
VersaMax Analog Output Module, 12 Bit 0-10V Voltage, 4 Channel ..................
VersaMax Analog Output Module, 12 Bit +10V Voltage, 4 Channel

VersaMax Analog Output Module, 13 Bit +10 VDC or 0 to 10 VDC Voltage.. .
8 Channel

Analog Output Module, 13 Bit Current, 8 Channels
VersaMax Analog Output Module, 13 Bit +10 VDC or 0 to 10 VDC Voltage,. .
12 Channel

VersaMax Analog Output Module, 13 Bit, 0 - 20 mA, 4-20 mA Current,
12 Channel

VersaMax Analog Output Module, 14 Bit Voltage/Current 1500 VAC Isolation, . ........ 198
8 Channel

VersaMax Analog Mixed Module, 12 Bit Input Current 4 Channel/Output Current . ... 199
2 Channel

VersaMax Analog Mixed Module, 12 Bit 0-10V Input 4 Channel/Output 0-10V ........ 199
2 Channel
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Product Number Product Name

IC200ALG432

IC200ALG620
IC200ALG630
IC200BEM002

IC200BEM103

IC200BEM104

1C200CBLO01
1C200CBL105

IC200CBL110

1C200CBL120

1C200CBL230

1C200CBL500
1C200CBL501
1C200CBL505
1C200CBL510
1C200CBL600

1C200CBL601

1C200CBL602

IC200CHS001
IC200CHS002
IC200CHS003
IC200CHS005
IC200CHS006
IC200CHS011

IC200CHS012

IC200CHS014

IC200CHS015

IC200CHS022
IC200CHS025
IC200CHS101
IC200CHS102
IC200CHS111

IC200CHS112

IC200CHS211

IC200CHS212

1C200CMM020
1C200CPU001
1C200CPU002
1C200CPU00S5
IC200CPUEOS

1C20008B1001
1C200DTX200

1C200DTX450

1C200DTX650

1C200DTX850

IC200EBI001
IC200ERM001
IC200ERM002
IC200ETM001
1C200GBI001
1C200MDD840

1C200MDD841

Page Number
VersaMax Analog Mixed Module, 12 Bit +10V Input 4 Channel/Output £10V.......... 199
2 Channel

VersaMax Analog Input Module, 16 Bit RTD, 4 Channel 200
VersaMax Analog Input Module, 16 Bit Thermocouple, 7 Channel 200
PLC Network Communications Profibus-DP (Slave). Requires IC200CHS006............. 205
Communications Carrier

PLC Network Communications DeviceNet (Master). Requires IC200CHS006. . .
Communications Carrier

PLC Network Communications AS-i (Master). Requires IC200CHS006................. 205
Communications Carrier

Station Manager Cable for Ethernet Interface
Cable I/0 Non-shielded 2 Connectors .5M used with IC200CHS003 and....
IC200CHS011, 012, 015.

Cable I/0 Non-shielded 2 Connectors 1.0M used with IC200CHS003 and............. 207
IC200CHS011, 012, 015.
Cable I/0 Non-shielded 2 Connectors 2.0M used with IC200CHS003 and............... 207
1C200CHS011, 012, 015.
Cable I/0 Non-shielded 1 Connector 3.0M used with IC200CHS003 and.............. 207
IC200CHS011, 012, 015.
Programming Cable (RJ-45 to DB-9 pin) RS-232. 3 Meters................ccoeoeuvnn.. 239

1/0 Expansion Cable, 0.1 meter long (Qty 5).....
1/0 Expansion Cable, 0.5 meter long.
1/0 Expansion Cable, 1 meter long o o
Rack Expansion Cable Shielded Single-Ended 1M to One Expansion.................. 207

Receiver Modules (IC200ERMO0x)

Rack Expansion Cable Shielded 2 Connectors (1 meter). Supports multidrop............ 207
to multiple Expansion Receiver Modules (IC200ERMO0X)

Rack Expansion Cable Shielded 2 Connectors (2 meter). Supports multidrop. . ........ 207
to multiple Expansion Receiver Modules (IC200ERMO0X)

VersaMax I/0 Carrier, Local Barrier Style. ...........oovi i 176

VersaMax I/0 Carrier, Local BOX Style. ...........oooeeie i
VersaMax I/O Carrier, Connector Style .
VersaMax I/O Carrier, Local Spring Clamp Connection Style ... ..176

VersaMax I/0 , Local Communications Carrier (Supports IC200BEMxxx Modules) ... 205
VersaMax I/O Carrier, Interposing Barrier Style (Requires IC200CHS003 base. ......... 177
and connecting cable IC200CBL1xx)

VersaMax I/O Carrier, Interposing Box Style (Requires IC200CHS003 base and ... 177
connecting cable IC200CBL1xx)

VersaMax I/O Carrier, Interposing Box Thermocouple Compensation ................ 177
(Requires IC200CHS003 base and connecting cable IC200CBL1xx)

VersaMax I/O Carrier, Interposing Spring Clamp (Requires IC200CHS003 base........ 177

and connecting cable IC200CBL1xx)

VersaMax Compact /0 Carrier, Local Box Clamp Connection Style
VersaMax Compact /0 Carrier, Local Spring Clamp Connection Style. ..
Input or Output Interposing Disconnect Style 16 PoiNts. ...........oovvveviniannn..
Expansion Input or Output Interposing Disconnect Style 16 Points....................

1/0 Interposing Relay Base (replaceable relays), fused (8 amps, replaceable), .
16 points.

1/0 Interposing Relay Base (replaceable relays), fused (8 amps, replaceable, ... 179
16 points.
1/0 Interposing Relay Base (replaceable relays), fused (8 amps, replaceable),.......... 179
16 points.
1/0 Interposing Relay Base (replaceable relays), fused (8 amps, replaceable, ... 179
16 points.

Serial Communications Expansion Module...............cooooiviiiiiii i
VersaMax PLC CPU 32K Configurable Memory, 2 Ports RS-232 and RS-485. ..
VersaMax PLC CPU 42K Configurable Memory, 2 Ports RS-232 and RS-485 .
VersaMax PLC CPU 128K Configurable User Memory, 2 Ports RS-232 and RS-485 ...

VersaMax PLC CPU 128K Configurable User Memory, 2 Ports RS-232 and RS-485,....174
10 MBIT Ethernet Port. Supports EGD and SRTP

Remote I/0 DeviceNet Network Interface Unit (Slavel.................ooooiiinen. 203
Operator Interface for changing timer/counter/register values....................... 234
2x16 character LCD backlight display and 6 operation keys.

Operator Interface with up to 200 stored messages. 2x16 character................. 234
LCD backlight display and 6 function keys.

Operator Interface with up to 200 stored messages. 4x16 character................. 234
LCD backlight display and 8 function keys.

Operator Interface with up to 200 stored messages. 4x20 character................. 234
LCD backlight display, 8 function keys and numeric keypad.

Remote I/0 Ethernet Network Interface Unit..............coooiiiiiiiiiinn. 203
Expansion Receiver Module, Isolated ... 202

Expansion Receiver Module, Non-Isolated .. ..
Bus Transmitter Expansion Module. ...
Genius Network Interface Unit L L
VersaMax Discrete Mixed Modules, 24 VDC Pos Logic Input 20 points/Output ........ 182

Relay 2.0 A, 12 points
VersaMax Discrete Mixed Modules 24 VDC Pos Logic Input 20/Output 12/HSC,....... 201
PWM or Pulse Train
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Product Number
1C200MDD842

IC200MDD843
IC200MDD844

IC200MDD845

IC200MDD846

IC200MDD847

1C200MDD848

IC200MDD849

IC200MDD850

IC200MDD851

IC200MDL140
IC200MDL141
IC200MDL143
IC200MDL144
IC200MDL240
IC200MDL241
IC200MDL243
IC200MDL244
IC200MDL329
IC200MDL330
IC200MDL331
IC200MDL631
IC200MDL632
IC200MDL635
IC200MDL636
IC200MDL640
IC200MDL643
IC200MDL644
IC200MDL650
IC200MDL730

IC200MDL740

IC200MDL741

IC200MDL742

IC200MDL743

IC200MDL744

IC200MDL750

IC200MDL930

IC200MDL940

IC200NAL110
IC200NAL211
IC200NDD010
IC200NDD101
IC200NDR0OO1
IC200NDRO10
1C200PBI001
IC200PKG001
IC200PKG010
IC200PKG101
IC200PKG102
IC200PKG103
IC200PKG104
1C200PWB001

IC200PWR001
IC200PWR002
1C200PWR101
IC200PWR102
1C200PWR201
IC200PWR202

Product Name Page Number

VersaMax Discrete Mixed Modules 24 VDC Pos Logic Input 16/0utput ..182
24/VDC 0.5 A with ESCP

VersaMax Discrete Mixed Modules 24 VDC Positive Logic Input 10/Output Relay 6. ... 182
VersaMax Discrete Mixed Modules 24 VDC Positive Logic Input 16/Output ............ 183
24VDCO.5A 16

VersaMax Discrete Mixed Modules 24 VDC Positive Logic Input 16/0utput . ..
Relay 2.0A Isolated 8 points

VersaMax Discrete Mixed Modules 120 VAC Input 8 points/Outpoints Relay ........... 183
2.0A Isolated 8 points

VersaMax Discrete Mixed Modules 240 VAC Input 8 points/Output Relay............. 184
2.0A Isolated 8 points

VersaMax Discrete Mixed Modules 120 VAC Input 8 points/Output 120 VAC.......... 184
0.5A Isolated 8 points

VersaMax Discrete Mixed Modules 120 VAC Input Isolated 8 points/Output .......... 184
Relay 2.0 A Isolated 8 points

VersaMax Discrete Mixed Modules 240 VAC Input Isolated 4 points/Output ........... 185
Relay 2.0 A Isolated 8 points

VersaMax Discrete Mixed Modules 5/12 VDC Input 16 points/Output. ................ 185

12/24VDC 16 points

VersaMax Discrete Input Module 120 VAC, 8 points ...
VersaMax Discrete Input Module 240 VAC, 8 points . ... .
VersaMax Discrete Input Module 120 VAC Isolated, 8 points...............c.ooeiis
VersaMax Discrete Input Module 240 VAC Isolated, 4 points
VersaMax Discrete Input Module, 120 VAC Positive Logic, 16 points
VersaMax Discrete Input Module, 240 VAC Positive Logic, 16 points
VersaMax Discrete Input Module, 120 VAC Isolated, 16 points
VersaMax Discrete Input Module, 240 VAC Isolated, 8 points. ...
VersaMax Discrete Output Module, 120 VAC, 0.5A per point Isolated, 8 points.. . .....
VersaMax Discrete Output Module, 120 VAC 0.5A per point Isolated, 16 points ........
VersaMax Discrete Output Module, 120 VAC 2.0A per point Isolated, 8 points. ... .
VersaMax Discrete Input Module 125 VDC, Pos/Neg Logic, Isolated, 8 points .........
VersaMax Discrete Input Module 125 VDC, Pos/Neg Logic, Isolated, 16 points....... ..
VersaMax Discrete Input Module 48 VDC, Pos/Neg Logic (2 Groups of 8), 16 points ... 189
VersaMax Discrete Input Module 48 VDC, Pos/Neg Logic (4 Groups of 8), 32 points ... 189
VersaMax Discrete Input Module, 24 VDC Pos/Neg Logic, 16 points..................
VersaMax Discrete Input Module, 5/12 VDC (TTL) Pos/Neg Logic, 16 points...........
VersaMax Discrete Input Module, 5/12 VDC (TTL) Pos/Neg Logic, 32 points ...
VersaMax Discrete Input Module, 24 VDC Positive Logic, 32 points .
VersaMax Discrete Output Module, 24 VDC Positive Logic 2.0A per point w/ESCP, ....192
8 points

VersaMax Discrete Output Module, 24 VDC Positive Logic, 0.5A per point,............ 192
16 points

VersaMax Discrete Output Module, 24 VDC Positive Logic, 0.5A per point w/ESCP, ... 192
16 points

VersaMax Discrete Output Module, 24 VDC Positive Logic 0.5A with ESCP,..
32 points

VersaMax Discrete Output Module, 5/12/24 VDC Negative Logic, 0.5 A per point ... 193
(1 group of 16) 16 points

VersaMax Discrete Output Module, 5/12/24 VDC Negative Logic, 0.5 A per point ... 193
(2 groups of 16) 32 points

VersaMax Discrete Output Module, 24 VDC Positive Logic, 0.5 A per point, ........... 194
32 points

VersaMax Discrete Output Module, Relay 2.0 A per point Isolated Form A,............ 194
8 points

VersaMax Discrete Output Module, Relay 2.0 A per point Isolated Form A,............ 194
16 points

10 point (6) 12 VDC In, (1) Analog Voltage In, (4) Relay Out, 12 VDC Powered. .
10 point (6) 24 VDC In, (1) Analog Voltage In, (4) Relay Out, 24 VDC Powered. . .
10 point (6) 12 VDC In, (4) 12 VDC Out, 12 VDC Powered ..............ccoeuinennnnn
10 point (6) 24 VDC In, (4) 24 VDC Out, 24 VDC Powered
10 point (6) 24 VDC In, (4) Relay Out, 24 VDC Powered ..
10 point (6) 12 VDC In, (4) Relay Out, 12 VDC Powered .............coevviviniinennn.
Remote 1/0 Profibus-DP Network Interface Unit (Slave)
PLC Starter Kit CPU0O01 .
PLC Starter Kit CPUEDS. ... ..ot e
1/0 Starter Kit GENIUS
1/0 Starter Kit Profibus-DP
1/0 Starter Kit DeviceNet - e .
1/0 Starter Kit Ethernet. .. ..ot
VersaMax Power Supply Booster Carrier. Supplies power to all modules .............
to the right of booster. Requires power supply.

24 VDC Power Supply
24:VDC Power Supply with Expanded 3.3 V
120/240 VAC Power Supply e e .
120/240 VAC Power Supply with Expanded 33 VDC...........oovivivinaiiiiinnns 180
12 VDC Power Supply
12 VDC Power Supply with Expanded 3.3 VDC
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Index

Product Number

IC200SET001
1C200TBMO001
1C200TBM002
1C200TBMO00S
1C200TBX010
1C200TBX014
1C200TBX020
1C200TBX023
1C200TBX028
1C200TBX040
1C200TBX064
1C200TBX110
1C200TBX114
1C200TBX120
1C200TBX123
1C200TBX128
1C200TBX140
1C200TBX164
1C200TBX210
1C200TBX214
1C200TBX220
1C200TBX223
1C200TBX228
1C200TBX240
1C200TBX264
1C200TBX320
1C200TBX340
1C200TBX364
1C200TBX420
1C200TBX440
1C200TBX464
1C200TBX520
1C200TBX540
1C200TBX564
IC200UAA003
IC200UAAQ07
IC200UALO04

IC200UALOOS
IC200UALOO6

IC200UARO14
IC200UAR028
IC200UDD020

IC200UDD040
IC200UDDO64
IC200UDD104
IC200UDD110

IC200UDD112
IC200UDD120

IC200UDD164
IC200UDD212
IC200UDD220
1C200UDD240
IC200UDRO01L
IC200UDR002
IC200UDR003
IC200UDR00S

IC200UDR006
IC200UDRO10
IC200UDR020
IC200UDR040
IC200UDRO64
IC200UDR120
IC200UDR140
IC200UDR164
IC200UDR228
IC200UDR440

Product Name Page Number

Ethernet to Serial Network Module ............ ..o 236
1/0 Auxiliary Terminal Strip, 18 Internally Bussed, Barrier Style 207
1/0 Ausiliary Terminal Strip, 18 Internally Bussed, Box Style.......................... 207
1/0 Auxiliary Terminal Strip, 18 Internally Bussed, Spring Clamp Style ... 207
Tool box, Nano 10 and software. 240
Tool box, Micro 14 and software. 240
Tool box, Micro 20 and software. ... 240
Tool box, Micro 23 and software. . . 240
Tool box, Micro 28 and software. 240
Tool box, Micro 40 and software. 240
Tool box, Micro 64 and software......... ..240
Tool box, Nano 10, operator interface and software. 240
Tool box, Micro 14, operator interface and software. ... 240
Tool box, Micro 20 and software. 240
Tool box, Micro 23, operator interface and software 240
Tool box, Micro 28, operator interface and software. ... 240
240
Tool box, Micro 64 and software. ...... ..240
Tool box, Nano 10, Ethernet interface und software 240
Tool box, Micro 14, Ethernet interface and software. ................................ 240
Tool box, Micro 20, operator interface and software. 240

Tool box, Micro 40 and software. .

Tool box, Micro 23, Ethernet interface and software. ... ... 240
Tool box, Micro 28, Ethernet interface and software. ... 240
Tool box, Micro 40, operator interface and software. . 240

Tool box, Micro 64, operator interface and software. . ..240
Tool box, Micro 20, operator interface and software. 240
Tool box, Micro 40, operator interface and software. ... 240
Tool box, Micro 64, operator interface and software. 240
Tool box, Micro 20, stepper motor, Power Cube amplifier and software.. .. 240
Tool box, Micro 40, stepper motor, Power Cube amplifier and software............... 240
Tool box, Micro 64, stepper motor, PowerCube amplifier and software. ... 240
Tool box, Micro 20, QuickPanel color touch screen and software. 240
Tool box, Micro 40, QuickPanel color touch screen and software..................... 240
Tool box, Micro 64, QuickPanel color touch screen and software. . . 240
14 point (8) 120 VAC In, (6) 120 VAC Out, 120/240 VAC Powered . 214

28 point; (16) 120 VAC In, (12) 120 VAC Out, 120/240 VAC Powered. . .. 217
23 point; (13) 12 VDC In, (10) Relay Out, (2) Analog In and (1) Analog Out, ............. 216
12 VDC Powered.

23 point; (13) 24 VDC In, (9) Relay Out, (1) 24 VDC Out, (2) Analog Inand .............. 216
(1) Analog Out, 24 VDC Powered.

23 point; (13) 24 VDC In, (9) Relay Out, (1) 24 VDC Out, (2) Analog Inand .............. 216
(1) Analog Out, 120/240 VAC Powered.

14 point, (8) 120 VAC In, (6) Relay Out, 120/240 VAC Powered........................ 214
28 point, (16) 120 VAC In, (12) Relay Out, 120/240 VAC Powered...................... 217
Micro 20; (12) 24 VDC In, (8) 24 VDC Source Out 0.7 amps with ESCP protection, ........ 219

24 VDC Powered

Micro 40; (24) 24 VDC In, (16) 24 VDC Source Out, 0.7 amps with ESCP protection, ... .220
24 VDC Powered

Micro 64; (40) 24 VDC In, (24) 24 VDC Source Out 0.7 amps with ESCP protection,.....221
24.VDC Powered.

14 point (8) 24 VDC In, (6) 12/24 VDC Out [2) @ 1.0 A, (4 @ 0.5 A, 24VDC ............. 214
Powered

28 point; (16) 24 VDC In, (12) 24 VDC Out (6) @ 1.0 A, (6) @ 0.5 A, 24 VDC. ...
Powered.

14 point (8) 12 VDC In, (6) 12 VDC Out, 0.7A, 12 VDC Powered

28 point; (16) 24 VDC In, (12) 24 VDC Out (6) @ 1.0 A, (6) @ 0.5 A, 24 VDC. ...
Powered.

Micro 64; (40) 24 VDC In, (24) 24 VDC Sink Out 0.7 amps, 24 VDC Powered. .
28 point (16) 12 VDC In, {12) 12 VDC Out, 0.7A, 12 VDC Powered .....................
Micro 20; (12) 24 VDC In, (8) 24 VDC Sink Out, 24 VDC Powered ......................
Micro 40; (24) 24 VDC In, (16) 24 VDC Sink Out, 24 VDC Powered ...
14 point (8) 24 VDC In, (6) Relay Out, 120/240 VAC Powered

14 point (8) 24 VDC In, (6) Relay Out, 24 VDC Powered .............ccoovevieiiin...
14 point (8) 12 VDC In, (6) Relay Out, 12 VDC Powered ................cooeeiinen.
28 point; (16) 24 VDC In, (11) Relay Out, (1) 24 VDC Out, 120/240 VA
Powered.

28 point (16) 12 VDC In, (12) Relay Out, 12 VDC Powered. ..............oooveiin.. 218
28 point; (16) 24 VDC In, (11) Relay Out, (1) 24 VDC Out, 24 VDC Powered. ............ 218
Micro 20; (12) 24 VDC In, (8) Relay Out 2.0 amps, 24VDC Powered....................
Micro 40; (24) 24 VDC In, (16) Relay Out 2.0 amps, 24 VDC Powered ...
Micro 64; (40) 24 VDC In, (24) Relay Out 2.0 amps, 24 VDC Powered.. ..

Micro 20; (12) 24 VDC In, 8) Relay Out 2.0 amps, 120/240VAC Powered............... 219
Micro 40; (24) 24 VDC In, (16) Relay Out 2.0 amps, 120/240 VAC Powered. ............ 220
Micro 64; (40) 24 VDC In, (24) Relay Out 2.0 amps, 120/240 VAC Powered. ............ 221
28 point; (16) 24 VDC In, (11) Relay Out, (1) 24 VDC Out, 12/24 VDC Powered.......... 218
Micro 40; (24) 24 VDC In, (16) Relay Out 2.0 amps 12/24 VDC Powered ............... 220
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Product Number
IC200UEC008
IC200UEC108
IC200UEC208
IC200UEI08
IC200UEI016
IC200UEMO01
IC200UE0008
IC200UEQ016
IC200UE0108
IC200UEO116
IC200UER008
IC200UER016
IC200UEX009

IC200UEX010
IC200UEX011
IC200UEX012
IC200UEX013
IC200UEX014
IC200UEX015
IC200UEX064
IC200UEX122
IC200UEX164
IC200UEX209

IC200UEX210
IC200UEX211
IC200UEX212
IC200UEX213
IC200UEX214
IC200UEX215
IC200UEX222
IC200UEX264
IC200UEX364
IC200UEX616

IC200UEX624
IC200UEX626

IC200UEX636

IC200UEX724
IC200UEX726

IC200UEX734
IC200UEX736

IC200UEX824
IC200UEX826

1C200UMB001

IC200UMMO002
IC200UMM102
1C200USB0O01
1C200USB002
1C200UUB00L
IC210BAR010

IC210BAR020

1C2108DD012

1C2108DD024

IC210BDR012

IC210BDR024

1C210CBLO01

1C210CBLO02

IC210DAR010

IC210DAR012

IC210DAR020

Product Name Page Number

8 point (4) 24 VDC In, (4) 24 VDC Out with ESCP Protection, 24 VDC Powered .........224
8 point (4) 24 VDC In, (4) 24 VDC Sink Out, 24 VDC Powered ...22h
8 point (4) 24 VDC In, (4) Relay Out, 24 VDC Powered .............c.ooeeiiiiniiiins

8 point (8) 24 VDC In, 24 VDC Powered
16 point (16) 24 VDC In, 24 VDC Powered . ..
Ethernet module. ........ ... i
8 point (8) 24 VDC Output with ESCP Protection, 24 VDC Powered
16 point (16) 24 VDC Output with ESCP Protection, 24 VDC Powered ... ..
8 point (8) 24 VDC Sink Output, 24 VDC Powered . ..........coovviiiiiiiiiiiiiins
16 point (16) 24 VDC Sink Output, 24 VDC Powered
8 point (8) Relay Out, 24 VDC Powered. .
16 point (16) Relay Out, 24 VDC Powered .
14 point (8) 120 VAC In, (6) Relay Out (2 cutputs at 10 amp and 4 outputs ............ 226

at 2 amp), 120/240 VAC Powered
14 point (8) 120 VAC In, (6) 120 VAC Out, 120/240 VAC Powered ..................... 226

14 point (8) 24 VDC In, (6) Relay Out, 120/240 VAC Powered ...
14 point (8) 24 VDC In, (6) Relay Out, 24 VDC Powered
14 point (8) 12 VDC In, (6) Relay Out, 12 VDC Powered . X
14 point (8) 24 VDC In, (6) 24 VDC Out, 24 VDC Powered ...........o.vvvevieininnn.
14 point (8) 12 VDC In, (6) 12 VDC Out, 12 VDC Powered
64 point (40) 24 VDC In, (24) Relay Out, 24 VAC Powered .. ..
14 point (8) 24 VDC In, (6) 24 VDC Out with ESCP, 24 VDC Powered ................... 225
64 point (40) 24 VDC In, (24) Relay Out, 120/240 VAC Powered

28 point (16) 120 VAC In, (12) Relay Out (2 outputs at 10 amp and 10 outputs ...
at 2 amp), 120/240 VAC Powered

28 point (16) 24 VDC In, (12) 120 VAC Out, 120/240 VAC Powered
28 point (16) 24 VDC In, (12) Relay Out, 120/240 VAC Powered .
28 point (16) 24 VDC In, (12) Relay Out, 24 VDC Powered. ................cccoenen..
28 point (16) 12 VDC In, (12) Relay Out, 12 VDC Powered.
28 point (16) 24 VDC In, {12) 24 VDC Out, 24 VDC Powered.
28 point (16) 12 VDC In, (12) 12 VDC Out, 12 VDC Powered. . .
28 point (16) 24 VDC In, {12) 24 VDC Out with ESCP, 24 VDC Powered ................ 227
64 point (40) 24 VDC In, [24) 24 VDC Source Out, 24 VDC Powered .. ..
64 point (40) 24 VDC In, (24) 24 VDC Sink Out, 24 VDC Powered

6 Analog 1/0 Channels (4) 0 to 10 VDC, +10 VDC, 4 to 20ma, 0 to 20ma In, ........... 230
(2) 0 to 10 VDC, 4 to 20ma, 0 to 20ma Out, 12 VDC Power Supply

4 Analog 1/0 Channels 0 to 10VDC, 4 to 20mA, 24 VDC Power Supply ................ 230
6 Analog /0 Channels (4) 0 to 10 VDC, +10 VDC, 4 to 20ma, 0 to 20maln, ........... 230
(2) 0 to 10 VDC, 4 to 20ma, 0 to 20ma Out, 24 VDC Power Supply

6 Analog /0 Channels (4] 0 to 10 VDC, 10 VDC, 4 to 20ma, 0 to 20ma ln, ........... 230
(2)0to 10 VDC, 4 to 20ma, 0 to 20ma Out, 120/240 VAC Power Supply

4 RTD PT 100 Channels IN, 120/240 VAC Power SUpPly...........c.oververeiinanns. 231
4 RTD PT 100 Channels IN, 2 Analog Channels OUT 0 to 10 VDC, 4 to 20ma,........... 231
0 to 20ma Out, 24 VDC Power Supply

4 RTD PT 100 Channels IN, 24 VDC Power SUpply ...........ooieiiiiiiiiiiins 231
4 RTD PT 100 Channels IN, 2 Analog Channels OUT 0 to 10 VDC, 4 to 20ma,............ 231

0 to 20ma Out, 120/240 VAC Power Supply

4 Thermocouple or mV Input Channels, 24 VDC Powered. ....................o.o....
4 Thermocouple or mV Input Channels and 2 Analog Output Channels, .
24 VDC Powered

Flash Memory Board for program download and compatible with Micro 64.......... 239
(128Kbytes)

VersaMax Micro 2 Axis Motion Module
VersaMax Micro 2 Axis Motion Module
RS-232 option board with (2) 0 -10 VDC analog in
RS-485 option board with (2) 0 -10 VDC analog in
USB option board (no analog option) ........
10 point (6) AC Inputs, (4) Isolated Relay Out (8 Amps), AC input power,. .
supports expansion and no display/keypad

20 point (12) AC Inputs, (8) Isolated Relay Out (8 Amps), AC input power,.............. 253
supports expansion and no display/keypad

10 point (6) 24VDC Inputs, (4) 24VDC Out (Transistor 0.5 Amp), (2) analog inputs, ... ... 255
24VDC input power, supports expansion, no display/keypad

20 point (8) 24VDC Inputs, (8) 24VDC Out (Transistor 0.5 Amp), (4) analog inputs,....... 257
24VDC input power, supports expansion, no display/keypad

10 point (6) 24VDC Inputs, (2) analog inputs, (4) Isolated Relay Out (8 Amps),.......... 254
24VDC input power, supports expansion, no display/keypad

20 point (8) 24VDC Inputs, (4) analog inputs, (8] Isolated Relay Out (8 Amps)........... 256
24VDC input power, supports expansion, no display/keypad

Durus Controller to PC RS-232 Serial Cable ...................ococs 262
Durus Controller to PDA Transfer Cable. ..., 262
10 point (6) AC Inputs, (4) Isolated Relay Out (8 Amps), AC input power,............... 252

supports expansion and display/keypad
10 point (8) 24 VAC Inputs, (4) Isolated Relay Out (8 Amps), 24 VAC input power, ... .. .. 252
supports expansion and display/keypad
20 point (12) AC Inputs, (8) Isolated Relay Out (8 Amps), AC input power,.............. 253
supports expansion and display/keypad
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1C210DDD012 10 point (6) 24VDC Inputs, (4) 24VDC Out (Transistor 0.5 Amp), (2) analog inputs, ... ... 255
24VDC input power, supports expansion and display/Keypad

1C2100DD024 20 point (8) 24VDC Inputs, (8) 24VDC Out (Transistor 0.5 Ampl, (4) analog inputs,..... .. 256
24VDC input power, supports expansion and display/Keypad

IC210DDRO12 10 point (6) 24VDC Inputs, (2) analog inputs, (4) Isolated Relay Out (8 Amps)........... 254
24VDC input power, supports expansion, no display/keypad

IC210DDR024 20 point (8) 24VDC Inputs, (4) analog inputs, (8) Isolated Relay Out (8 Amps)............ 256
24VDC input power, supports expansion and display/keypad

IC210DDR112 10 point (6) 12VDC Inputs, (2) analog inputs, (4) Isolated Relay Out (8 Amps)........... 254
12VDC input power, supports expansion and display/keypad

IC210EAI004 4 point analog expansion (4) analog inputs (voltage and current, 12 bit),............. 259
12/24VDC input power

IC210EAR008 8 point discrete expansion (4) AC Inputs, (4) Isolated Relay Out (8 Amps), ............. 258
AC input power

IC210EAR208 8 point discrete expansion (4) 24VAC Inputs, (4) Isolated Relay Out (8 Amps), ......... 258

AC input power
IC210EDDO08 8 point discrete expansion (4) 24VDC Inputs, (4) 24VDC Out (Transistor 0.5 Amp), ... 258
24VDC input power

IC210EDR0O08 8 point discrete expansion (4) 24VDC Inputs, (4) Isolated Relay Output (8 Amps),...... 258
24VDC input power

IC210EDS001 DeviceNet slave communications expansion module, 24VDC power source.......... 260

IC210EMS001 Modbus RTU slave communications expansion module, 24VDC power source. ....... 260

IC210EPS001 Profibus-DP slave communications expansion module, 24VDC power source .......
1C210MDD024 20 point Modbus Slave communications built in (8) 24VDC Inputs, (8) 24VDC Out..... ... 257
(Transistor 0.5 Amp), (4) analog inputs, 24VDC input power, supports expansion
and display/keypad
IC210MDR024 20 point with Modbus Slave communications built in (8) 24VDC Inputs, .............. 257
(4) analog inputs, (8) Isolated Relay Out (8 Amps), 24VDC input power,
supports expansion and display/keypad
IC210MDR124 20 point with Modbus Slave communications built-in (8) 12VDC Inputs, .............. 255
(4) analog inputs, (8) Isolated Relay Out (8 Amps), 12VDC input power,
supports expansion and display/keypad

IC210NAR010 10 point (6) AC Inputs, (4) Isolated Relay Out (8 Amps), AC input power,............... 252
no expansion, no plastic case and no display/keypad
IC210NAR020 20 point (12) AC Inputs, (8) Isolated Relay Out (8 Amps), AC input power,.............. 253

no expansion and no display/keypad

IC210NDDO12 10 point (6) 24VDC Inputs, (4) 24VDC Out (Transistor 0.5 Amp), (2) analog inputs, ... ... 255
24VDC input power, no expansion, no plastic case and no display/keypad

IC210NDD024 20 point (8) 24VDC Inputs, (8) 24VDC Out (Transistor 0.5 Amp), (4) analog inputs,..... .. 257
24VDC input power, no expansion, no plastic case and no display/keypad

IC210NDRO12 10 point (6) 24VDC Inputs, (2) analog inputs, (4) Isolated Relay Out (8 Amps)........... 254
24VDC input power, no expansion, no plastic case and no display/keypad

IC210NDRO24 20 point (8) 24VDC Inputs, (4) analog inputs, (8) Isolated Relay Out (8 Amps)........... 256
24VDC input power, no expansion, no plastic case and no display/keypad

1C210TBX010 IC210DAR010 10 point Durus controller Starter Kit

1C2107TBX012 IC210DDRO12 12 point Durus controller Starter Kit

1C210TBX020 IC210DAR020 20 point Durus controller Starter Kit

1C210TBX024 IC210DDR024 20 point Durus-20 controller Starter Kit. ..............cooeveiiiinn.

1C210TBX124 1C210MDR024 20 point Durus-20 controller Starter Kit ...
1C210TMP001 Durus Controllers FLASH Memory Pack ...
1C220ACC001 Module Labels Narrow, Qty 10 o o
1C220ACC002 Module Labels Wide, Qty 10........oiin i
1C220ACC003 Point Labels Numbered 1-100 Qty 10....
1C220ACC004 Point Labels Blank Qty 1000. L e
IC220ACC005 Module Keying Tabs Qty 100...........ooiiiiiiiiiiii e
IC220ACC100 Motor Starter Brake Module DC
IC220ACC101 Motor Starter Brake Module AC/DC L L
IC220ACC103 Motor Starter Power CONNECtOr ...............ooiiiiii i
IC220ACC104 Motor Starter Power Bridge
IC220ACC105 Motor Circuit Connector-Qty 10.........
1C220ACC201 Relay Module Isolation Set (Requires 1 1C220TBK206) e
1C220ALG220 Analog In 15 Bit Voltage/Current 2 Channels. ..............ooooiiiiiiiiin
IC220ALG221 Analog In 15 Bit Voltage/Current 8 Channel
IC220ALG320 Analog Out 16 Bit Voltage/Current 1 Channel. ... S s
IC220ALG321 Analog Out 16 Bit Voltage 1 Channel ...
1C220ALG322 Analog Out 13 Bit Voltage 2 Channels ...
IC220ALG620 Analog In 16 Bit RTD 2 Channels ........
1C220ALG630 Analog In 16 Bit Thermocouple 2 Channels ... .

IC220BEM232 RS-232 Communications Module interfaces serial I/0 devicesto a...................
VersaPoint I/O Station.

IC220BEM485 RS-485/422 Communications Module interfaces serial I/0 devicestoa.............. 300
VersaPoint I/0 Station.
1C220D8BI001 DeviceNet Network Interface Unit..................oo

1C220DEMO01 VersaPoint Demo Case, DEVICENETNIU ...
1C220DEM002 VersaPoint Demo Case, PROFIBUS NIU.
IC220DEMO11 VersaPoint Static Demo, DEVICENET NIU. ...
IC220DEMO12 VersaPoint Static Demo, PROFIBUS NIU. ...

1C220EBI001 Ethernet TCP/IP Advanced Network Interface Unit - 10/100 Base-T(X) - .............. 290
PCP Support
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IC220EBI002
IC220MDD840
1C220MDD841
IC220MDD842
IC220MDL641
IC220MDL642
IC220MDL643
IC220MDL644
IC220MDL661
IC220MDL721
IC220MDL751
IC220MDL752
IC220MDL753
IC220MDL754
1C220MDL761
1C220MDLI30
1C220MDL940
1C220PBI002
1C220PWR001
1C220PWR002
IC220PWR003
1C220PWR011
IC220PWR012
IC220PWR013
IC220PWR014
IC220PWR101
IC220PWR102
IC220STRO01
1C220STR002
IC220STR003
1C220TBK061
1C220TBK062
IC220TBK082
1C220TBK083
1C220TBK084
1C220TBK085
1C220TBK087
1C220TBK122
1C220TBK123
1C220TBK201
1C220TBK202
1C220TBK203
1C220TBK204
1C220TBK206
1C600WD002C
1C600WD005C
1C600WD010C
1C600WD025C
1C600WD050C
IC646CSCEMK
1C646DUR0O01
IC646DUR101

IC646MBLO01
IC646MBLS99
IC646MBP0O01
IC646MBPS99
IC646MBS001
IC646MBSS99
IC646MBT001
IC646MBTS99
IC646MBW001
IC646MCD001
1C646MDA000
IC646MDAO75
IC646MDA150
IC646MDA159
IC646MDA300
IC646MDA700
IC646MEDO10
IC646MODEV
IC646MOP0O01
IC646M0OSS99
IC646MPC0O01
IC646MPH101

Product Name Page Number

Ethernet TCP/IP Standard Network Interface Unit - 10/100 Base-T(X) ...290
High Speed Counter input, 1 control input, 1 control output ...298
Absolute Encoder input, 4 digital inputs and 4 digital outputs........................ 298
Incremental Encoder input, 4 digital inputs and 4 digital outputs ...298
Input 24 VDC Positive Logic 2 Points ...293
Input 24 VDC Positive LOGIC 4 POINES. ... ...ttt e 293
Input 24 VDC Positive Logic 8 Points ...293
Input 24 VDC Positive Logic 16 Points. . ...293
Input 24 VDC Negative LOGIC 2 POINES .......vveie e 293
Output 24 VDC Positive Logic 2.0 A 2 Points. 294
Output 24 VDC Positive Logic 0.5 A 2 Paints. 294
Output 24 VDC Positive Logic 0.5 A 4 Points. L ...29
Output 24 VDC Positive Logic 0.5 A8 POINES. . ...t 294
Output 24 VDC Positive Logic 0.5 A 16 Points ...295
Output 24 VDC Negative Logic 0.5 A 2 Points e ...295
Output Relay 3.0 A T POINt ...t 295
Output Relay 3.0 A 1 Point ...295
Profibus-DP Network Interface Unit .290
Power Terminal 24 VDC ...291
Power Terminal Fused 24 VDC ........ ..ottt 291
Power Terminal Fused with Diagnostics 24 VDC..... ...291
Segment Terminal 24 VDC ...292
Segment Terminal FUsed 24 VDC.......uutii it 292
Segment Terminal Fused with Diagnostics 24 VDC...... ...292
Segment Terminal Electronic Fused 24 VDC.... 292
Power Terminal 120 VAC ...291
Power Terminal 230 VAC. .......uiei e 291
Motor Starter Direct, up to 1.5 kw/ 400 VAC (No UL) ...299
Motor Starter Direct, up to 3.7 kw/ 480 VAC (UL Approved). . ...299
Motor Starter Reversing, up to 1.5 kW/ 400 VAC (NOUL) ........ovviviviininnnn. 299
1/0 W/Shield, 6 Position Spring Style, Qty 5 ...301
1/0 Terminal Strip W/Dual Shield, 6 Position Spring Style-Qty 5. ...301
1/0 Terminal Strip, 8 Position Spring Style, Qty 10..........oviiiiiieeien 301
1/0 Terminal Strip, 8 Position Spring Style, AC Input-Qty 10 ...301
1/0 Terminal Strip, 8 Position Spring Style, AC Output-Qty 10. 301
1/0 Terminal Strip, 8 Position Spring Style, Relay Qty 10. e ...301
Power Terminal Strip, 8 Position Spring Style, Qty 10 ............ooooviiiiiiiiin. 301
1/0 Terminal Strip, 12 Position Spring Style, Input, Qty 10.... ...301
1/0 Terminal Strip, 12 Position Spring Style, Output Qty 10. .. e ...301
Terminal Strip Set, Spring Style, DEVICENET NIU.........oovviiiiiiiiie s 301
Terminal Strip Set, Spring Style, Encoder ..301
Terminal Strip Set, Spring Style, Analog Out/HSC .
Terminal Strip Set, Spring Style, AC Power Terminal ...... .
Terminal Strip Set, Spring Style, Relay Isolation................cooiiiiiiiiiis
1/0 Expansion Cable, 2 feet (0.6 meters).
1/0 Expansion Cable, 5 feet (1.5 meters) L e ..
1/0 Expansion Cable, 10 feet (3.0 meters) ...........ccooviiiviiiiiiiiines
1/0 Expansion Cable, 25 feet (7.5 meters) ...
1/0 Expansion Cable, 50 feet (15 meters). .
QuickPanel Control (CE) Development Software, Single License
Durus Controllers Program and Simulation Software..................oooce.

Durus Controllers Program and Simulation Software and PC to Controller............ 262
RS-232 Cable

Machine Edition Lite Development Suite, Single License
Machine Edition Lite Development Suite, Unlimited Seat Site License. .

Machine Edition Professional Development Suite, Single License....................... 9
Machine Edition Professional Development Suite, Unlimited Seat Site License........... 9
Machine Edition Standard Development Suite, Single License. ......................... 9
Machine Edition Standard Development Suite, Unlimited Seat Site License............. 9
Machine Edition Traditional Development Suite, Single License ........................ 9
Machine Edition Traditional Development Suite, Unlimited Seat Site License............ 9
Machine Edition Professional Development Suite with Runtimes, Single License ........ 9
Machine Edition Installation and Supplemental CD Pack - Single Set.................. 10
Proficy View Development and Runtime, 8000 Point. .. .10
Proficy View Development and Runtime, 75 Point .10
Proficy View Development and Runtime, 150 Point. .10

Proficy View Development and Runtime, 1500 Point. ..............cooveiiviianennn. 10
Proficy View Development and Runtime, 300 Point. ...
Proficy View Development and Runtime, 700 Point. ...
Demo Disks in cardboard mailer - 10 pack. . ..........ooiiiiiii 10
Motion Developer, Single License

Proficy View & Logic Developer PC Development (no runtime), 8000 Point. . .10
QuickPanel Control (CE) Development Software, Unlimited Seat Site License. . .10
Logic Developer PLC Configuration, Single License ..............c.oviiiiiiiiiann.. 9
Logic Developer PDA Single License with Adapters ................cooiiiiiiinn. 239
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1C646MPM001
IC646MPM101
1C646MPM101

1C646MPP0O01
1C646MPPS99
1C646MPS001
IC646MPSS99
1C646MQP0O01
1C646MQPS99
IC646MRA00O
IC646MRA075
IC646MRA150
IC646MRA159
IC646MRA300
IC646MRA700
IC646MRC000
IC646MRCO75
1C646MSP0O01
1C646MVDO00
1C646MVSS99
1C646VSCEMK
1C646PCM001
1C646PCM005
1C646PCM010
1C646PCM025
1C646PCMSCH
1C647BSC999

1C647BSD000

1C647BSLO00

1C647BSM000
1C647BSS000

1C647CSCEMK
1C647MBLO01L
1C647MBPO01
1C647MBS001
1C647MBT001
1C647MDA000
1C647MDAO75
1C647MDA150
IC647MDA159
1C647MDA300
1C647MDA700
1C647MODEV

1C647MOP001

1C647MPM0O01
1C647MPP0O01
1C647MPPUOL

1C647MPS001
1C647MPSUOL

1C647MQP0O01
1C647MQPUOL

1C647MRA000
IC647MRA075
IC647MRA150
IC647MRA159
IC647MRA300
IC647MRA700
IC647MRCO00
IC647MRCO75
IC647MVD000
IC647VSCEMK
IC660BBA020

IC660BBA021
IC660BBA023
IC660BBA024

IC660BBA025
IC660BBA026
IC6608BA100

Page Number

Logic Developer PLC Nano/Micro, Single License... ...
Proficy Logic Developer - PLC Nano/Micro, Progrommmg Cable
Proficy Logic Developer - PLC Nano/Micro and VersaMotion, ................
Programming Cable (No Upgrades included)

Logic Developer PLC Professional, Single License. .............cooeviiiiiiiiiiiiinns. 9
Logic Developer PLC Professional, Unlimited Seat Site License
Logic Developer PLC Standard, Single License . .
Logic Developer PLC Standard, Unlimited Seat Site License
Proficy View for QuickPanel, Single License .............ooviiiiiiiiii s
Proficy View for QuickPanel, Unlimited Seat Site License. .
Proficy View Runtime, 8000 Point
Proficy View RUNtime, 75 POINt ...ttt
Proficy View Runtime, 150 Point
Proficy View Runtime, 1500 Point
Proficy View Runtime, 300 POINt. ........oeiei e
Proficy View Runtime, 700 Point

Proficy View & Logic Developer PC Runtime, 8000 Point
Proficy View & Logic Developer PC Runtime, 75 Point
Logic Developer State Professional, Single License
Proficy View OPC Driver License with software key
Proficy View (CE) Standard Edition, Unlimited Seat Site License
Proficy View (CE) Standard Edition, Single License .............c.cocovviviiiiiinann. 10
Change Management 1 user-. ..
Change Management 5 users. .
Change Management 10 users. . ...
Change Management 25 users
Change Management Scheduler
Batch Client
Batch Developer......... ...
Batch Server Large
Batch Server Medium.
Batch Server Small

QuickpPanel Control (CE) Development Soﬂwure with hordwure key Single License .... 10

Machine Edition Lite Development Suite with hardware key, Single License ............ 9
Machine Edition Professional Development Suite with hardware key, Single License. ... 9
Machine Edition Standard Development Suite with hardware key, Single License. ... .. 9
Machine Edition Traditional Development Suite with hardware key, Single License ... 9

Proficy View Development and Runtime and hardware key, 8000 Point
Proficy View Development and Runtime and hardware key, 75 Point..................
Proficy View Development and Runtime and hardware key, 150 Point ...
Proficy View Development and Runtime and hardware key, 1500 Point .
Proficy View Development and Runtime and hardware key, 300 Point ...
Proficy View Development and Runtime and hardware key, 700 Point ................

Motion Developer with hardware key, Single License. ..., 9
Proficy View & Logic Developer PC Development (no runtime) with hardware key, ... .. 10
8000 Point

Logic Developer PLC Nano/Micro with hardware key.......
Logic Developer PLC Professional with hardware key, Single License. . ..

Logic Developer PLC Professional-Upgrade from LM90-70, CC90-70, VersaPro......... 9
Professional Edition with hardware key, Single License Upgrade

Logic Developer PLC Standard with hardware key, Single License. ..................... 9
Logic Developer PLC Standard-Upgrade from LM90-30, CC90-30, VersaPro............ 9
Standard Edition with hardware key, Single License Upgrade

Proficy View for QuickPanel with hardware key, Single License ....................... 10
Proficy View for QuickPanel-Upgrade from QuickDesigner with hardware key, ........ 10

Single License

Proficy View Runtime with hardware key, 8000 Point
Proficy View Runtime with hardware key, 75 Point
Proficy View Runtime with hardware key, 150 Point s
Proficy View Runtime with hardware key, 1500 Point.............................. 10
Proficy View Runtime with hardware key, 300 Point
Proficy View Runtime with hardware key, 700 Point
Proficy View & Logic Developer PC Runtime with hardware key 8000 Point ........... 10
Proficy View & Logic Developer PC Runtime with hardware key, 75 Point. .
Proficy View OPC Driver License with hardware key
Proficy View (CE) Standard Edition with hardware key, Single License .

Genius Analog I/0 Block, Voltage/Current, 4 Inputs/2 OUtputs,....................... 281
24/48 VDC Powered

Genius Analog Input Block, RTD, 6 Channel, 24/48 VDC Powered..................... 282
Genius Analog Input Block, Thermocouple, 6 Channel, 24/48 VDC Powered .......... 282

Genius Analog I/0 Block, Current-source, 4 Inputs/2 Outputs,
24/48 VDC Powered

Genius Analog Output Block, Current-source, 6 Channels, 24/48 VDC Powered... ... 280
Genius Analog Input Block, Current-source, 6 Channels, 24/48 VDC Powered. . ..... .. 279
Genius Analog 1/0 Block, Voltage/Current, 4 Inputs/2 Outputs,....................... 281
115 VAC Powered
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1C660BBA101
IC660BBA103

1C660BBA104

IC660BBA105

IC660BBA106

1C6608BD020
1C660B8BD021
1C6608BD022
1C660BBD023
1C660BBD024
1C660BBD025
1C6608BD101
1C6608BD110
1C660B8BD120
IC660BBR100
1C660BBR101
1C660BBS102
1C660BBS103

1C660BCM501
1C660BLCO0L
1C660BLCO03
1C660BLM506
1C660BLM507
1C660BLM508
1C660BPM100
IC660BPM500
IC660BSM021
IC660BSM120
IC660ELBI21
IC660ELB922
IC660ELBI31
IC660HHMS501
IC676ACC0O01
IC676ACC002

IC676ACC003
IC676ACC004
IC676ACC005
IC676CBLPBB003
IC676CBLPBB00S
IC676CBLPBBO10
IC676CBLPBB020
IC676CBLPBB0OS0
IC676CBLPBB100
IC676CBLPBF020
IC676CBLPBFO50
IC676CBLPBF100
IC676CBLPBMO020
IC676CBLPBMO50
IC676CBLPBM100
IC676CBLPWB003
IC676CBLPWB00S
IC676CBLPWB010
IC676CBLPWB020
IC676CBLPWB050
IC676CBLPWB100
IC676CBLPWF020
1C676CBLPWF050
1C676CBLPWF100
1C676CBLPWMO020
1C676CBLPWMO50
IC676CBLPWM100
IC676PBI008
IC676PBI016
IC676PBM442
IC676PBO082
IC677ABI004
IC677ABO004
IC677CBLLBB0013

IC677CBLPWB0013

Product Name Page Number

Genius Analog Input Block, RTD, 6 Channel, 115 VAC/125 VDC Powered. ...282
Genius Analog Input Block, Thermocouple, 6 Channel ..282
115 VAC/125 VDC Powered
Genius Analog 1/0 Block, Current-source, 4 Inputs/2 OUtpULS,. ..............o.ovve.. 281
115 VAC/125 VDC Powered

Genius Analog Output Block, Current-source, 6 Channels, . ...
115 VAC/125 VDC Powered

Genius Analog Input Block, Current-source, 6 Channels,............................. 279
115 VAC/125 VDC Powered

Genius Discrete 1/0 Block, 24/48 VDC Grouped, 16 Point, Source.
Genius Discrete I/0 Block, 24/48 VDC Grouped, 16 Point, Sink 277
Genius Discrete 1/0 Block, 24 VDC Grouped, 16 Point, Source ..277
Genius Discrete 1/0 Block, 24 VDC Grouped, 16 Point, Sink........................... 277
Genius Discrete I/0 Block, 12/24 VDC Grouped, 32 Point, Source ..277
Genius Discrete I/0 Block, 5/12/24 VDC Grouped, 32 Point, Sink ...278
Genius Discrete 1/0 Block, 115 VAC Grouped, 8 POINt...........ovvviuieeiieinns 276
Genius Discrete Input Block, 115 VAC Grouped, 16 Point. ...276
Genius High Speed Counter Block ... ...283
Genius Relay Output Block, Grouped 16 Points, Normtu C\osed ... 276,278
Genius Relay Output Block, Grouped, 16 Points, Normally Open................. 276,278
Genius Discrete 1/0 Block, 115 VAC/125 VDC Isolated, 8 Point .. 276,278

Genius Discrete 1/0 Block, 115 VAC/125 VDC Isolated, 8 Point, .. 276,278
w/o Failed Switch Diagnostic

Hand-Held Monitor Battery Charger . ...286
Communications Cable (Belden 9182 type) 15 inch (qty 3] . e ...286
Communications Cable (Belden 9182 type) 36 inch (qty 1) ...............coooeenene. 286
Bus Terminator Plugs, 150 ohm (qty 4)
Genius Block Puller

Bus Terminator Plugs, 150 ohm (qgty 4)
Genius 1/0 PowerTrac Monitoring Block.
Hand-Held Monitor Battery Pack s .
Genius Bus Switching Module, 24/48 VDC...........o.ouoii e
Genius Bus Switching Module, 115 VAC/125 VDC.
Genius Single-channel ISA PCIM.
Genius Dual-channel ISAPCIM ....... e e .
Genius Dual-channel PCIPCIM . ...
Hand-Held Monitor
VersaMax IP Point Labels - Qty 50.. . .
Protective Caps - Male (For unused I/O connectors and/or outgowng ................. 307

..217

bus & power connectors) - Qty 5
Protective Caps - Female (For unused incoming power connectors) - Qty 5 .......... 307
Profibus Network Termination ReSIStOr . ............ooiieriiiiiiiiiiiins 307

Profibus Network Tee
IP67 Profibus Cordset - 0.3 Meters. ...
IP67 Profibus Cordset - 0.5 Meters.
IP67 Profibus Cordset - 1 Meter ...
IP67 Profibus Cordset - 2 Meters ..
IP67 Profibus Cordset - 5 Meters ..
IP67 Profibus Cordset - 10 Meters
IP67 Profibus Cordset - 2 Meters - Female Connector w/Leads
IP67 Profibus Cordset - 5 Meters - Female Connector w/Leads
IP67 Profibus Cordset - 10 Meters - Female Connector w/leads ..................... 307
IP67 Profibus Cordset - 2 Meters, Male Connector w/Leads. .
IP67 Profibus Cordset - 5 Meters, Male Connector w/Leads. . e
IP67 Profibus Cordset - 10 Meters - Male Connector w/Leads. ....................... 307
IP67 Power Cordset - 0.3 Meters
IP67 Power Cordset - 0.5 Meters ..
IP67 Power Cordset - 1 Meter o L
IP67 Power Cordset - 2 MEtErS . ... . .uue it
IP67 Power Cordset - 5 Meters .
IP67 Power Cordset - 10 Meters..
IP67 Power Cordset - 2 Meters - Femole Connector w/Leads .................c......
IP67 Power Cordset - 5 Meters - Female Connector w/Leads
IP67 Power Cordset - 10 Meters - Female Connector w/Leads
IP67 Power Cordset - 2 Meters - Male Connector w/Leads
IP67 Power Cordset - 5 Meters - Male Connector w/Leads. .................o..oev...
IP67 Power Cordset - 10 Meters - Male Connector w/Leads ...

8 Point Input Module, Profibus . ..
16 Point Input Module, Profibus ...
4 Point Input and 4 Point (2 Amp) Output Module, Profibus ..
8 Point (2 Amp) Output Module, Profibus............
Expansion VersaMax IP Modular slave with (4) analog inputs . . .

Expansion VersaMax IP Modular slave with (4) analog outputs. ...................... 306

IP67 Local communications cable for local bus; B-coded, 5 position,................. 307
shielded 13.5 cm.

IP67 Voltage supply cable for local bus; A-coded, 5 position, unshielded 13.5 cm. ....307
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1C677DBI008
IC677DBM442

1C677DB0085
IC677PBIO01
IC687BEM731
IC690ACCI01
IC690ACC903
IC690ACC905
IC690ACC990
1C690CBL700
1C690CBL701
1C690CBL702
IC690CBL705
IC690CDR002
IC690PWR024

IC690PWR124

IC693ACC300
IC693ACC301
IC693ACC302
IC693ACC307
IC693ACC308
IC693ACC310
IC693ACC311
IC693ACC319
IC693ACC329

IC693ACC330
IC693ACC331
IC693ACC332
IC693ACC333
IC693ACC334

IC693ACC337

IC693ACC341

IC693ACC350
IC693ALG220
IC693ALG221
IC693ALG222
IC693ALG223
IC693ALG390
IC693ALG391
IC693ALG392
IC693ALG442
IC693APU300
IC693APU305
IC693BEM320
IC693BEM321
IC693BEM331
IC693CBL300
1C693CBL301
IC693CBL302
IC693CBL312
IC693CBL313
IC693CBL314
IC693CBL327
IC693CBL328
IC693CBL329
IC693CBL330
1C693CBL331
IC693CBL332
IC693CBL333
1C693CBL334
IC693CHS391
IC693CHS392
IC693CHS393
IC693CHS397
IC693CHS398
IC693CHS399
1C693CMM302
IC693CMM311

Page Number

Expansion VersaMax IP Modular slave with (8) 24 VDC inputs........................ 305
Expansion VersaMax IP Modular slave with (4) 24 VDC inputs and 4 outputs ......... 306
(2. amp)

Expansion VersaMax IP Modular slave with (8) 24 VDC outputs ...................... 305
Profibus VersaMax IP Modular local bus master with (8) 24 VDC inputs............... 305

VME Single Slot Bus Controller.

Mini-Converter Kit with cable (RS-485/RS-232)
RS-485 Port Isolator

Encapsulated Thermistor Kit Qty 2...........o.oiiiiiii e
Portable Program Download Device. ...........oevivuiiiiii i

Cable Kit, Power Supply Expansion (used for two-rack power supply function)........ 117
Cables - PCM to IC640 or PC-XT Computer, 10 feet (3 meters)........................ 117
Cables - PCM to PC-AT Computer, 10 feet (3 meters)
Cables - PCM to IC642 or PS/2 Computer, 10 feet (3 meters).
User Manuals, InfoLink CD-ROM Documentation, Single-user License....

28,79,117,159

24VDC, 5 Amp Output Power and 120/230 VAC Input Power................ 79, 160, 239
Power Supply
24VDC, 10 Amp Output Power and 120/230 VAC Input Power .............. 79, 160, 239
Power Supply
DC Voltage Input Simulator, 8/16 POINES .........ovveeiiiiii e 126
Replacement Battery, CPUGPCM (qty 2)..............ooooiiii 159

External High capacity battery pack
1/0 Bus Terminator Plug. e
Rack Adaptor Bracket, Series 90-30 10 Slot to 19" (Front Mount) ..................... 159
Filler Module, Blank Slot
Twenty Point Terminal Blocks (qty 6) e e .
Spare Plastic Cases Parts Kit (1/0, CPU, PCM).. ...t 159

Interposing terminal block base for IC694MDL645, IC694MDL646, ................. 79,159
and 1C694MDL240.

Interposing terminal block base for IC694MDL740 and IC694MDL742. ........... 79,159
Interposing terminal block base for IC694MDL741 79,159
Interposing terminal block base for IC694MDL940 e .. 79,159
Interposing terminal block base for IC694MDL340 ...........ocovviiiiiiinns 79,159
1/0 module face plate adapter for 20 screw type I/O modules.................... 79,159
Faceplate provides a 24 pin male Fujitsu connector.

Interposing terminal block base for IC693MDL654/655/752/753. ... ....o.v.... 79,159
and IC694MDL654/655/752/753

Power Supply, Redundant Base. Supports two power supplies................... 36,125
with 0.5 meter cable

Power Supply, Redundant Adapter for CPU and Expansion base. ................ 36,125

Analog Input, Voltage, 4 Channel. ......... ...
Analog Input, Current, 4 Channel
Analog Input, Voltage, High Density (16 Channel). .
Analog Input, Current, High Density (16 Channel)
Analog Output, Voltage, 2 Channel
Analog Output, Current/Voltage, 2 Channel.
Analog Current/Voltage Output, 8 Channel .
Analog Current/Voltage Combination 4 Chonnel In/2 Chunne\ Out...ooiiiiis 137
Series 90-30 High Speed Counter
1/0 Processor Module .
Series 90-30 Communication, I/0 Link Interface Modu\e (S\uve) ......................
Series 90-30 Communication, /0 Link Interface Module (Master) ...
Series 90-30 1/0 Bus Module, Genius Bus Controller
Cable, I/0 Base Expansion, 1 Meter, Shielded e .
Cable, I/0 Base Expansion, 2 Meters, Shielded ..................................
Cable, I/0 Base Expansion, 15 Meter, Shielded with built-in terminator. ... .
Cable, I/0 Base Expansion, 0.15 Meter, Shielded .
Cable, /0 Base Expansion, 8 Meters, Shielded ..............c.cooviiiiiiiin,
Cable, I/0 Base Expansion, 15 Meters, Shielded with no built-in terminator. .
Cable, Left Side, One - 24 Pin 90 Degree Connector, 3 Meter
Cable, Right Side, One - 24 Pin 90 Degree Connector, 3 Meter
Cable, Left Side, One - 24 Pin 90 Degree Connector, 1 Meter
Cable, Right Side, One - 24 Pin 90 Degree Connector, 1 Meter .
Cable, Left Side, One - 24 Pin 90 Degree Connector, 2 Meter
Cable, Right Side, One - 24 Pin 90 Degree Connector, 2 Meter
Cable, Left Side, One - 24 Pin 90 Degree Connector, 0.5 Meter
Cable, Right Side, One - 24 Pin 90 Degree Connector, 0.5 Meter. . ..
10-slot CPU Baseplate (Model 331 and above) ............ooovvviiiiiiiiinn, 123
10-slot Expansion Baseplate (Model 331 and above)
10-slot Remote Baseplate (Model 331 and above).
5-slot CPU Baseplate (Model 331 and above)
5-slot Expansion Baseplate (Model 331 and above) ...l
5-slot Remote Baseplate (Model 331 and above)
Series 90-30 Enhanced Genius Communications Module. ...
Series 90-30 Communications Control Module..................oo .
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Product Number

1C693CMM321
1C693CPU311

1C693CPU313

1C693CPU323

1C693CPU350

1C693CPU360

1C693CPU363

1C693CPU366

1C693CPU367

1C693CPU370

1C693CPU3T72

1C693CPU374

1C693DNM200
IC693DNS201

1C693DSM314
1C693DSM324
IC693MAR590
1C693MDL230
1C693MDL231
1C693MDL240
1C693MDL241
1C693MDL250
1C693MDL260
IC693MDL310
IC693MDL330
IC693MDL340
IC693MDL350
IC693MDL390
IC693MDL632
IC693MDL634
IC693MDL645
IC693MDL646
IC693MDL648
IC693MDL654
IC693MDL655
IC693MDL660
IC693MDL730
IC693MDL731
IC693MDL732
IC693MDL733
IC693MDL734
IC693MDL740
IC693MDL741
IC693MDL742
IC693MDL748
IC693MDL752
IC693MDL753
IC693MDL754

IC693MDL760
IC693MDL916
IC693MDLI30
IC693MDL931
IC693MDL940
IC693MDR390
IC693MLX000
IC693NIU004

IC693PBM200
1C693PBS201

IC693PCM301
IC693PCM311
1C693PTM100

1C693PTM101

IC693PWR321
IC693PWR328
IC693PWR330
IC693PWR331
IC693PWR332
IC693TCM302
IC693TCM303

IC694ACC300
IC694ACC310

Product Name
Series 90-30 PLC Ethernet TCP/IP Module. ..
5-slot Baseplate (Model 311)
5-slot Baseplate (Model 313)
10-slot Baseplate (Model 323)
CPU (Model 350)

Page Number
...145
..120
120
... 120
..120

CPU (Model 360) 120
CPU (Model 363) 121
CPU (Model 366 with built-in Profibus Master). ... Lo e 121
CPU (Model 367 built-in Profibus Slave) ... 121
CPU (MOEI 370) . ..ottt e e 122

CPU (Model 372 with built-in 10/100 Mbps Ethernet and WEB Enabled).. . 122
CPU (Model 374 PLUS with built-in 10/100 Mbps Ethernet and WEB Enabled). ... .....122
Series 90-30 Communications Module, DeviceNet, Master........................... 146
Series 90-30 Communications Module, DeviceNet, Slave ... 146
Series 90-30 Digital Servo Module, 4-Axis (Fiber Optic Interface to Amplifiers) ........153
Series 90-30 Digital Servo Module, 4-AXIS. .........ovviit i 153
AC/DC Voltage I/0 Module, AC In/Relay Out N.O............. ...135
AC Voltage Input Module, 120 VAC Isolated, 8 Point Input . 126
AC Voltage Input Module, 240 VAC Isolated, 8 Point Input . ... L ... 126
AC Voltage Input Module, 120 VAC, 16 Point INput. . ........ouvoeiieii i 126
AC/DC Voltage Input Module, 24 VAC/VDC 127
AC Voltage Input Module, 120 VAC Isolated, 16 Point Input .. L ...126
AC Voltage Input Module, 120 VAC, 32 Point INput. . .......vovveiiiiiiiiens 127
AC Voltage Output Module, 120 VAC, 0.5A, 12 Point Output ..132
AC Voltage Output Module, 120/240 VAC, 1A, 8 Point Output 132
AC Voltage Output Module, 120 VAC, 0.5A, 16 Point Output e ...132
AC Voltage Output Module, 120 VAC Isolated, 2A, 16 Point OQutput ................... 132
AC Voltage Output Module, 120/240 VAC Isolated, 2A, 5 Point Output. .. . 132
DC Voltage Input Module, 125 VDC Pos/Neg Logic, 8 Point Input 127
DC Voltage Input Module, 24 VDC Pos/Neg Logic, 8 Point Input...................... 127
DC Voltage Input Module, 24 VDC Pos/Neg Logic, 16 Point Input 127

DC Voltage Input Module, 24 VDC Pos/Neg Logic, FAST, 16 Point Input..... 128
DC Voltage Input Module, 48 VDC Pos/Neg Logic, FAST, 16 Point Input............... 128
DC Voltage Input Module, 5/12 VDC (TTL) Pos/Neg Logic, 32 Point Input.............. 128

DC Voltage Input Module, 24 VDC Pos/Neg Logic, 32 Point Input. . .128

DC Voltage Input Module, 24 VDC Pos/Neg Logic, 32 Point Input 128
DC Voltage Output Module, 12/24 VDC Positive Logic, 2A, 8 Point Output ............ 132
DC Voltage Output Module, 12/24 VDC Negative Logic, 2A, 8 Point Output ........... 133
DC Voltage Output Module, 12/24 VDC Positive Logic, 0.5A, 8 Point Output........... 133
DC Voltage Output Module, 12/24 VDC Negative Logic, 0.5A, 8 Point Output. ......... 133
DC Voltage Output Module, 125 VDC Pos/Neg Logic, 6 Point Output ................. 133

DC Voltage Output Module, 12/24 VDC Positive Logic, 0.5A, 16 Point Output. . 133
DC Voltage Output Module, 12/24 VDC Negative Logic, 0.5A, 16 Point Output 133
DC Voltage Output Module, 12/24 VDC Positive Logic ESCP, 1A, 16 Point Output...... 134

DC Voltage Output Module, 48/24 VDC Positive Logic, 0.5A, 8 Point Output........... 134
DC Voltage Output Module, 5/24 VDC (TTL) Negative Logic, 0.5A, 32 Point Output. . ... 134
DC Voltage Output Module, 12/24 VDC Positive Logic, 0.5A, 32 Point Output. ......... 134

DC Voltage Output Module, 12/24 VDC Positive Logic, 0.75A with ESCP protection, ... 134
32 Point Output

Solenoid Module. ... 77,150
AC/DC Voltage Output Module, Relay, N.O., 4A Isolated, 16 Point Output ............. 135
AC/DC Voltage Output Module, Relay, N.O., 4A Isolated, 8 Point Output............... 134

AC/DC Voltage Output Module, Relay, N.C. and Form C, 8A Isolated, 8 Point Out.......... 135
AC/DC Voltage Output Module, Relay, N.O., 2A, 16 Point Output
AC/DC Voltage Output Module, 24 VDC Input, Relay Output, 8 In/8 Out. ...
Spare Series 90-30 |/0 Modules Label Kit (various quantities)........................
Ethernet Remote 1/0 Expansion (SIave) .............oooviiiiii s

Communications Module, Profibus-DP Module (Master)
Communications Module, Profibus-DP Module (Slave)

Series 90-30, Programmable Coprocessor Module, 192 KB (47 KB Basic Prgm] ....... 151
Series 90-30, Programmable Coprocessor Module, 640 KB (190 KB Basic Prgm) ....... 151
Power Transducer Module Processing Module interface board ...................... 149
(a panelmounted circuit board.)

Power Transducer Module Processing Module interface board .................. 76,149

(a panelmounted circuit board.)

Power Supply, 120/240 VAC, 125 VDC ...
Power Supply, 48 VDC
Power Supply, 120/240 VAC, 125 VDC
Power Supply, 24 VDC .
Power Supply, 12 VDC .
Temperature Control Module (8) T/C (1) RTD ond (8) 24.DC Output ..
Temperature Control Module, Extended Range, (8) T/C, (1) RTD and
(8) 24 VDC Output

PACSystems RX3i DC Voltage Input Simulator, 8/16 PoINts. .................co.oevns 37
Filler Module, Blank SIot. ... 79
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Product Number Product Name

IC694ACC311
IC694ALG220
IC694ALG221
IC694ALG222
IC694ALG223
IC694ALG390
IC694ALG391
IC694ALG392
IC694ALG442

IC694APU300

IC694BEM331

1C694CHS392

1C694CHS398

IC694DNM200
1C694DSM314
1C694DSM324
1C694MDL230
1C694MDL231
1C694MDL240
1C694MDL241
1C694MDL250
1C694MDL260
1C694MDL310
1C694MDL330
1C694MDL340
1C694MDL350

1C694MDL390
1C694MDL632
1C694MDL634
1C694MDL645
1C694MDL646

1C694MDL654

1C694MDL655
1C694MDL660

1C694MDL732

1C694MDL734

1C694MDL740

1C694MDL741

1C694MDL742

1C694MDL752

1C694MDL753

1C694MDL754

1C694MDLI16

1C694MDLI30

1C694MDLI31

1C694MDL940
1C694PWR321
IC694PWR330
IC694PWR331
1C694T8B032
1C694TBB132

1C694TBS032
1C694TBS132

IC695ACC600

IC695ALG106

Page Number

RX3i style 1C694 1/0 modules Terminal Blocks, 20 terminals (qty 6)
PACSystems RX3i Analog Input, Voltage, 4 Channel
PACSystems RX3i Analog Input, Current, 4 Channel ..., 43
PACSystems RX3i Analog Input, Voltage, High Density (16 Channel)
PACSystems RX3i Analog Input, Current, High Density (16 Channel) 43
PACSystems RX3i Analog Output, Voltage, 2 Channel.................oooin,

PACSystems RX3i Analog Output, Current, 2 Channel
PACSystems RX3i Analog Output, Current/Voltage, 8 Channel

PACSystems RX3i Analog Current/Voltage Combination.................o.cooveven...
4 Channel In/2 Channel Out

PACSystems RX3i High Speed COUNter. ............oovuiiiii i 70
PACSystems RX3i Genius Bus Controller ...............covviiiiiiiiiiiiaains 68
PACSystems RX3i serial 10-slot Expansion Baseplate (serial bus only) . ...
PACSystems RX3i serial 5-slot Expansion Baseplate (serial bus only) .. ..
PACSystems RX3i DeviceNet Master Module ..o,

PACSystems RX3i Digital Servo Module, 4-AXIS . ........ooviiiii i 73
PACSystems RX3i Digital Servo Module, 4-Axis (Fiber Optic Interface to Amplifiers)

PACSystems RX3i AC Voltage Input Module, 120 VAC Isolated, 8 Point Input........... 37
PACSystems RX3i AC Voltage Input Module, 240 VAC Isolated, 8 Point Input........... 37

PACSystems RX3i AC Voltage Input Module, 120 VAC, 16 Point Input. . ...
AC/DC Voltage Input Module, 24 VAC/VDC
PACSystems RX3i AC Voltage Input Module, 120 VAC Isolated, 16 Point Input.......... 37
PACSystems RX3i AC Voltage Input Module, 120 VAC, 32 Point Input..................

PACSystems RX3i AC Voltage Output Module, 120 VAC, 0.5A, 12 Point Output ...
PACSystems RX3i AC Voltage Output Module, 120/240 VAC, 1A, 8 Point Output

PACSystems RX3i AC Voltage Output Module, 120 VAC, 0.5A, 16 Point Output ......... 45
PACSystems RX3i AC Voltage Output Module, 120/240 VAC Isolated, 2A, .............. 46
16 Point Output

PACSystems RX3i AC Voltage Output Module, 120/240 VAC Isolated,.................. 45

2A, 5 Point Output

PACSystems RX3i DC Voltage Input Module, 125 VDC Pos/Neg Logic, 8 Point Input . ... 38
PACSystems RX3i DC Voltage Input Module, 24 VDC Pos/Neg Logic, 8 Point Input ... 38
PACSystems RX3i DC Voltage Input Module, 24 VDC Pos/Neg Logic, 16 Point Input . ... 38

PACSystems RX3i DC Voltage Input Module, 24 VDC Pos/Neg Logic, FAST,............. 39
16 Point Input
PACSystems RX3i DC Voltage Input Module, 5/12 VDC (TTL) Pos/Neg Logic,............ 39

32 Point Input
PACSystems RX3i DC Voltage Input Module, 24 VDC Pos/Neg Logic, 32 Point Input . ... 39

PACSystems RX3i DC Voltage Input Module, 24 VDC Pos/Neg Logic, 32 Point Input . ... 39
and Requires High Density Terminal Block (IC694TBB032 or IC694TBS032)

PACSystems RX3i DC Voltage Output Module, 12/24 VDC Positive Logic, 0.5A, .......... 46
8 Point Output

PACSystems RX3i DC Voltage Output Module, 125 VDC Pos/Neg LogiC,................ 46
6 Point Output

PACSystems RX3i DC Voltage Output Module, 12/24 VDC Positive Logic, 0.5A, .......... 46
16 Point Output

PACSystems RX3i DC Voltage Output Module, 12/24 VDC Negative Logic, 0.5A,........ 47

16 Point Output
PACSystems RX3i DC Voltage Output Module, 12/24 VDC Positive Logic ESCP, 1A, .....47
16 Point Output

PACSystems RX3i DC Voltage Output Module, 5/24 VDC (TTL) Negative Logic, ......... 47
0.5A, 32 Point Output

PACSystems RX3i DC Voltage Output Module, 12/24 VDC Positive Logic, 0.5A, .......... 47
32 Point Output

PACSystems RX3i DC Voltage Output Module, 12/24 VDC Positive Logic with.......... 48

ESCP (Self Healing), 0.75A, 32 Point Output and Requires High Density
Terminal Block (IC694TBB032 or IC694TBS032). Point Level Diagnostics
sent to the Controller.

PACSystems RX3i AC/DC Voltage Output Module, Relay, N.O., 4A Isolated, . ............ 48
16 Point Output

PACSystems RX3i AC/DC Voltage Output Module, Relay, N.O., 4A Isolated, ............. 48
8 Point Output

PACSystems RX3i AC/DC Voltage Output Module, Relay, N.C.and Form C,............. 48

8A Isolated, 8 Point Output

PACSystems RX3i AC/DC Voltage Output Module, Relay, N.O., 2A, 16 Point Output . ... 49
Power Supply, 120/240 VAC, 125 VDC
Power Supply, 120/240 VAC, 125 VODC ...
Power Supply, 24 VDC .
High Density 32 Point Terminal B\ock Box Sty\e .
High Density 32 Point Terminal Block Box Style with Extended Shroud ........... 79,159

for Large Wiring Bundles

High Density 32 Point Terminal Block Spring Style. ..., 79,159
High Density 32 Point Terminal Block Spring Style with Extended Shroud. . ....... 79,159
for Large Wiring Bundles

RX3i Cold Junction Compensation Kit (Contains 2 CJCs| for........................... 79
Universal Analog Input Module

PACSystems RX3i Isolated Analog Input Configurable per channel for................. 41

Current or Voltage. High Density (6 Isolated Channels)
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Product Number
IC695ALG112

IC695ALG306

IC695ALG312

IC695ALG508

IC695ALG600

IC695ALG608

IC695ALG616

IC695ALG626

IC695ALG628

IC695ALG704
IC695ALG708
IC695ALG728

IC695ALG808
IC695CHS012
IC695CHS016
IC695CMM002
IC695CMMO004
IC695CMU310
IC695CMX128
IC695CPU310
IC695CPU320
IC695CRU320

IC695DEMO01
IC695DEM002
IC695DEM004
IC695ETM0O01

IC695FTBO0L
IC695HSC304
IC695HSC308
IC695LRE00L
IC695NKT001

1C695PBM300
IC695PBS301
IC695PMM335
IC695PSA040
IC695PSA140
1C695PSD040
IC695PSD140
IC695RMX128

IC695STK001
1C695STK002
IC695STKO003

IC695STK004

IC695STK005

IC695STK006

IC695STKO007

1C697ACC621
IC697ACC624
IC697ACC644
IC697ACC700
IC697ACC701
IC697ACC702
IC697ACC715
IC697ACC720
IC697ACC721
IC697ACC722
IC697ACC723
IC697ACC724

Product Name Page Number

PACSystems RX3i Isolated Analog Input. Configurable per channel .42
for Current or Voltage. High Density (12 Isolated Channels)

Isolated Thermocouple Input module provides six isolated differential . ........ 54,59, 62
thermocouple input channels

Isolated Thermocouple Input module provides twelve isolated differential ... .. 55,59, 62
thermocouple input channels

Isolated RTD Input module (also supports Resistive) . ................co.oveviein... 56, 66
provides eight isolated differential Resistive or RTD input channels.

Configurable per channel for Current, Voltage, RTD,................. 40, 54, 56, 59, 62, 66

Thermocouple and Resistive. High Density (8 Channel).
PACSystems RX3i Analog Input. Configurable per channel for Current or Voltage. ..... 40
High Density (8 Channel).

PACSystems RX3i Analog Input. Configurable per channel for Current or Voltage. ..... 40
High Density (16 Channel).

PACSystems RX3i Analog Input with HART Communications. Configurable ............ 41
per channel for Current or Voltage. High Density (16 Channel).

PACSystems RX3i Analog Input with HART Communications. Configurable ............ 41
per channel for Current or Voltage. High Density (8 Channel).

PACSystems RX3i Analog Output, Current/Voltage, 4 Channel ........................ 50
PACSystems RX3i Analog Output, Current/Voltage, 8 Channel ........................ 50
PACSystems RX3i Analog Output with HART Communications, Current/Voltage, ....... 51
8 Channel

PACSystems RX3i Isolated Analog Output, Current/Voltage, 8 Isolated Channels. . ...
PACSystems RX3i 12 slot high speed controller base supports PCI and serial bus
PACSystems RX3i 16 slot high speed controller base supports PCI and serial bus...... 33
Two Port Serial Module .
Four Port Serial Module .
PACSystems RX3i Redundant Hot Standby CPU with two buwlt -in serial ports.......... 31

RX3i Control Memory Xchange Module for Peer to Peer network .67
PACSystems RX3i CPU with two built-in serial ports ....30
PACSystems RX3i CPU with two built-in serial ports ..., 30
PACSystems RX3i Bumpless Redundant High Availability CPU ........................ 31
with two built-in serial ports. (Requires IC695RMX128 Data Sync Module)

RX3i Power PACKAGE 1 DEMO CASE. .. ...ttt e e et 82
RX3i Power PACkage 2 Demo Case .82
Beta i Series 1-Axis Motion Demo Case ....82
PACSystems RX3i Ethernet TCP/IP 10/100Mbits, two RJ-45 ports with........ 67
built-in switch

PACMotion I/0 Fiber Terminal BIOCK .. ...\ 72
PACSystems RX3i High Speed CoUNter. ...........o.iioiii i 70
PACSystems RX3i High Speed Counter. .70
PACSystems RX3i Expansion Module ... 78
PACSystems RX3i Ethernet Remote 1/0 Expansion Kit. Kit mcludes aNIUo0l .......... 78
with two built-in serial ports and ETM001

PACSystems RX3i Profibus Master Module, Supports DPV1 Class 1 and Class 2............ 67
PACSystems RX3i Profibus Slave Module, Supports DPV1 Class 1 and Class 2............ 68
PACMotion Module .71
Power Supply, 120/240 VAC, 125 VDC .34

Multipurpose Power Supply, 120/240 VAC, 125VDC. .......o.uvviiiiiiiiieiiien 34
Power Supply, 24 VDC
Multipurpose Power Supply, 24 VDC.

RX3i Control Memory Xchange Module for Peer to Peer network 128Megbytes of ....32
user shared memory.

RX3i Controller PACkage 1 Starter Kit............ooouiiioiiiiiiii s 82
RX3i with Control and View. Power PACkage 2 Starter Kit.....................ooooe.es 82
RX3i, The Complete PACkage with Control, Motion and View. Power PACkage ......... 82
3 Starter Kit

RX3i Power PACkage 4 Starter Kit includes (one each IC695CPU310,.................. 82
1C695CHS012, IC695PSA040, IC695ETMO01, IC646MPP101)

RX3i Power PACkage 5 Starter Kit includes (one each IC695CPU310,.................. 82
IC695CHS012, IC695PSA040, IC646MPP101)

RX3i Power PACkage 6 Starter Kit includes (one each IC695CPU310,.................. 82
1C695CHS012, IC695PSD04O, IC695ETMO01, IC646MPP101)

RX3i Power PACkage 7 Starter Kit includes (one each IC695CPU310,.................. 82

IC695CHS012, IC695PSD040, IC646MPP101)
Short Rack Fan Assembly, 120 VAC. ..
Short Rack Fan Assembly, 240 VAC. .. o .
Short Rack Fan Assembly, 24 VDC.........oviiiii i
Terminal Block, 40 Contacts (qty 6)
Replacement Battery, CPU & PCM (qty. 2) ...
1/0 BUS TErMINGLOT PIUG. ..+ttt
VME Option Kit {J2 Backplane)
Blank Slot Filler, Full Slot Rack (qty. 6) .
Rack Fan Assembly, 120 VAC e
VME Backplane Connector, Interrupt Jumper (qty 6) ................................ 117
Clear Plastic Doors (qty. 6)
Rack Fan Assembly, 240 VAC
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Product Number Product Name

IC697ACC725
IC697ACC726
IC697ACC727
IC697ACC728
IC697ACC729
IC697ACC730
IC697ACC732
IC697ACC736
IC697ACCT744
IC697ACC902
1C697ACC903
IC697ALG230
IC697ALG320
IC697ALG440
IC697ALG441
IC697BEM711
IC697BEM713
IC697BEM731
IC697BEM733
1C697CBL709
1C697CBL713
1C697CBL811
1C697CBL826
IC697CGR772

1C697CGRI3S

IC697CHS750
1C697CHS770
IC697CHS771
1C697CHS782
IC697CHS783
1C697CHS790
1C697CHS791
1C697CMM711
1C697CMM742
1C697CPM790

1C697CPX772

IC697CPX782

1C697CPX928

1C697CPX935

IC697HSC700
1C697MDL240
1C697MDL241
1C697MDL250
1C697MDL251
1C697MDL252
1C697MDL253
IC697MDL254
1C697MDL340
1C697MDL341
1C697MDL350
1C697MDL640
1C697MDL651
1C697MDL652
1C697MDL653
1C697MDL654
1C697MDL671
1C697MDL740
1C697MDL750
IC697MDL752
1C697MDL753
1C697MDLI40
1C697MLX000
1C697PCM711
IC697PWR710
1C697PWR711
IC697PWR724
IC697PWR748

Page Number

CPU-style Painted Door, Blank (qty 6) . ...
Top PWA Cover, CPU-Style, (qty. 6) L
Top and Bottom PWA Cover - GBC (qly. 2) ......ouovieiiiiiiiieeiiee e
Top and Bottom PWA Cover - BTM/BTR (qty. 2)..
Top and Bottom PWA Cover - I/0 Link e
Spare Slot Terminal Strip Retainer (gty. 1. ...........ooii i
Top PWA Cover - CPU77x and CPU78x (qty. 2). ..
Cable Shield Clamping Assembly L e .
Rack Fan Assembly, 24 UDC.......viiii e
Miniconverter Kit with Cable for NEC9800 (RS-232 to RS-485)
RS-485 Port Isolator .. o
Analog Input, High Level .. 19,110
Analog Output, VOItage/CUrrent. . ..........iuee it 22,113
Analog Expander, Current .. 19,110
Analog Expander, Voltage .. 19,110
Bus Receiver Module....... ..o , 114
, 114
Genius Bus Controller. , 114
Remote I/0 Scanner .. .. 23,114
Cable, MAP ControHerto Broudbond Modem ........................................ 117
Cable - Power Supply Extension
Cable, RCM Communications (10 feet) /0 Expansion Cable
Cable, RCM Communications (25 feet) /0 Expansion Cable

Bus Transmitter Module.

Central Processing Unit for CPU Redundancy Applications, 96 MHz, 32-Bit,........... 103
Floating Point, 512 Kbytes On-Board User Memory

Central Processing Unit for CPU Redundancy Applications, 96 MHz, 32-Bit,........... 103
Floating Point, 1 Mbyte On-Board User Memory

Standard Series 90-70 Expansion Rack, 5-slot, Rear (Panel) Mount............... 27,104

Redundant Series 90-70 Rack, 9-Slot, Rear (Panel) Mount.....
Redundant Series 90-70 Rack, 9-Slot, Front (Rack) Mount. ..
VME Integrator Expansion Rack, 17-slot, Rear (Panel) Mount .. 27,105
VME Integrator Expansion Rack, 17-slot, Front (Rack) Mount..................... ,105
Standard Series 90-70 Expansion Rack, 9-slot, Rear (Panel) Mount. . ... , 104
Standard Series 90-70 Expansion Rack, 9-slot, Front (Rack] Mount.... .. 27,105
ComMUNICAtIONS COPrOCESSOT .. ... vt ee e e e et et e 24,115
Ethernet Interface (Type 2) Module

Central Processing Unit, 64 MHz, 32-Bit, Floating Point, 1 Mbyte ...
0On-Board User Memory

Central Processing Unit, 96 MHz, 32-Bit, Floating Point, 512 Kbytes .................. 102
On-Board User Memory; 256K of Built-In Flash Memory
Central Processing Unit, 96 MHz, 32-Bit, Floating Point, 1 Mbyte ..................... 102
0On-Board User Memory; 256K of Built-In Flash Memory
Central Processing Unit, 96 MHz, 32-Bit, Floating Point, 6 Mbytes .................... 102

On-Board User Memory (requires 70 CFM forced air cooling);
256K of Built-In Flash Memory

Central Processing Unit, 96 MHz, 32-Bit, Floating Point, 1 Mbyte ...
0On-Board User Memory (requires 70 CFM forced air cooling);

256K of Built-In Flash Memory

High Speed COUNTET . ... ...t
Input 120 VAC (Isolated).
Input 240 VAC (Isolated).
Input 120 VAC .
Input 120 VAC (non-isolated) . ... 16, 107
Input 12 VAC ..
Input 24 VAC ..
Input 48 VAC
Output 120 VAC 2A
Output 120/240 VAC 2A (Isolated) .

Output 120 VAC 0.5A e .

Input 125 VDC Positive/Negative LOGIC . .......o.ovieiiiiiiii i 17,108
Input TTL

Input 12 VDC Positive/Negative Logic. ... L e .

Input 24 VDC Positive/Negative LOGIC. . ............uiuiiiiiiiiiieiei, 17,108

Input 48 VDC Positive/Negative Logic
Interrupt Input (14 Interrupt Points, 2 Configurable Points)
Output 12 VDC 0.5A .
OULPUL 24/48 VDC 0.5A ...
Output 24/48 VDC 2A
Output 5/48 VDC 0.5A Negative Logic ... L e .
OUEPUL REIAY . ..
Series 90-70 Labels Kit
Programmable Coprocessor Module . .
Expansion Rack Power Supply, 120/240 VAC or 125 VDC, 55W ..................
Expansion Rack Power Supply, 120/240 VAC or 125 VDC, 100W ...

Expansion Rack Power Supply, 24 VDC, 90W. .
Expansion Rack Power Supply, 48 VDC, 90W

, 111
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IC697RCM711
1C697vVDD100

IC698ACC701
IC698ACC720
IC698ACC735
IC698CHS009
1C698CHS017
IC698CHS109
IC698CHS117
1C698CHS217
IC698CMX016
IC698CPEO10
IC698CPE020
IC698CPEO30
IC698CPE04O
IC698CRE020
IC698CRE030
IC698CRE040
IC698ETM001
1C698PSA100
1C698PSA350
1C698PSD300
IC698RMX016
IC752DDZ000
IC754ABD001
IC754ACCO6BEZ01

IC754ACC06BEZ02
IC754ACCO6GAS
IC754ACCO6GASE
IC754ACCO6MNT
IC754ACCOEMNTE
IC754ACCO8ADP
IC754ACC10BEZ01
IC754ACC12ADP

IC754ACC12BEZ01

IC754ACC12GAS
IC754ACCI2MNT

IC754ACC15GAS
IC754ACCI5MNT

IC754ACC32MEM
IC754ACC64MEM
IC754BEZ06GAS
IC754BEZ12GAS
IC754CGLO6CTD
IC754CGLOBMTD
IC754CGL12CTD
IC754CGL15CTD
IC754CKF15CTD
IC754CKLO6CTD
IC754CKLO6MTD
IC754CKL12CTD
IC754CSF15CTD
IC754CSLO6CTD
IC754CSLO6MTD
IC754CSL12CTD
IC754DVNMO1
IC754DVNSO1
IC754GEN0OO1
IC754PBSMO1
IC754PBSS01
IC754PCMCIA0L
IC754PIFO01
IC754TANOOL
IC754UEX001
IC754VGB06CTD
IC754VGBO6MTD
IC754VGF0O8CTD
IC754VGF15CTD
IC754VGI06MTD
IC754VGI06SKTD

Product Name Page Number

115

Redundancy Communications Module. . .
.18

64-Channel Isolated Digital Input Board wwth Multn‘unct\onal

Intelligent Controller

CPU Lithium Battery and Spare DOOT . .. .......voui it 28,79
Gasketed Filler Faceplate, Double-width. ... 28
Gasketed Filler Faceplate, Single-width ....28
Standard PACSystems 9-slot Wall (Rear) Mount ... .14
Standard PACSystems 18-slot Wall (Rear) Mount.... .14

Standard PACSystems 9-slot Wall (Panel) Mount ..., 14
Standard PACSystems 18-slot Wall (Panel) Mount L1
PACSystems 17-slot Wall (Rear) Mount, Rear 1/0 Access .. 14
Control Memory Xchange Module ...t 24
Central Processing Unit, 300 MHz, Floating Point... . 12
Central Processing Unit, 700 MHz, Floating Point. .. L 12
Pentium M Central Processing Unit, 600 MHZ ............ooiiiiii e 13

Pentium M Central Processing Unit, 1.8 GHz L 13
Redundancy Central Processing Unit, 700 MHz, Floating Poin 12
Pentium M Redundancy Central Processing Unit, 600 MHz .13

Pentium M Redundancy Central Processing Unit, 1.8 GHzZ ..............coeiiiin, 13

RX7i Standalone Ethernet Module 10/100. .. ot
PACSystems Power Supply, 100 W .. 15
PACSystems Power Supply, 350 W 15
PACSystems Power Supply, 300 W .15

.24

Redundancy Memory Xchange Module. ..

VersaMax DP Operator Interface DataDesigner editor. . . e ...239
Data Highway Plus Communication Card for QuickPanel View.................. 317,324
Stainless Steel Bezel for 6 Inch Mono & TFT-Color QuickPanel. ......... 269, 274,317,324
View & Control

Stainless Steel Bezel for 6 Inch STN-Color QuickPanel View . . ...317,324
Gasket for 6 Inch QuickPanel View & Control. . 269,317
Gasket for 6 Inch QuickPanel View & Control. . ...274,324
Mounting Clips & Power Connector for 6 Inch chkPuneI View & Contro\ ....... 269,317
Mounting Clips & Power Connector for 6 Inch QuickPanel View & Control ....... 274,324
Adaptor Kit for 8 Inch QuickPanel View into 9" panel ...................ooene. 317,324
Stainless Steel Bezel for 12 Inch Mono QuickPanel View............................. 324
Adaptor Kit for 12 Inch QuickPanel View & Control into................ 269, 274,317,324
CEllx Cut-out

Stainless Steel Bezel for 12 Inch TFT-Color QuickPanel................. 269, 274,317,324
View & Control

Gasket for 12 Inch QuickPanel View & Control ........................ 269, 274,317,324
Mounting Clips & Power Connector for 12 Inch QuickPanel ............ 269, 274,317,324
View & Control

Gasket for 15 Inch QuickPanel View & Control ........................ 269, 274,317,324
Mounting Clips & Power Connector for 15 Inch QuickPanel ............ 269, 274,317,324

View & Control

Expansion Memory 32MBytes
Expansion Memory 64MBytes .. ..269, 274,317,324
Replacement Gasket for 6" Stamless Stee\ Bezel 269,317,324
Replacement Gasket for 12" Stainless Steel Bezel ......................... 269,317,324
QuickPanel Control Display, 6" TFT-Color Loaded L.272
QuickPanel Control Display, 6" Monochrome Loaded ..272
QuickPanel Control Display, 12" TFT-Color Loaded
QuickPanel Control Display, 15" TFT-Color Loaded
QuickPanel Control Starter Kit, includes Display, 15" TFT S
QuickPanel Control Starter Kit, includes Display, 6" TFT............oooviiiiiiit.
QuickPanel Control Starter Kit, includes Display, 6" Monochrome .................... 268
QuickPanel Control Starter Kit, includes Display, 12" TFT.
QuickPanel Control Display, 15" TFT-Color Loaded L
QuickPanel Control Display, 6" TFT-Color Loaded. ............c.ooviiiiiiii
QuickPanel Control Display, 6" Monochrome Loaded
QuickPanel Control Display, 12" TFT-Color Loaded o
DeviceNet - Master Interface Card for QuickPanel Control & View............... 267,273
DeviceNet - Slave Interface Card for QuickPanel View 317,324
GE Fanuc Genius Interface Card for QuickPanel Control & View. .267,273,317,324
PROFIBUS - Master Interface Card for QuickPanel Control 267,273
PROFIBUS Slave Communication Card for QuickPanel View..................... 317,324
PCMCIA Adaptor for QuickPanel View & Control ..269, 274,317,324

269,274,317, 324

GE Fanuc 90-30 1/0 Interface Card for QuickPanel Control .. 267,273
GE Fanuc VersaMax Expansion 1/0 Interface Card for QuickPanel Control....... 267,273
GE Fanuc VersaMax Expansion I/0 Interface for QuickPanel Control ... 267,273

QuickPanel View Display, 6" TFT, Basic............. . ...320
QuickPanel View Display, 6" Monochrome Basic ... s e ...320
QuickPanel View Display, 8" TFT-Color, Loaded. ...............ooiiiiiiiie.

QuickPanel View Display, 15" TFT-Color Loaded
QuickPanel View Display, 6" Monochrome Intermediate L ..
QuickPanel View Display, 6" STN-Color Intermediate with Keypad. ................... 321
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Product Number

IC754VGI06STD
IC754VGI08CTD
IC754VGI12CTD
IC754VGI12MTD
IC754VGLO6CTD
IC754VGLO6MTD
IC754VGL12CTD
IC754VKBO6MTD
IC754VKF15CTD
IC754VKIO6MTD
IC754VKI06SKD

IC754VKI06STD
IC754VKI12MTD
IC754VKI12CTD
IC754VKLO6CTD
IC754VKLO6MTD
IC754VKL12CTD
IC754VSBO6CTD
IC754VSBO6MTD
IC754VSFO8CTD
IC754VSF15CTD
IC754VSI06MTD
IC754VSI06SKD
IC754VSI06STD
IC754VSI08CTD
IC754VS112CTD
IC754VSI12MTD
IC754VSLO6CTD
IC754VSLO6MTD
IC754VSL12CTD
IC800CUBDB15ADP
IC800PCUB00300
IC800PCUBC02S030

IC800PCUBC02S050
IC800PCUBC04S030
IC800PCUBC04S050
IC800PCUBC10S030
IC800PCUBC10S050

IC800PCUBDINMTG
IC800VMAQ12
IC800VMA022
IC800VMAQ42
IC800VMAQ072
IC800VMA102
IC800VMA202
IC800VMA302
IC800VMACONACP
ICB00VMACONCN1
IC800VMACONCN2
IC800VMACONCN3

ICB00VMACONMTRP Motor Power Connector {100W to 1kW modelsonly) ........................

IC800VMADBR001

IC800VMBR020

IC800VMBRO40

IC800VMCB030

IC800VMCBO050

IC800VMCB100

IC800VMCB1030

IC800VMCB1050

1C800VMCB1100

1C800VMCB1200

1C800VMCB200

Product Name Page Number

QuickpPanel View Display, 6” STN-Color Intermediate 320
QuickPanel View Display, 8" TFT-Color, Intermediate 321
QuickpPanel View Display, 12" TFT-Color Intermediate. ..................cocoiiiinn 321
QuickPanel View Display, 12" Monochrome Intermediate. . .. 321
QuickPanel View Display, 6" TFT-Color Loaded s 322
QuickPanel View Display, 6" Mono Loaded...............ooviiiiiiiiiiis 322

QuickPanel View Display, 12" TFT-Color Loaded 323
QuickPanel View Starter Kit, includes Display, 6" Monochrome Basic. . . . 314
QuickPanel View Starter Kit, includes Display, 15" TFT-Color Loaded ................. 316
QuickPanel View Starter Kit, includes Display, 6” Monochrome Intermediate. ......... 314

QuickPanel View Starter Kit, includes 6"STN-Color Intermediate Display ... 315

with Keypad

QuickPanel View Starter Kit, includes Display, 6” STN-Color Intermediate............. 314
QuickPanel View Starter Kit, includes Display, 12" Monochrome Intermediate ......... 315
QuickPanel View Starter Kit, includes Display, 12" TFT-Color Intermediate............. 315

QuickPanel View Starter Kit, includes Display, 6” TFT-Color Loaded. . ... 316
QuickPanel View Starter Kit, includes Display, 6” Mono Loaded .. ..316
QuickPanel View Starter Kit, includes Display, 12" TFT-Color Loaded ... 316
QuickPanel View Display, 6" TFT, BASIC. ... ... .vuveetieiteiie et 310
QuickPanel View Display, 6" Monochrome Basic ... 310
QuickPanel View Display, 8" TFT-Color Loaded ............ e 312
QuickPanel View Display, 15" TFT-Color Loaded.............ooviiiiiiiiin 313
QuickPanel View Display, 6” Monochrome Intermediate 310
QuickPanel View Display, 6” STN-Color Intermediate with Keypad. .31
QuickPanel View Display, 6" STN-Color Intermediate 310
QuickPanel View Display, 8" TFT-Color, Intermediate .................cooviiiiis 311
QuickPanel View Display, 12" TFT-Color Intermediate 311
QuickPanel View Display, 12" Monochrome Intermediate. . ........ 311
QuickPanel View Display, 6" TFT-Color Loaded ......................cooc. 312
QuickPanel View Display, 6" Mono Loaded 312
QuickPanel View Display, 12" TFT-Color Loaded. ..313
Motor Cube or Power Cube DB15 to screw terminal connector adaptor. ... 239

Stepping Motor Power Amplifier, 12-48 VDC, 4 AMP.......ooviiiiiiiiiiiene 239
PowerCube Flying Lead I/0 Interface Cable, 200 Steps/Rev & Power Save............ 239
Enabled, 3 Meters
PowerCube Flying Lead Interface I/0 Cable, 200 Steps/Rev & Power Save............ 239
Enabled, 5 Meters
PowerCube Flying Lead Interface 1/0 Cable, 400 Steps/Rev & Power Save............ 239
Enabled, 3 Meters
PowerCube Flying Lead Interface I/0 Cable, 400 Steps/Rev & Power Save............ 239
Enabled, 5 Meters
PowerCube Flying Lead Interface 1/0 Cable, 1000 Steps/Rev & Power Save .......... 239
Enabled, 3 Meters
PowerCube Flying Lead Interface I/0 Cable, 1000 Steps/Rev & Power Save .......... 239
Enabled, 5 Meters
PowerCube DIN Rail Mounting Adaptor. ....239
VersaMotion Amplifier, 100W. s ...89, 165, 245
VersaMotion Amplifier, 200W. ..o 89, 165, 245

VersaMotion Amplifier, 400W. . .
VersaMotion Amplifier, 750W. . . o S ..
VersaMotion Amplifier, TKW. ...
VersaMotion Amplifier, 2KW. ..... s
VersaMotion Amplifier, 3KW. . ... . .. , 165, 245
AC Power Connector (100W to 1kW models only) s ...93,169, 249
CNL /O CONNECLO ...\ 93,169, 249
, 169, 249
, 169, 249

, 165, 245
, 165, 245
, 165, 245
, 165, 245

CN2 Encoder Connector
CN3 Communication Connector. ..

, 169, 249
External Braking Resistor Connector (100W to 1kW models only) .. , 169, 249
20 Ohm, 1000 Watt External Braking (Regeneration) Resistor ...94,170, 250
40 Ohm, 400 Watt External Braking (Regeneration) Resistor ................. 94, 170, 250
Brake and Motor Power Cable for 200 Watt to 750 Watt servo motor.......... 94, 170, 249
with brake, 3 m (9.8 feet)
Brake and Motor Power Cable for 200 Watt to 750 Watt servo motor.......... 94,170, 249
with brake, 5 m (16.4 feet)
Brake and Motor Power Cable for 200 Watt to 750 Watt servo motor.......... 94,170, 249
with brake, 10 m (32.8 feet)
Brake and Motor Power Cable for 1000 Watt servo motor with brake, ... 94,170, 249
3m (9.8 feet)
Brake and Motor Power Cable for 1000 Watt servo motor with brake, ....... 94,170, 249
5m(16.4 feet)
Brake and Motor Power Cable for 1000 Watt servo motor with brake, ... 94,170, 249
10 m (32.8 feet)
Brake and Motor Power Cable for 1000 Watt servo motor with brake, ... 94,170, 249
20 m (65.7 feet)
Brake and Motor Power Cable for 200 Watt to 750 Watt servo motor. ... ... 94,170, 249

with brake, 20 m (65.7 feet)
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Product Name Page Number

IC800VMCB2030  Brake and Motor Power Cable for 2000 Watt servo motor. . . 94,170, 249
with brake, 3 m (9.8 feet)
IC800VMCB2050  Brake and Motor Power Cable for 2000 Watt servo motor................... 94,170, 249
with brake, 5 m (16.4 feet)
IC800VMCB2100  Brake and Motor Power Cable for 2000 Watt servo motor................... 94,170, 249
with brake, 10 m (32.8 feet)
IC800VMCB2200  Brake and Motor Power Cable for 2000 Watt servo motor................... 94,170, 249
with brake, 20 m (65.7 feet)
IC800VMCB3030  Brake and Motor Power Cable for 3000 Watt servo motor................... 94,170, 249
with brake, 3 m (9.8 feet)
IC800VMCB3050  Brake and Motor Power Cable for 3000 Watt servo motor................... 94,170, 249
with brake, 5 m (16.4 feet)
IC800VMCB3100  Brake and Motor Power Cable for 3000 Watt servo motor................... 94,170, 249
with brake, 10 m (32.8 feet)
IC800VMCB3200  Brake and Motor Power Cable 3000 Watt servo motor...................... 94,170, 249
with brake, 20 m (65.7 feet)
IC800VMCE030 Encoder Cable for 100 to 750 Watt, 3 m (9.8 feet) , 170, 250
IC800VMCEO050 Encoder Cable for 100 to 750 Watt, 5m (16.4 feet).......... , 170, 250
IC800VMCE100 Encoder Cable for 100 to 750 Watt, 10 m (32.8 feet). ..................... . , 170, 250
IC800VMCE1030  Encoder Cable for 1000 Watt and greater, 3m (9.8 feet)..................... , 170, 250
IC800VMCE1050  Encoder Cable for 1000 watt and greater, 5 m (16.4 feet). ... , 170, 250
ICB00VMCE1100  Encoder Cable for 1000 watt and greater, 10 m (32.8 feet) .. , 170, 250
ICB00VMCE1200  Encoder Cable for 1000 watt and greater, 20 m (65.7 feet) , 170, 250
IC800VMCE200 Encoder Cable for 100 to 750 Watt, 20 m (65.7 feet). .. , 170, 250
1C800VMCI010 Flying lead 1/0 interface cable, 1 meter e , 170, 250
IC800VMCI030 Flying lead 1/0 interface cable, 3meter. ..o 94,170, 250
IC800VMCPO30 Power Cable for 100 Watt to 750 Watt servo motor without brake, .......... 93,169, 249
3 m (9.8 feet)
IC800VMCPO50 Power Cable for 100 Watt to 750 Watt servo motor without brake, .......... 93,169, 249
5m (164 feet)
|C800VMCP100 Power Cable for 100 Watt to 750 Watt servo motor without brake, .......... 93,169, 249
10 m (32.8 feet)
IC800VMCP1030  Power Cable for 1000 Watt servo motor without brake, 3 m (9.8 feet)........ 93,169, 249
|IC800VMCP1050  Power Cable for 1000 Watt servo motor without brake, 5 m (16.4 feet). ...... 93, 169, 249
IC800VMCP1100  Power Cable for 1000 Watt servo motor without brake, 10 m (32.8 feet) ... .. 93, 169, 249
ICB00VMCP1200  Power Cable for 1000 Watt servo motor without brake, 20 m (65.7 feet) ... . 93,169, 249
IC800VMCP200 Power Cable for 100 Watt to 750 Watt servo motor without brake, ............ 93,169, 249
20 m (65.7 feet)
IC800VMCP2030  Power Cable for 2000 Watt servo motor without brake,3 m (9.8 feet)......... 93,169, 249
IC800VMCP2050  Power Cable for 2000 Watt servo motor without brake, 5 m (16.4 feet). ... .. 93, 169, 249
IC800VMCP2100  Power Cable for 2000 Watt servo motor without brake, 10 m (32.8 feet) ... 93,169, 249
IC800VMCP2200  Power Cable for 2000 Watt servo motor without brake, 20 m (65.7 feet) .. ... 93, 169, 249
IC800VMCP3030  Power Cable for 3000 Watt servo motor without brake, 3 m (9.8 feet)........ 93,169, 249
IC800VMCP3050  Power Cable for 3000 Watt servo motor without brake, 5 m (16.4 feet). ... .. . 93, 169, 249
IC800VMCP3100  Power Cable for 3000 Watt servo motor without brake, 10 m (32.8 feet) ... 93, 169, 249
IC800VMCP3200  Power Cable for 3000 Watt servo motor without brake, 20 m (65.7 feet) ... 93,169, 249
1C800VMCS030 Communications Cable from servo amplifier to PC, 3 m (9.8 feet) ............ 94, 170, 250
1C800VMMO1L VersaMotion Servo Motor, 100 Watt. ... ...91,167, 247
IC800VMMO2L VersaMotion Servo Motor, 200 Watt. ... U U ....91, 167, 247
1C800VMMO4L VersaMotion Servo Motor, 400 Watt. ... 91,167, 247
1C800VMMO7L VersaMotion Servo Motor, 750 Watt ... ....91,167, 247
IC800VMM10L VersaMotion Servo Motor, 1000 Watt. .92, 168, 248
1C800VMM10M VersaMotion Servo Motor, 1000 Watt. ... B B ....92,168, 248
IC800VMM20L VersaMotion Servo Motor, 2000 Watt. ............... ... . ... 92,168, 248
1C800VMM20M VersaMotion Servo Motor, 2000 Watt. .. ....92,168, 248
IC800VMM30M VersaMotion Servo Motor, 3000 Watt. .. R R ....92,168, 248
IC800VMMCONEQ01 Encoder Connector for 100 Watt to 750 Watt motors ....................... 93,169, 249
IC800VMMCONEQO2 Encoder Connector for 1000 Watt and larger motors ....................... 93, 169, 249
IC800VMMCONPO01 Motor Power Connector for 100 Watt to 750 Watt motors without brake ... .93, 169, 249
IC800VMMCONPO02 Motor Power Connector for 100 Watt to 750 Watt motors with brake. ........ 93,169, 249
1C800VMMCONPQ03 Motor Power Connector for 1000 Watt or 2000 Watt motors withor......... 93,169, 249
without brake
IC800VMMCONPO04 Motor Power Connector for 3000 Watt motors with or without brake........ 93,169, 249
IC800VMTBC005  1/0 Terminal Block Breakout Board and 0.5 m (1.6 feet) Cable. ... ...94,170, 250

MTR-1216-N-D-E-0

MTR-1220-N-D-E-0

MTR-1221-N-D-E-0

MTR-1231-N-D-E-0

MTR-1235-N-D-E-0

Stepping Motor Nema?23, Series Wdg. Holding Torque
61 0z-in/0.43 Nano meters

Stepping Motor Nemaz23, Series Wdg. Holding Torque. ..................coooia.. 239
116 0z-in/0.82 Nano meters
Stepping Motor Nema?23, Series Wdg. Holding Torque. ..............ooovviiiiinins 239
124 0z-in/0.87 Nano meters
Stepping Motor Nemaz23, Series Wdg. Holding Torque. .................coooii... 239
236 0z-in/1.68 Nano meters
Stepping Motor Nemaz23, Series Wdg. Holding Torque. ..............ccoeviiiiine. 239

185 0z-in/1.31 Nano meters

MTR-1331-J-N-D-E-0 Stepping Motor Nema34, Series Wdg. Holding Torque. ...............ooooeiiiiine.. 239

327 0z-in/2.31 Nano meters

MTR-1IN31-I-N-D-S-0 Stepping Motor Nema34, Series Wdg. Holding Torque. ............cocoeviiiiiinnnn 239

605 0z-in/4.27 Nano meters
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PCI-5565PIORC-110000. .. e . e e
PCI, 2 GIGA Baud RM w/FO Options, 128 Mbyte Memory, 4K FIF
Multimode Transmission

PCI-5565PIORC-111000 . . . . vttt ettt e e e et e e e 81
PCl, 2 GIGA Baud RM w/FO Options, 128 Mbyte Memory, 4K FIFOs,
Single Mode Transmission

PCI-5565PIORC-210000. . ... ..ottt e 81
PCl, 2 GIGA Baud RM w/FO Options, 256 Mbyte Memory, 4K FIFOs,
Multimode Transmission

PCI-5565PIORC-211000 . . . ..ottt e 81
PCI, 2 GIGA Baud RM w/FO Options, 256 Mbyte Memory, 4K FIFOs,
Single Mode Transmission

PCIE-5565RC-100000 . . . . ..\ttt ettt et e e e 81
PCI Express, 2 GIGA Baud RM w/FO Options, 128 Mbyte Memory,
4K FIFOs, Multimode Transmission

PCIE-5565RC-101000 ..
PCI Express, 2 GIGA Baud RM w/FO Options, 128 Mbyte Memory,
4K FIFOs, Single Mode Transmission

PCIE-5565RC-200000 . . . . . .ttt et 81
PCI Express, 2 GIGA Baud RM w/FO Options, 256 Mbyte Memory,
4K FIFOs, Multimode Transmission

PCIE-5565RC-201000 ... ... .ot 81
PCI Express, 2 GIGA Baud RM w/FO Options, 256 Mbyte Memory,
4K FIFOs, Single Mode Transmission

PMC-5565PIORC-110000. . .. ..ottt e 81
PMC, 2 GIGA Baud RM w/FO Options, 128 Mbyte Memory, 4K FIFOs,
Multimode Transmission

PMC-5565PIORC-111000. .. ... ... oeeee e 81
PMC, 2 GIGA Baud RM w/FO Options, 128 Mbyte Memory, 4 K FIFOs,
Single Mode Transmission

PMC-5565PIORC-210000. ...
PMC, 2 GIGA Baud RM w/FO Options, 256 Mbyte Memory, 4K FIFOs,
Multimode Transmission

PMC-5565PIORC-211000. . .. ..ottt e 81
PMC, 2 GIGA Baud RM w/FO Options, 256 Mbyte Memory, 4 K FIFOs,
Single Mode Transmission

Page Number

VMIACC-5595-208 Rack Mount or Desktop, No Single-Mode Pluggable Transceivers, .................... 82
8 Multimode Pluggable Transceivers

VMIACC-5595-217  Rack Mount or Desktop, 1 Single-Mode Pluggable Transceiver, ....................... 82
7 Multimode Pluggable Transceivers

VMICBL-000-F5-000 .5 feet (0.15 M. .. ..ouiue e 80

VMICBL-000-F5-001 1 foot (.31 m)
VMICBL-000-F5-002 5 feet (1.52 m)....
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Product Number Product Name
VMICBL-000-F5-003 10 feet (3.04 m) ....80
VMICBL-000-F5-004 25 feet (7.62 m) ....80
VMICBL-000-F5-005 50 feet (15.24 m). 80

Page Number

VMICBL-000-F5-006 80 feet (24.40 m) ....80
VMICBL-000-F5-007 100 feet (30.49 m) ..80
VMICBL-000-F5-008 150 feet (45.72 m) 80
VMICBL-000-F5-009 200 feet (60.98 m) ...80
VMICBL-000-F5-010 250 feet (76.20 m) ..80
VMICBL-000-F5-011 350 feet (106.68 m) 80
VMICBL-000-F5-012 500 feet (152.15 m) 80
VMICBL-000-F5-013 574 feet (175 m) ..80
VMICBL-000-F5-014 656 feet (200 m). . ..80

VMICBL-000-F5-015 820 feet (250 M) ............ouii i 80

VMICBL-000-F5-016 1,000 feet (30430 m) ... ....80
VMICBL-000-F5-017 1,148 feet (350 m) ..80
VMICBL-000-F5-018 1,312 feet (400 m) 80
VMICBL-000-F5-019 1,500 feet (456.45 m) ... ....80
VMICBL-000-F5-020 1,640 feet (500 m) . ..80
VMICBL-000-F6-000 3 feet (0.9144 m). .81
VMICBL-000-F6-001 6 feet (1.8288 m). 81
VMICBL-000-F6-002 10 feet (3.048 m). .81
VMICBL-000-F6-003 16 feet (4.8768 m) ..81
VMICBL-000-F6-004 32 feet (9.7536 m) 81
VMICBL-000-F6-005 66 feet (20.1168 m) ....81
VMICBL-000-F6-006 98 feet (29.8704 m).. .81
VMICBL-000-F6-007 164 feet (49.9872 m) .81

VMICBL-000-F6-008 230 feet (70.104 M ...ttt 81

VMICBL-000-F6-009 328 feet (99.9744 m) ...81
VMICBL-000-F6-010 393 feet (119.7864 m).. .. .81
VMICBL-000-F6-011 426 feet (129.8448 m) 81
VMICBL-000-F6-012 492 feet (149.9616 m).. .. ....81
VMICBL-000-F6-013 557 feet (169.7736 ml.... .81
VMICBL-000-F6-014 656 feet (199.9488 m) 81
VMICBL-000-F6-015 721 feet (219.7608 m).... ....81
VMICBL-000-F6-016 754 feet (229.8192 m).. .81
VMICBL-000-F6-017 820 feet (249.936 m) .81
VMICBL-000-F6-018 885 feet (269.748 m) 81
VMICBL-000-F6-019 984 feet (299.9232 m). ... ....81
VMICBL-000-F6-020 1 foot (0.3048 m) .81
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